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Applications

ZETERTFREHBMI, Wk, HZEET

FRMEERIT: AOBEE--ERNADRRFERE. ZEETNHE

SESR, ARBMBERE, BIAXEWIER

HOEE--ERITH mRHSEE, ZEENAEEEN, FRILEEEHIN

Inlet constant pressure:maintaining certain value at inlet,valve
with such design is particularly installed at the back of separator
heat exchanger,working as a safety valve

Outlet constant pressure:maintaining certain value at outlet,valve
with such design is particularly installed at the front of filling
machine,bottling machine;

TAEIRE
Working Principle
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CPM-2 constant pressure regulating valve controlled by the compressed air pressure
regulating valve to control the size of the position, so as to achieve the  required pressure and
flow

b 1% 1T

Standard Design

i 1 AR 124N IR AR BB R e vl T2 IR B AT 22 R FHATST3016L B 30453, APy

MBS, B SR OU TR IR, i nT A $]140°C

Constant pressure valve body 12 mm thick steel forging design process, the spool and all

parts manufactured by AISI316L or 304, sandblasting polishing inside and outside the body,
the diaphragm is made of high quality rubber, the maximum temperature can reach 140 ° C

HARSH

Technical Specification

R 7 1000KPa (10bar)
f/NEPPIE )1 0KPa (Obar) =K%,

WmEETEE: -10°Cto%+95°C
Y BEG TR (FBEMEPTFE/EPDM) :  —10°CtoZ+140°C (2R ) .

B

SRS 0 to 600kpa (0 to 6bar)
ERIEHKy, 4HF (p=lbar): KZ23m> /h.

VB Ky, fiKEE)) (p=6bar) : KZ12m® /h.
BB RS - AR ERZ152m 3 /h. (CIPIXAH)

Largest producer of pressure: 1000KPa (10bar)

Minimum production pressure: O0KPa (Obar) = atmospheric
Temperature range: -10 ° C to +95 ° C to

Temperature range (on the diaphragm PTFE / EPDM): -10 ° C to
+140 ° C (higher on request).

Air pressure: 0 to 600kpa (0 to 6bar)

Flow range Kv, fully open (p = lbar): about 23m*/h.

Flow range Kv, low capacity (p = 6bar): about 2m’/h.
Optional sizes): regulation of regional about 152m’/h.
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TAEREEWORKING DIAPHRAGM

H [0H E Outlet pressure constant

==
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JE T BB JE o = B
pressure reducing pressure raising

# [0E EInlet pressure constant

JE O T R B ipibi=1:0)
pressure reducing pressure raising
Part no:CPV01 N
Size H L 0D#S YR
025 210 180 25.4%1. 5 | |
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038 210 180 38.1%1. 5 ST
T :
951 210 180 50. 8%1. 5
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063 210 200 63. 5%2 | [
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