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Sanitary Centrifugal Pump is widely used to convey liquid materials in the
industries of Dairy, Beer Beverage, Pharmaceutical and Chemical. It conveys not
only low or middle viscous fluid but also suspension and corrosive medium.
Sanitary centrifugal Pump has types of single phase, single suction and open
impeller.with its elaborate design in shell and impeller. resistance is
reduced, no dead end. Because of this special structure, the liquid flow speed up,
hence promoted to its whole performance.also it easy to clean, super hygienic.
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Working Principle
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Impeller is built inside of the pump case, it is coupling with shaft, when
rotating, impeller’ s kinetic energy transfers to fluids. The impeller could not
run anticlockwise. It must be clockwise.
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Technical specifications

= - Max. inlet pressure:0. 5Mpa
%;}é%&ﬁogiﬁ)lp/f@c CEPDM) Temperature range:—-10'Cto+140°C (EPDM)
i 75K SE (LKA« /NF85dB (A) Noise level(at 1 m):<<85dB(A)
ﬁf?*‘o‘nzﬁf Flushed seal

IKJE Himo 1MPa Water pressure:Max. 0. l.NMPa

K&E: 0.25-0.5L/min Water consumption:0.25 0.51/min

X i 1] 2 B Double mechanical seal

KIE: I =0. 6MPa

KE: 0 25-0. 5L /min Water pressure:Max. 0. 6. MPa

Water consumption:0.2570.51/min

IR PR i T A L 2 3 LS AT A LA

Flushed double mechanical seal Single mechanical seal
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Motors:IEC NEMA B34 motors, IP 55, F-class insulation, 50HZ, 60HZ

Motor specifications

IR (kW) o 49 IR (kW) H s A9
Power (KW) Voltage Power (KW) Voltage
0.55 4
0.75 N 5.5
1 210V"230V/50HZ T e
‘ 360V~400V/50H7 : 360V 400V/50H7
1.5 420V™460V/601Z 1 630V"690V/5011Z
2.2 15 420V"460V/60HZ
3 18.5
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Options

. Gaskets
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Materials:

AISI316L (AISI304) Parts contact with fluids:SS304 or SS316

AIST304

EPDM Z N # K

WLk 2 51 B . S1C/SIC, TC/TC
P8 FPM(VITON) FINBR
HEH O ER:: KB, ¥Bar. 2%, DIN, SMS, RJT, IDF
HHL.2900, 1450, 3600Min/1, 50HZ, 60HZ
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Other steel parts:SS304

Inside surface:Polish Ra<0. 8um or sandblast
Seal : EPDM

Mechanical Seal:Carbon/SIC/EPDM

.Mechanical seal: SIC/SIC, TC/TC
: FPM (Viton)and NBR

.Inlet&outlet: Welded, Clamp, thread, flange, DIN, SMS, RJT, IDF
.Motor :2900,

1450, 3600 rev. /min., 50HZ, 60HZ

.Single mechanical seal (standard)
.Flushed double mechanical seal (Options)
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DIMENSTONS
3Lk Pump Dimension HME 2% RS Assembly Dimension 3A bk
itk IES pridn} A BB &
Modes Power Iniet Outlet DPp Lp  Mechanical A B © D M F G H L W © H
(kw) d” /DN d"” /DN seal size
KSCP-5 0.75 15" /32 189 50 32 200 169 203 125 370 452 210 232 402
0.75 15" /32 189 50 ®32 200 173 203 125 370 452 210 232 402
(SCP-10 11 15" /32 189 50 32 63 56. 5 200 136 175 203 125 370 452 210 232 402
1.5 1.5" /40 189 50 ®32 190 161 240 140 360 492 210 222 392
2.2 15" /40 189 50 ®32 190 162 240 140 360 492 210 222 392
L5 2" /50 250 61 32 190 187 240 140 360 525 210 222 392
KSCP-15 2.2 2" /50 250 61 ®32 95. 6 14 190 155 187 240 140 360 525 210 222 392
3 2" /50 250 61 32 230 171 300 160 430 593 260 262 462
3 2" /50 250 74.5 32 230 171 300 160 430 592 260 262 462
KSCP-20 4 2" /50 250 74.5 ®32 90.2 45 155 179 300 190 430 598 260 254 462
5.5 2.5" 65 250 74.5 32 197 330 216 460 310 274 462
3 2" /50 268 57 32 173 300 216 430 500 260 262 462
KSCP-25 4 2" /50 268 57 ®32 181 300 216 430 590 260 254 162
- 108 60 158
KSCP-30 5.5 2.5" /50 268 57 32 196 330 254 460 651 310 274 492
7.5 2.5" /65 268 57 32 199 330 254 460 651 310 274 492
7.5 2.5" /65 350 86.5 36 242 216 330 254 72 310 274 192
KSCP-35 11 2.5" /65 86.5 36 131 76 290 229 234 450 254 871 375 322 607
15 2.5" /65 86.5 36 290 240 450 254 871 375 322 607
11 2.5" /65 303 90 36 290 235 450 254 866 375 322 607
15 3" /80 303 90 36 290 236 450 254 " 866 322 607
KSCP-40 105 83.5 214
18.5 3" /80 303 90 36 290 234 450 254 575 921 322 607
22 3" /80 303 90 36 310 234 515 279 625 916 342 657

Attention: Please refer to selection table for details of next page, The size in the following form is the reference value
the actual size is according to practicality
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Performance curve
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% & FSelection Chart
1 KSCP-1.5-14 .51 14 M 0. 55KW 38/32
2 KSCP-3-16 37 16 M 0. 75KW 38/38
3 KSCP-5-16 57T 16 M 1. 1KW 38/38
4 KSCP-3-24 37T 24 M 1. 5KW 51/38
5 KSCP-3-30 37 30 M 2. 2KW 51/38
6 KSCP-5-24 57T 24 M 1. 5KW 51/38
7 KSCP-5-30 57T 32 M 2. 2KW 51/38
8 KSCP-10-24 0T 24 M 2. 2KW 51/38
9 KSCP-10-36 10T 36 M 3KW 51/38
10 KSCP-15-24 15 T 24 M 3KW 51/51
11 KSCP-20-24 20 T 24 M 4KW 51/51
12 KSCP-20-36 20 T 36 M 5. 5KW 51/51 ABB HLHL
ABB Motor
13 KSCP-25-35 25 T 35 M 5. 5KW 51/51 qsEat
14 KSCP-30-24 30 T 24 M 5. 5KW 63/51 STENMENS Motor
15 KSCP-30-36 30 T 36 M 7. 5KW 63/51
16 SCP-40-24 40 T 24 M 7. 5KW 63/51
17 KSCP-20-60 20 T 60 M 11KW 63/51
18 KSCP-30-50 30 T 50 M L1KW 63/63
19 KSCP-40-35 40 T 35 M 11KW 63/63
20 KSCP-40-50 40 T 50 M 15KW 76/63
21 KSCP-60-30 60 T 30 M 15KW 76/63
22 KSCP-30-60 30 T 60 M 15KW 76/51
23 KSCP-50-50 50T 50M 18. 5KM 76/63
24 KSCP-80-50 80T 50M 22KM 89/76
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