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1% . VACUUM PUMP

FARZH

Technical Parameter
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2. Bk © 3T — 180T, 0. 75KW-75KW
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1. Application: Belong to a turbine the diversion centrifugal
pump can extract the liqiud of the vacuum tank under the
pressure of negative pressure 0.09Mpa.

2.Spec: 3T-180T, 0. 75KW-75KW

3.Material: SUS304, SUS316L (the pump body, pump

cover, impellerwhich is contact with medium material ,made of I\l/—[hﬂ[‘
stainless steel SUS316L and SUSI304 otor
4. Standard: DIN, SMS L. ARG SR “ABB” i WL AR AS T AL, 4% R E PR i T

22 5143 TEC60034. TEC60072 bRk Be vt Hil{E, FF& BRIk “CE” Frid

6. Surface treatment: The parts contacted with medium is 2R
polished 2. WL IR AL, LA AN 3 B
7.Working condition: sanitary centrifugal pumps is a high and R e R Y N 1= SN =20 PR I W T 3 R W TR T

5. Impeller: Open type impeller ,semi—close type impeller

. . . . 5 arol > 970
low level transmission ,as well as the level transmission ,andlp‘%’ BGYI T Y

4. TARHR:
8. The max pressure of inlet: 0.5MPa < 3Kw, 220-240V/380-420V, A /Y
9. Temperature range:—-10° C to +140° C(EPDM) > 3Kw, 380-420V/660-690V, A /Y
10. Washable mechanical sealing:water pressure: Max 0. 1MPa 5. Hi#<: 50Hz/60Hz
flow rate: 0.25-0.5L/min 6. LAFEJrat: 4k (SD

7. B BRMERLIOEEEN 29001 /min

has a amount of suction.

1. Configuration of ”“ABB” brand three-phase AC motor
is in accordance with the International Electrotechnical
CommissionIEC60034. TEC60072 standard design comply with
European “CE” marking requirements
2. The explosion—-proof motor also available , that can meet with
the requirement of different applications.
3. It with excellent electric performance ,and with low niose, low
vibration, the protection grade is IP55, insulation grade is F.
4. Operate involtage:

< 3Kw, 220-240V/380-420V, A/ Y

>3Kw, 380-420V/660-690V, A/ Y
5. frequency: 50Hz/60Hz
6. working method: continuous (SI)

7.rotate speed:the standard rotate speed is 2900r/min
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il 4. VACUUM PUMP

PG RS ]

Sanitary Vacuum Pump Model Description

HARSHYW  Technical data
Ih%

e 0.75 1.1 1.5 2.2 &oﬂz(M)4o 5.5 7.5 11 15
A 325 325 325 325 380 380 430 430 570 570
B 225 225 225 225 275 275 325 325 390 390
C 125 125 140 140 160 190 210 210 356 356
D 205 205 205 205 240 240 282 282 385 385
E 109 109 109 109 114 114 114 114 121 121
F 67 67 67 67 76 76 76 76 104 104
G 162 162 162 162 178.5 178.5 178.5 178.5 204. 5 207.5
H 273 273 273 273 300 300 297 297 390 390
I 85 85 85 85 115 115 155 155 145 145
J 155 155 155 155 170 170 185 185 245 245
K 320 320 320 320 385 385 455 455 555 555

MK Selection table
Eithes 31/16M 31/30M 5T/24M 5T/30M 10T/24M 10T/36M 10T/50M 15T/24M
F (kw) 0.75 2.2 1.5 3.0 2.2 3.0 5.5 3.0
B/ HE (mm) 38/32 38/38 38/38 38/38 51/38 51/51 51/51 51/51
e 20T/24M 20T/36M 30T/24M 30T/36M 40T/24M 50T/40M 60T/24M 60T/40M
IhE (kw) 4.0 5.5 5.5 7.5 7.5 11.0 11.0 15.0
B/ HE (mm) 51/51 51/51 51/51 63/51 63/51 89/63 89/63 89/89
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