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Electric actuator Model BT25 and BT38

Compact actuator for regulation and control of valves interface according
ISO 5211/DIN 3337. (L=Low voltage range, H=High voltage range)

Model BT25

Voltage ranges:

L (-0%/+5%) 12-24V AC/DC

(lower voltage range)

H (+/-5%) 85-240 VAC/DC

(upper voltage range)
Duty rating [ED]: 75%
Protection class: IP65
Temperature range : -20°C to +70°C
Flange: Multiflange FO3/F04/F05 Operating speed 90°(+/-10%): L 11s / H: 11s
Double square alternatives 9, 11 or 14 mm Starting torque: 25 Nm
Connectors: DIN 43650 1SO 4400 C-192/C-193 Working torque: 20 Nm
Enclosure/housing: Nylon (PA 6) Weight: 14kg

Model BT38

All advantages at glance:

ETL (electronic torque limiter)

[ ]
o AVS (automatic voltage sensing)
e ATC (automatic temperature control) integrated heater to prevent condensation
» mechanical deblocking _ Operating speed 90°(+/-10%):  L: 125 / H: 115
e manual override for emergency operation ]
o two addional pontential free contacts for remote position indication Starting torque: 38 Nm
Working torque: 35 Nm
Weight: 1,7 kg

Additonal optional equipment

Different operation angles 0°-180, 0°-90°-180° (other angles possible), potentiometer (alternatively 1K, 5K or 10K),
Emergency-Batterypack/BSR, electronic positioning system DPS (either 0-10V or 4-20mA, input-output)
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Electric actuator Model BT25
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Electric actuator Model BT60 and BT90

Compact actuator for regulation and control of valves interface according
ISO 5211/DIN 3337. (L=Low voltage range, H=High voltage range)

Model BT60

Voltage ranges: :;w,m )

L (-0%/+5%) 12-24V AC/DC (W

(lower voltage range)

H (+/-5%) 85-240 VAC/DC

(upper voltage range)
Duty rating [ED]: 75%
Protection class: IP65 Operating speed 90°(+/-10%):L: 17 s / H: 14 s
Temperature range : -20°C to +70°C Starting torque: 60 Nm
Connectors: DIN 43650 SO 4400 C-192/C-193 Working torque: 55 Nm
Enclosure/housing: Nylon (PA 6) Weight: 2,3kg
Weight: 2,3 kg

Model BT90

All advantages at glance:

ETL (electronic torque limiter)
AVS (automatic voltage sensing)

ATC (automatic temperature control) integrated heater to prevent condensation .

mechanical deblocking
manual override for emergency operation
two addional pontential free contacts for remote position indication

Operating speed 90°(+/-10%): L: 33s / H:35s

Starting torque: 90 Nm
Working torque: 85 Nm
Weight: 2,8 kg

Additonal optional equipment

Different operation angles 0°-180, 0°-90°-180° (other angles possible), potentiometer (alternatively 1K, 5K or 10K),
Emergency-Batterypack/BSR, electronic positioning system DPS (either 0-10V or 4-20mA, input-output)
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Electric actuator Model BT60
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Electric actuator Model BT90
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Electric actuators Model BT170 and BT350

Compact actuator for regulation and control of valves interface according
ISO 5211/DIN 3337. (L=Low voltage range, H=High voltage range)

Voltage ranges:
L (-0%/+5%)

(lower voltage range)

H (+/-5%)

(upper voltage range)
Duty rating [ED]:
Protection class:
Temperature range :
Connectors:
Enclosure/housing:
Weight:

4xM8

15-24V AC/12-24V DC

85-240 V AC/DC

75%
IP65
-20°C to +70°C
DIN 43650 ISO 4400 C-193
Nylon (PA 6)
5,2 kg

Model BT170

Operating speed 90°(+/-10%): L:31s / H:31s
Starting torque: 170 Nm
Working torque: 140 Nm

Model BT350

Operating speed 90°(+/-10%): L:66s / H:60s
Starting torque: 350 Nm
Working torque: 300 Nm
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All advantages at glance:
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Additonal optional equipment

ETL (electronic torque limiter)
AVS (automatic voltage sensing)

mechanical deblocking
manual override for emergency operation

I bli=lld
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20/24/26

two addional pontential free contacts for remote position indication

ATC (automatic temperature control) integrated heater to prevent condensation

Different operation angles 0°-180, 0°-90°-180° (other angles possible), potentiometer (alternatively 1K, 5K or 10K),
Emergency-Batterypack/BSR, electronic positioning system DPS (either 0-10V or 4-20mA, input-output)
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Electric actuator Model BT12

Compact actuator for regulation and control of valves interface according
ISO 5211/DIN 3337. (L=Low voltage range, H=High voltage range)

Voltage ranges:

L (-0%/+5%) 24V AC/DC

(lower voltage range)

H (+/-5%) 110/240 V AC/DC

(upper voltage range)
Operating speed: L:17s / H:17 s
Starting torque: 12 Nm
Working torque: 10 Nm
Duty rating [ED]: 75%
Protection class: IP65
Temperature range : -20°C to +70°C
Flange: Multiflange FO3 and F05
Double square alternatives 14 mm
Connectors: DIN 43650 I1SO 4400 C-192
Enclosure/housing: Nylon (PA 6)

0,75 kg

© ]
@ )
2 @ g
| -
”//// 20|
e S -
47 52 52
All advantages at glance: 169
e ETL (electronic torque limiter)
o AVS (automatic voltage sensing)
e ATC (automatic temperature control) integrated heater to prevent condensation
o mechanical deblocking
e manual override for emergency operation
o two addional pontential free contacts for remote position indication

Additonal optional equipment

Different operation angles 0°-180, 0°-90°-180° (other angles possible), potentiometer (alternatively 1K, 5K or 10K),
Emergency-Batterypack/BSR, electronic positioning system DPS (either 0-10V or 4-20mA, input-output)
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