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[THE MEASURABLE DIFFERENCE]

Ultra High Flow Manual Diaphragm Valves
(DVNUHF Series)

Ultra High Flow Manual Diaphragm Valves:

Internally Threadless and Springless

Working Pressure: Vacuum to 270 psig (18.61 Bar)
Working Temperature: up to 14°F to 176°F (-10°C to 80°C)
Flow Coefficient Cv = 10

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - R

it

www.rometec.it



ULTRA HIGH FLOW MANUAL DIAPHRAGM VALVES
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FEATURES:

Internally threadless and springless

Fully functional from vacuum to 270 PSIG (18.61 Bar)
Aerodynamic, fully swept flow passages
Minimum particle generation and particle areas

100% helium leak tested

1-1/4" turn round knob with pop up pin indicating open position

CRITICAL SPECIFICATIONS:

it

Size

34 A 1420, 2

Flow Coefficient (Cv)

10

Max Working Pressure

270 PSIG (18.61 bar)

Design Pressure

295 PSIG(20.33 bar)

Hydrostatic Pfroof Pressure

404 PSIG(27.85 bar)

Working Temperature
He Leak Rate

Method of Inspection
Test Pressure <1x10-2 Torr

14°F - 176°F (-10°C to 80°C)
Criterion

External Leakage Allowance

Holding Time =1 min.

<1x107° atm_co/sec

Test Pressure <1x10-2 Torr

Internal Leakage Allowance

Holding time = 30 sec

<1x10- atm_co/sec

Particle Inspection (EP Only)
Pressure: 60-80 psi N2 Gas
Sample Volume: 1 CFM
0.1 um and larger

MATERIALS OF CONSTRUCTION:

A

Body

316L Stainless Steel
316L Stainless Steel VAR

Disk

PCTFE

Diaphragm

316L Stainless Steel

Handle

Aluminum
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ULTRA HIGH FLOW MANUAL DIAPHRAGM VALVES
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L 9. 9.9.9.4

25mm | 25mm
(0.987))(0.98")

90mm (3.547)
250mm (9.847)+1 5mm (0.059)

24mm (0.94°)+0.7mm (0.028)

Dimensions

Port Sizes
3}{ "|-1" 1_1}(2"'2"
0.74" (19mm) 1.15" (29.2mm)
468" (119mm) 5.15" (131mm)

ORDERING INFORMATION:

DVNUHF-S-8MFS8MFS-LPM-10
Diaphragm Valve, SS, 1/2" Male Face Seal, Low Pressure Manual, Cv 10

S

] 12 34 ™w Butt Weld(3/4" 1" 1-1/2" 2")
316L Stainless Steel 16 1" Male Face Seal (3/4", 1")
24 1-1/2
32 5

FFS Female Face Seal(3/4", 1)

D 316L Stainless Steel VAR

Purge Port Location Purge Port Connections

PO Outlet Side
P1 Inlet and Outlet PMFS 1/4" Male Face Seal Mon EP Grade

P2 Inlet Side
No Purge Port PFFS 1/4" Female Face Seal EP Grade
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[THE MEASURABLE DIFFERENCE]

Truelok® Valves and Fittings
A business unit of cMAX-2000, Inc.
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