FIG. 503 CODE SIZE(R) mm mm WEIGHT
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VALVULA ROMPEDORA DE VACIO WO0K15110 12" 35 78 0242
Construccion en Acero Inoxidable Aisi 316 WO0K20110 34" 39 96 0360
Conexién Rosca Gas. Opcional NPT. .

Cierre Vitén. Presiéon Nominal PN-16 WO0K25110 1" 505 125 0,776

Temperatura: -20°C a 200°C
Con protector y filtro opcional (Consultar precios)

VACUUM BREAKER VALVE

Constr. Stainless steel A.316.5Silicone sealing.
Connection Gas. Also available NPT thread.

Viton sealing. Nominal Pressure PN-16

Temperature: -20°C a 200°C

Optional: Protector of the valve inlet (To consult prices)

INDUSTRIAL VALVES VALVULAS INDUSTRIALES

cODIGO MEDIDA A G1 G2 L PESO*
FIG. 430 CODE SIZE(RR) mm mm mm mm WEIGHT |

VALVULA DE ALIVIO MIXTA WY4301501 12 58 1/2* 1" 130 0765 |
B e e
Temperatura -20°C a 200°C WY4303201 11/4 88 11/4" 11/2" 220 ::230
WY4304001 11/2 112 11/2" 2" 270 4978

RELIEF VALVE
Body material Bronze.
WY4305001 2 112 2¢ 2" 270 4978

Stainless steel internals.
Gas threaded ends ISO 228

VITON seal, on request PTFE, etc. *Peso sin muelle ‘
*Weigh without the s}
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cODIGO MEDIDA D d L PESO
FIG. W44731 CODE SIZE(R) mm mm mm WEIGHT
\CIALVULA Rﬂgycmn A,E%ga L W4473104 12" 25 145 43 0090
onstruccién - asiento , bajo demanda vitén. "
Rosca cilindrica GAS 1SO 288. Opcional NPT. W4473105 3/ 33 19 59 0176 '
Temp. de trabajo. VITON -25° +150° W4473106 I 42 24 705 0327
PN - 63 (1000 PSI) '
W4473107 11/4" 52 32 73 0,649
CHECK VALVE A.304 " |
Constr. A304 - EPDM seat , optional viton. Wa473108 1172 65 395 73 0613 '
Gas threaded ends ISO 288. Also available NPT thread. W4473109 25 73 48 875 1023
Working temp. VITON -25°C +150°C '
PN -6 (10&) PSl)
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cODIGO MEDIDA D d L PESO

FIG. W44732

VALVULA RETENCION A.316

Construccién A.316 - asiento EPDM, bajo demanda vitén.
Rosca cilfndrica GAS I1SO 288. Opcional NPT.

Temp. de trabajo. VITON -25° +150°

PN - 63 (1000 PSI)

CHECK VALVE A.316

Constr. A.316 - EPDM seat, optional viton.

Gas threaded ends 1SO 288. Also available NPT thread.
Working temp. VITON -25°C +150°C

PN - 63 (1000 PSI)

FIG. WR2430

VALVULA RETENCION A CLAPETA OSCILANTE PN-
Construccidén inox.CF8M (A.316)

Juntas PTFE conexién rosca gas DIN 259

Presion méx: 16 kg/cm_ a 120°C

10 kg/cm_ a 180°

Temp. min: -30°C

SWING CHECK VALVE PN-16

Constr.Stainless steel CF8M (A.316.) investment casting
Seals: PTFE. Gas threaded ends DIN 259

Max. pressure : 16 kg/cm_ a 120°C

10 kg/cm_ a 180°C

Min. temp: -30°C

16

L

FIG. WR2440
VALVULA RETENCION "CROMAX" - “IDRJA"

Construccién A.304 - asiento vitén.Extremos roscados
DIN 2999.Temp.de trabajo, min. -25°C -méax. +150°C
Presién de trabajo, 16 bar.Presion de apertura 0,03 bar.

"CROMAKX" CHECK VALVE "IDRIA"

Constr.A.304 - viton seat.Gas threaded ends DIN 2999
Working temp.min. -25°C + 150°C .Working pressure : 16 bar
Opening pressure: 0,03 bar.

CODE SIZE(R) mm mm mm

W4473204 1/2" 25 145 43

W4473205 3/4" 33 19 59

W4473206 13 42 24 705

W4473207 11/4" 52 32 73

W4473208 11/2" 65 395 73

W4473209 2" 73 48 87,5
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cODIGO MEDIDA L H
CODE SIZE(R] mm mm
WR243004 172" 65 44
WR243005 3/4" 80 53
WR243006 il 90 58
WR243007 11/4" 105 62
WR243008 11/2" 120 73
WR243009 2" 141 78
coDIGO MEDIDA B C
CODE SIZE(R) mm mm
WR244002 1/4" 32 54
WR244003 3/8" 32 54
WR244004 172" 32 54
WR244005 3/4" 44 68
WR244006 1% 53 83
WR244007 11/4" 62 102
WR244008 11/2" 78 115
WR244009 2 86 120
WR244010 21/2" 108 145
WR244011 3" 128 160
WR244012 4" 163 190

WEIGHT
0,090
0,176
0,327
0,649
0,613
1,023

INDUSTRIAL VALVES VALVULAS INDUSTRIALES

PESO
WEIGHT

0,312 !
0,490 !
0724
1,042
1,650
2,392 !

PESO
WEIGHT

0,136
0,122
0,093
0,142
0,167
0,270
0,408
0,620
1,200
1973
3,280
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CODIGO MEDIDA B C  PESO

g FIG. WR2442 CODE SIZE(A) mm mm WEIGHT

E FILTRO VALVULA RETENCION INOX A.304 W4C470104 172" 565 175 0016

== Construccién A.304 malla A.304.Extremos roscados W4C470105 34" 625 220 0022

s Gas exterior PN 16 bar. ! ’ '

g Didmetro malla : 1/2" a 2" : méx. 1 mm. W4C470106 1" 700 285 0,034

= Byl Ly W4C470107 11/4" 800 36,5 0054

0 STRAINER FOR CHECK VALVE W4C470108 11/2" 90,0 42,5 0064

5 Constr.A.304 - viton seat.Sieve A.304,external gas W4C470109 2" 1000 545 0,096
threaded ends PN 16 bar.Siever diameter : 1/2" to 2": max. 1 mm.

3 2 1/2" to 4" max. 1,9 mm. W4C470110 21/2" 1150 70,5 0,136

3 W4C470111 3" 1250 830 0,156

~< W4C470112 4" 1450 1085 0,202
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cODIGO MEDIDA B C  PESO

FIG. WR2445 CODE SIZE(R) mm mm WEIGHT
VALVULA RETENCION "CROMAX" - “IDRJA" WR244502 1/4" 32 54 0136
Construccion A.316 - asiento viton. Extremos roscados "
DIN 2999.Temp.de trabajo, min. -25°C -max. +150°C WRZis AR i i
Presién de trabajo, 16 bar. WR244504 172" 32 54 0,093
Presion de apertura 0,03 bar. WR244505 374" Lh 68 0142
"CROMAX" CHECK VALVE "IDRIA" WR244506 % 53 83 0167
Constr. A.316 - viton seat. Gas threaded ends DIN 2999 "
Working temp. min. -25°C + 150°C . WR244507 11/4" 62 102 0270
Working pressure: 16 bar WR244508 11/2" 78 115 0,408
Opening pressure: 0,03 bar. WR244509 o 86 120 0620

WR244510 21/2" 108 145 1,200

O WR244511 3" 128 160 1973
| WR244512 4" 163 190 3,280

cODIGO MEDIDA B C PESO
FIG. WR2447 CODE SIZE(A) mm mm WEIGHT
FILTRO VALVULA RETENCION INOX A.316 WA4C470204  1/2" 32 100 0016
Construccién A.316 malla A.316.Extremos roscados W4C470205 3/4" 42 121 0022
Gas exterior PN 16 bar. i
Didmetro malla : 1/2" a 2" méx. 1 mm. W4C470206 i 52 143 0,034
ST AR M LT . W4CA70207 11/4" 67 168 0054
STRAINER FOR CHECK VALVE W4C470208 11/2" 77 191 0064
Constr.A.316 - viton seat.Sieve A.316,external gas "
threaded ends PN 16 bar.Siever diameter : 1/2" to 2": max. 1 mm. W4C470209 2 86 206 0096
2 1/2"to 4": max. 1,9 mm. W4C470210 21/2" 108 244 0,136

W4C470211 3" 128 270 0,156

W4C470212 4" 163 320 0,202

1

oA
2C

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

www. valvulasct.com



monica
Rettangolo

monica
Rettangolo

monica
Rettangolo


Rometec srl - www.rometec.it - Rometec srl - Www.rometgc.'t - Rometec srl - wwy "~
CODIGO MEDIDA L M  PESO

G :

FIG. 270 CODE SIZE(R) mm  mm WEIGHT g

VALVULA ESFERA PASO TOTAL 2 PIEZAS WR20702 1/4" 55 100 0296 i E

Const. acero inox. CF8M (316) microfusion.Extremos: " —

Rosca gas DIN 2999.BSP WR20703 3/8 35/ 100 0.296 8

Juntas y asiento : PTFE + 15% FV torica eje vitén PN 63 WR20704 172" 62 130 0,350 =2

Jempe 2573 0 WR20705  3/4" 72 130 0560 =

Mando manual por palanca con sistema antibloqueo. i | m

WR20706 an 84 165 0,780

2 PCS FULL BORE BALL VALVE WR20707 11/4" 97 165 1,355 j
Const. stainless steel. CF8M ( 316) investment casting. - [

Gas threaded ends DIN 2999.BSP WR20708 11/2 104 190 1,906 g
Seats and seals : PTFE + 15% GF o'ring stem: viton . PN 63 " ;

Temp: -25°+ 180°C WR20709 2" 120 190 2,830 L %

Manually operated by handle with locking system Q WR20710 21/2" 150 215 6,270 <

_ WR20711 3" 164 250 10450 >

= ! 0

=

=

e

=

=

(7

=

=

=

cODIGO MEDIDA M A PESO
FIG. 302 CODE SIZE(RR) mm mm WEIGHT
VALVULA ESFERA PASO TOTAL 3 PIEZAS WR302R02 /4" 67 59 0390
Const.acero inox.CF8M (316) microfusion. u
Extremos: Rosca gas DIN 2999.BSP WEOOARGS el OS5I 0060
Juntas y asientos: PTFE + 15% FV térica eje vitén PN 63 WR302R04 172" 70 61 0440
lemp; 23 * 180 % WR302R05  3/4" 80 67 0820
Montaje directo S/ISO con sistema de bloqueo. &

WR302R06 15 90 74 1,020

3 PCS FULL BORE BALL VALVE .
Conststainless steel. CF8M (316) investment casting. WR302R07 1u4 110 82 0790

Gas threaded ends DIN 2999.85P WR302R08 11/2" 119 99 2,460
Seats and seals: PTFE + 15% GF o'ring stem: viton . PN 63

Temp: -25°+ 180°C. i @ WR302R09 2" 140 105 3,470
Direct assembling 1SO 5211 with locking system. /‘ WR302R10 21/2" 160 120 8500

WR302R11 3" 201 137 12,400
WR302R12 4" 234 157 19,650

cODIGO MEDIDA L A  PESO
FIG. 090 CODE SIZE(R) mm mm WEIGHT
VALVULA FLOTADOR LATON WF1109015 1/2" 365 35 0,220
Construccion en latdn. Obturador tipo pistén cierre caucho de NBR. "
Asiento de Nylon.Conexién Rosca Gas cil. 1ISO 228 BEAA0 A i i I
Presion Nominal PN 10. Presién max.maniobra 8 bar. WF1109025 1" 478 44 0,530
Varilla Redonda: 1/2",3/4",1" - ‘
Varilla Plana : 1 1/4" . 1 172", 2" WF1109032 11/4" 550 50 1,023 ‘

WF1109040 11/2" 595 56 1,406
BRASS FLOAT VALVE ‘

Constr. in brass. Obturador type piston with sealing rubber NBR. WF1109050 2" 700 68 2455 |

Conexion coil Gas cil. ISO 228

Nominal Pressure PN 10. Maximum pressure of maneuver 8 bar.
Round Rod: 1/2",3/4",1"

Flat Rod:1 1/4, 1 1/2", 2"

CISTERN VALVES VALVULAS CISTERNA
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