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Sito web: www.rometec.it — email: info@rometec.it

P.IVA 04120621000 - CCIAA RM 736916

Reg. Soc. Tribunale RM 9229/91 - Cap. soc. 46'482,00 €
CODICE |[FORMATO SEGNALI
ED-004 ‘ 4 1/0 digitali e 1 porta RS232, controllo ethernet
ED-008 8 1/0 digitali, controllo ethernet
ED-038 3 ingressi digitali e 3 rele, controllo ethernet
ED-204 4 1/0 digitali e 1 porta RS232, 2 porte ethernet
ED-516 16 ingressi digitali, controllo ethernet
ED-527 16 uscite digitali, controllo ethernet
ED-538 o 8 ingressi digitali e 4 rele, controllo ethernet

="

ED-588 8 ingressi digitali e 8 uscite digitali, controllo ethernet
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Misure

1 Formato a parete

Puo essere montato su binario DIN con gli appositi accessori.

I 000 T
-|-* 2 Q
97mm 30mm 6 6 e
mm
J'— 9) Q
I 77mm |
I 10Tmm |

2 Formato per binario DIN
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Software

OS Compatibility

Microsoft
Other

Brainboxes’ software provides a TCP or Serial COM port interface. All
software versions and updates available to download from our website.

Legacy COM port drivers for Microsoft OS up to latest Windows 11

TCP and web browser interface for other OSs & Linux, e.g. Android,
Raspberry Pi
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Boost.lIO Manager

Lets you find, install and upgrade devices

Industry Standard Packages

The COM port based driver means devices are compatible with popular
packages such as: LabView, MATLAB, Agilent VEE. So you can continue to
get value from your existing development and process control system.

Software Platforms

APIs and sample program code for: Microsoft .NET, C#, Visual Basic, C++,
JavaScript, PHP, Java, Objective-C, Python and more - www.brainboxes.com
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Modbus

Device works as a Modbus TCP server. Modbus TCP can be used on the input and output lines.
Modbus access Supported Modbus Logical address 984 style address | [IEC 61131
type function codes address

Read DI counter values | Holding register 3 0x0000... 40001 ... %BMWO...

Clear DI counters Coil 5.5 0x0200... 00513 %M512...

Set/read digital outputs | Coil ) .~ 0x0000... 00001... %MO...

ASCII

The ED device’'s webpage has an interactive ASCIl console where any command can be entered and it is
immediately executed showing the device’s response.

$01M read the name of device address 01
101ED-588 device 01 replies that its name is ED-588

SOT1F read firmware version number of device address 01
1012.54 firmware version of device 01 is 2.54

Full command tables can be found in the device manual
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