
 Micro load cell
GML611

Item      Specification

Technical Specification

Main features

 Micro load cell can be applied in kitchen scales, postal scales, 

 anther micro electronic weighting systems.

■   Aluminum alloy

■   Postal scale

■   Kitchen scale

Range                         1~25kg

Precision                    0.05%F.S

Sensitivity                     1.0±0.15mv/v

Non-linearity                    0.05%F.S

Hysteresis                      0.02%F.S

Repeatability                0.01&0.02%F.S

Creep                    0.05%F.S/3min

Zero balance              ±0.1mv/v

Input resistance           1000±150Ω

Output resistance            1000±10Ω

Insulation resistance            ≥2000MΩ

Excitation voltage            5-10VDC

Use Temp .range              -10~40℃

Temp. effect on zero          0.05%F.S/10℃

Temp. effect on span           0.05%F.S/10℃

Ultimate overload           150%F.S

Position error              ±0.1%F.S

Wiring schematic diagram      Input：+（red）-（Black）
Output：+（green）-（white）

Cable          φ0.8×220mm

Installation size (mm):

LOCE WEIGHING IS BELIEVING
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Installation size (mm):

GML616A

GML616

TYPE A

φ3.2

M3

PARAMETERS

APPLICATIONS

Our micro-load cells can be applied in body scales, hand scales, 

kitchen scales, postal scales, fishing scales, baby body scales and 

other micro electronic weighing systems.
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 Micro load cell
GML616

LOCE WEIGHING IS BELIEVING

Rated capacity

Accuracy class

Comprehensive error

Rated output

Creep

Zero balance

Input resistance

Output resistance

Insulation resistance

Temp.effect on span

Temp.effect on zero

Use temp. range

Excitation voltage

Safe overload

Ultimate overload

Ingress protection

300-750g

C1

±0.05%F.S

0.7±0.15mV/V
±0.1%F.S/30min

±15%F.S

1050±15Ω
1000±10Ω

≥5000MΩ

±0.5%F.S/10℃

±0.3%F.S/10℃

-10～+65℃

5～10VDC

150%F.S

200%F.S

IP65
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■  Using Manganese steel material

■    Electronic body scale

Features 

 Micro load cell
GML623A

Installation size (mm):

26

21.5

2-φ3.1

±0.5mv/v

0.1%F.S

0.05%F.S

500±10Ω

0.1%F.S；0.15%F.S

0.1%F.S/10℃

5-10Vdc

0.15%F.S

Sensitivity    

Hysteresis     

Creep       

Use Temp.    

Temp. effect on zero    

Insulation resistance   

Range（kg）

Ultimate overload   

1±0.15 ; 0.6 mv/v±0.15

0.05%F.S

0.15%F.S/3min

-10~40℃

0.1%F.S/10℃

≥2000MΩ

3

150%F.S

Zero balance     

Linearity    

Repeatability     

Output(Input) resistance    

Position error    

Temp. effect on span    

Excitation voltage   

Precision   

LOCE WEIGHING IS BELIEVING
Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



GML624

Wireless Dynamometer     

SPECIFICATIONS 

Rated Capacity

Rated output

Comprehensive error

Non-Linearity

Repeatability 

Hysteresis Error

Creep

Temp. effect on Output

Temp. effect on zero

Zero balance

Input resistance

Output resistance

Insulation Resistance

Excitation voltage

Compensated temp.range

Safe Overload

3KG , 

1.0±0.15mV/V

0.1%F.S

0.05%F.S

0.05%F.S

0.05%F.S

0.05%F.S/5min

±0.1%F.S/10℃

0.3%F.S/10℃

±0.4

1000±5Ω

1000±5Ω

≥2000MΩ

≦12VDC

-10～+60℃

150%F.S

5KG
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 Micro load cell
GML632

Parameters

Applications

Our micro-load cells can be applied in body scales, hand scales, 

kitchen scales, postal scales, fishing scales, baby body scales and 

other micro electronic weighing systems.

Installation size (mm):

k

<1.3mm 2-φ3.2

612 6

2-M3 33
40
47

20

6

LOCE WEIGHING IS BELIEVING

Rated load

Comprehensive error

Rated output

Linearity error

Hysteresis error

Repeatability error

Creep

Zero balance

Input resistance

Output resistance

Operating temp.range

Temperature effect on zero

Temperature effect on output

Insulation resistance

Excitation voltage

Ultimate overload

100-750g

0.05%F.S

0.7±0.15mV/V

±0.05%F.S

±0.05%F.S

±0.05%F.S

±0.05%F.S/5min

±0.1mV/V

1130±10Ω or 1090±10Ω

1000±10Ω

-10~+40℃

0.1%F.S/10℃

0.05~0.1%/10℃

≥2000MΩ

5~10VDC

150%F.S

Input+：   Red             Input-：  Black

Output+：  Green       Output-： White

Wiring code
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 Micro load cell
GML635

Item      Specification

Technical Specification

Main features

           Micro load cell can be applied in postal scales, fishing scales, 

           kitchen scale, anther micro electronic weighting systems.

  

■   Aluminum-alloy

■   Easy to install And use

■   Glue-sealing

■   Portable scales

  Features

Range                              1~50 (kg)

Ultimate overload                  150%

Comprehensive error                  0.05%F.S

Sensitivity                     1.0±0.1mv/v

Non-linearity                   0.05%F.S

Hysteresis                       0.05%F.S

Repeatability                 0.05%F.S

Creep                                  0.05%F.S/3min

Zero balance                         ±0.1%F.S

Input resistance                        1090±10Ω

Output resistance                    1000±10Ω

Insulation resistance                 ≥2000MΩ（100VDC）

Excitation voltage3                            -10VDC

Compensated Temp .range                   -10~40℃

Use Temp .range                        -20~55℃

Temp. effect on zero                   0.03%F.S/10℃

Four-angle error                       ±5Vμ

Temp. effect on span                 0.03%F.S/10℃

Defend grade             IP66

Cable               φ0.8×220mm

Dimensions        55×12.7×12.7mm

Installation size (mm):

K向

12
7.

12.7

55
14

﹥3
1

14

K向

40

2-M5

LOCE WEIGHING IS BELIEVING
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Applications

Our micro-load cells can be applied in body scales, hand scales, 

kitchen scales, postal scales, fishing scales, baby body scales and 

other micro electronic weighing systems.

Installation size (mm):

2-φ4.1

Rated load

Comprehensive error

Rated output

Zero balance

Linearity error

Repeatability error

Hysteresis error

Creep in 3 Min

Input resistance

40kg

0.3%F.S

1.2±0.2mV/V

±0.3mV/V

0.2%F.S

0.05%F.S

0.2%F.S

0.1%F.S

1000±10Ω

Output resistance

Operating temp.range

Temp.effect on zero

Temp.effect on output

Insulation resistance

Excitation,recommended

Safe overload

Cable

1000±10Ω

-10～+40℃

0.3%F.S/10℃

0.2%F.S/10℃

≥2000MΩ

3-10VDC

120%F.S

Φ0.6×110mm

Red (input+)

White(output-)

Black(input-)
Green(output+)

 Wiring Schematic Diagram 

 Micro load cell
GML653A

3

40

27

8

﹥10.5 ﹥10.5

LOCE WEIGHING IS BELIEVING
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 Compression load cells
GML667

Parameters

Featrues

Applications

  Wiring Code

红（Red）    输出+（Input+)
白（White)   输出-(Output-)
黑（Black）  输出+（Input-)
绿（Green)  输出-(Output+)

Installation size (mm):

                                                                                          
                                                
Used for force measuring on low cost. 

1.  Aluminum alloy.  

Rated Capacity : 60,120(KG)

Accuracy Class: X

Rated output(mV/V) : 2.0±10%mv/v

Zero balance(%F.S) : ±0.1mv/v

Input resistance(Ω) :1130±20Ω

Output resistance(Ω) : 1000±10Ω

Non-Linearity:±0.1％R.O.

Repeatability :±0.1％R.O.

Hysteresis Error:±0.1％R.O.

Creep in 2 min:0.1％R.O./2min

Temp. effect on Output: ±0.05％R.O./10℃

Temp. effect on zero: ±2％R.O./10℃

Excitation,Recommended:≦6VDC

Compensated temp.range:-10～+40℃

Safe Overload:120%R.C

Insulation Resistance:≧2000MΩ(50VDC)

Cable.Length:Ø0.6mm*0.1m

10

12 15
84

12

2-M4 Thru M6 Thru

12
.7

6 36 36

LOCE WEIGHING IS BELIEVING
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 Compression load cells
GML668

Parameters

Featrues

 Dimesnsions

  Wiring Schematic Diag ram

Red    Input+
White  Output-
Black  Input-
Green Output+

Installation size (mm):

Stainless steel or aluminum alloy pressure type structure, small volume, 

easy to install.Suitable for all sorts of small load of the space, are widely 

used in industry, scientific research and other fields. 

Rated Capacity 0.5～10KG 15～50KG 60～100KG

Thread Size M3 M5 M6

Rated Capacity :0.5～100(KG)

Rated output(mV/V) : 1.5±1%mv/v

Zero balance(%F.S) : ±2%F.S

Input resistance(Ω) : 410±10Ω

Output resistance(Ω) : 350±10Ω

Non-Linearity:0.05～0.1％F.S

Repeatability :0.03～0.05％F.S

Hysteresis Error:0.05～0.1％F.S

Creep.:0.05％F.S/30min

Temp. effect on Output: ±0.05％R.O./10℃

Temp. effect on zero: ±0.05％R.O./10℃

Excitation voltage:5～10VDC

Maximum voltage:15VDC

Compensated temp.range:-10～+60℃

Operation temp.range:-35～+65℃

Safe Overload:120%F.S.

Ultimate overload:200%F.S.

Insulation Resistance:≧5000MΩ(100VDC)

Cable size:Ø2.5～3*1000mm

Defend grade:IP67

10
12

.7

2-M

φ25.4

10

LOCE WEIGHING IS BELIEVING
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GML669

KN

0.1～2

3～10

20

KG

10～200

300～1000

2000

￠A

20

26

30

￠C

2.5

5

6

￠D

15.5

18.5

20

H

12

15

18

E

10

11.5

14

M

M3

M4

M4

H1

3.5

3.5

3.5

SR

6

6

15

DimensionRange

Rated Capacity :

Comprehensive Precision

Sensitivity :

Zero output :

Input resistance :

Output resistance :

Creep;

Temp. effect on zero:

Temp. effect on output:

Operating temperature range

Insulation resistance

Safe load limit

Bridge voltage

Material

Load Cell Mode of Connection

10,20,30,50,100,200,300,500,1000,2000(KG)

0.5%F.S

1.0～1.5mV/V

±1%F.S

350±20Ω

350±3Ω

±0.05％F.S/30min

±0.05％R.O./10℃

±0.05％R.O./10℃

-20℃～+65℃

>5000MΩ

150%F.S

Advise 10VDC

Stainless steel

Input + : Red Input - : Black
Output + : Green Output - : White

 TECHNICAL PARAMETER

MICRO COMPRESSION 
LOAD CELL
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■ Material:alloy steel

■    Application:hand scale,kitchen scale,

      microfore test equipment

  l

Technical Specification

 Micro load cell
GML670

Installation size (mm):

2.5 2.510 2.52.52.5

2.
5

2 2-R9

28 34

28

34
4-R34-φ3 1.

12

2.5/2.0/1.5

Rated capacity

Rated output-FULL BRIDGE

Rated output-HALF BRIDGE

Comprehensive error

Non-linearity

Repeatability 

Hysteresis error

Creep

Zero output

0.8±0.15mV/V

0.05%F.S

0.05%F.S

0.05%F.S

0.05%F.S

0.05%F.S/3min

±0.3mV/V

Temp. effect on span

Temp. effect on zero

Input resistance

Output resistance

Insulation resistance

Excitation voltage

Compensated temp.range

Defend grade

0.1%F.S/10℃

0.1%F.S/10℃

1000±10Ω

1000±10Ω

≥2000MΩ
3～10VDC

-10～+40℃

IP66

10,30,50kg

1.5±0.2mV/V (50kg)
1.5±0.2mV/V (30kg)
1.0±0.2mV/V (10kg)

  Wiring Schematic Diag ram

Red (input+)

White(output-)

Black(input-)
Green(output+)

Features 

LOCE WEIGHING IS BELIEVING
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GML670AInstallation size (mm):

 PARAMETERS

LOCE WEIGHING IS BELIEVING

Micro Load Cell

Rated Capacity :

Rated output :

Comprehensive error :

Zero output :

Nonlinear :

Repeatability :

Lagging :

Input resistance :

Output resistance :

10，20，30，40，50，60kg

0.8±0.2mV/V

0.05%F.S

±0.5mV/V

0.05%F.S

0.05%F.S

0.05%F.S

1000±10Ω

1000±10Ω

±0.05％F.S/3min

±0.2％R.O./10℃

±0.1％R.O./10℃

-10 ～+60℃ ℃

≥2000MΩ

150%F.S

Advise 10VDC

Manganese Steel

Red，Black，White

Temp. effect on zero :

Temp. effect on output :

Operating temperature range :

Insulation resistance :

Safe load limit :

Bridge voltage :

Material :

Wiring code :

Creep :

t1=1.5mm  T1=4.0mm  Range:10-30Kg
t2=2.5mm  T2=5.0mm  Range:40-60kg

Ingress protection :  IP65
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■  Manganese steel material

■    Electronic body scale

Item      Specification

Zero balance     ±0.3mv/v
Sensitivity    1.0±0.15mv/v
Linearity    0.03%F.S

Hysteresis     0.03%F.S

Repeatability     0.15%F.S

Creep       0.15%F.S/3min
Output(Input) resistance    1000±10ohm

Use Temp.    -10~40℃

Position error    0.1%F.S

Temp. effect on zero    0.03%F.S/10℃

Temp. effect on span    0.03%F.S/10℃

Insulation resistance   ≥2000MΩ

Excitation voltage   5-10Vdc

Ultimate overload   150%F.S

Precision   0.2%F.S

Cable   φ0.8×420mm

Technical Specification

Features 

 Micro load cell
GML692

Range（kg） 50

4-R1

7.
5

14

34

28

34

Installation size (mm):

Comprehensive error 0.2%FS

LOCE WEIGHING IS BELIEVING
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■  Manganese steel material

■    Electronic body scale

Item      Specification

Technical Specification

Features 

 Micro load cell
GML694

Installation size (mm):

LOCE WEIGHING IS BELIEVING

50kg

0.3%F.S

±0.5mv/v

1.0±0.15mv/v

0.3%F.S

0.3%F.S

0.2%F.S

0.2%F.S/3min

1000±10ohm

-10~40℃

0.1%F.S

0.3%F.S/10℃

0.3%F.S/10℃

≥1500MΩ

3-10Vdc

150%F.S

28×28×3.2mm

φ0.8×400mm

Range

Comprehensive error

Zero balance

Sensitivity

linearity

Hysteresis

Repeatability

Creep

Input(output) resistance

Use Temp

Position error

Temp. effect on zero

Temp. effect on span

Insulation resistance

Excitation voltage

Ultimate overload

Dimensions 

Cable

4-R7

813
.5

24

28

28
6 8.

0.5

2
3.2

φ
3.

3
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■  Using manganese steel material

■    Electronic body scale

Item      Specification

Technical Specification

Features 

 Micro load cell
GML695

Range                        50kg

Zero balance                   ±0.3mv/v

Sensitivity                           1.0±0.15mv/v

Linearity                                 0.4%F.S

Hysteresis                            0.3%F.S

Repeatability                           0.2%F.S

Creep                             0.1%F.S/3min

Input(Input) resistance                    1000±10ohm

Use Temp.                           -10~40℃

Position error                           0.1%F.S

Temp. effect on zero                   0.3%F.S/10℃

Temp. effect on span              0.3%F.S/10℃

Insulation resistance                ≥2000MΩ

Excitation voltage                 5-10Vdc

Ultimate overload              150%F.S

Dimensions                28×24×6mm

Cable                         φ0.8×420mm

Installation size (mm):

Comprehensive erroe 0.2%FS

4-R7

2
5.

1.5

21
23

10
.5

6

28- 0
0.1

24
-0 0.

1

LOCE WEIGHING IS BELIEVING
Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



■  Using manganese steel material

■    Electronic body scale

Specification

Technical Specification

Features 

 Micro load cell
GML698

Range                        50kg

balance                   ±0.5mv/v

Sensitivity                           1.0±0.15mv/v

Linearity                                 0.3%F.S

Hysteresis                            0.3%F.S

Repeatability                           0.2%F.S

Creep                             0.2%F.S/3min

Input(Output) resistance                    1000±10ohm

Temp                           -10~40℃

Position error                           0.1%F.S

Temp. effect on zero                   0.3%F.S/10℃

Temp. effect on span              0.3%F.S/10℃

Insulation resistance                ≥1500MΩ

Excitation voltage                 3-10Vdc

Ultimate overload              150%F.S

Dimensions                28×28×6mm

Cable                         φ0.8×420mm

Item      

Zero 

Use 

2

6±0.15

2.5 2

28 -0.1
0

4-R7R3

3-R5

2-R2.2

28-0
.10

12
.1

1.4

Installation size (mm):

Comprehensive erroe 0.2%FS

LOCE WEIGHING IS BELIEVING
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