
o

45

W

   D
L B C W F

F1-F2-

F1-F4-

F1-F6-

F1-F8-

F1-M6-

F1-M8-

F1-M10-

F1-M12-

F1-FSW4-

F1-FSW6-

F1-FBW4-

F1-FBW6-

F1-FNPT2-

F1-FNPT4-

F1-NPT4-

F1-NPT6-

F1-NPT8-

F1-GFS4-

F1-GFS8-

1/8'' Hikelok 

1/4'' Hikelok 

3/8'' Hikelok 

1/2'' Hikelok

6 mm Hikelok

8 mm Hikelok 

10 mm Hikelok

12 mm Hikelok 

1/4'' FSW  

3/8'' FSW

1/4'' FBW

3/8'' FBW

4

4

8

8

4

8

8

8

4

4

4

4

4

4

4

8

8

4

8

2.27 (57.7)

2.47 (62.7)

2.84 (72.1)

3.04 (77.2)

2.46 (62.5)

2.84 (72.1)

2.86 (72.6)

3.04 (77.2)

1.68 (42.7)

2.00 (50.8)

2.13 (54.1)

2.38 (60.5)

2.75 (69.9)

2.30 (58.4)

2.55 (64.8)

0.38 (9.7)

0.53 (13.5)

0.38 (9.7)

0.46 (11.7)

0.38 (9.7)

0.38 (9.7)

0.46 (11.7)

1.49 (37.8)

1.74 (44.2)

1.49 (37.8)

1.74 (44.2)

1.49 (37.8)

1.49 (37.8)

1.74 (44.2)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1.00 (25.4)

1.13 (28.7)

1 (25.4)

1 1/8 (28.6)

1 1/8 (28.6)

1 (25.4)

1 (25.4)

1 1/8 (28.6)

1 (25.4)

1 1/8 (28.6)

D

0.094 (2.39)

0.174 (4.41)

0.213 (5.41)

0.250 (6.35)

0.174 (4.41)

0.213 (5.41)

0.250 (6.35)

0.250 (6.35)

0.174 (4.41)

0.174 (4.41)

0.174 (4.41)

0.174 (4.41)

0.094 (2.39)

0.174 (4.41)

0.174 (4.41)

0.213 (5.41)

0.250 (6.35)

0.174 (4.41)

0.250 (6.35)

Filter-F1 Series

Dimensions

F1 Fittings
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F H ex

C
B

L

1.81 (46.0)

0.46 (11.7)

0.53 (13.5) 1.81 (46.0)

0.46 (11.7) 1.74 (44.2)

0.53 (13.5) 1.81 (46.0)

0.63 (16.0) 1.91 (48.5)

v

v

v

v

v

v

v

v

 Filter element replaceable without removing body filter from installation

 Optional bypass enables a continuous self cleaning flow around the element 

 Nominal pore sizes for sintered element: 0.5, 2, 7, 15, 40, 60 and 90 μm

 Nominal pore sizes for strainer element: 100, 150, 250 and 450 μm

 Maximum working pressure up to 6000 psig (414 bar)

 Working temperature from -20℉ to 900℉ (-28℃ to 482℃)

 Stainless steel and brass construction

 Variety of end connections 

2 Mounting Holes

M5 X 0.8 - 6H Threads

0.25” (6.4 mm) Deep

Basic 
Ordering
Number

Connection Type 
and Size

Filter
Series

Dimension, in. (mm)Orifice
in.(mm)

1/8 Female NPT

1/4 Female NPT

1/4 Male NPT

3/8 Male NPT

1/2 Male NPT

1/4 Male GFS

1/2 Male GFS

Hikelok
Solution Provider For Fluid Systems

Hikelok
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A B

F2-F2-

F2-F4-

F2-F6-

F2-F8-

F2-M3-

F2-M6-

F2-FNPT2-

F2-FNPT4-

F2-NPT2-

F2-NPT4-

F2-GFS2-

F2-GFS4-

1/8'' Hikelok 

1/4'' Hikelok 

3/8'' Hikelok

1/2'' Hikelok 

3 mm Hikelok 

6 mm Hikelok 

2

4

8

8

2

4

2

4

2

4

2

4

2.35 (59.7)

2.95 (74.9)

3.21 (81.5)

3.49 (88.6)

2.38 (60.5)

2.96 (75.2)

2.16 (54.9)

2.87 (72.9)

1.88 (47.7)

2.69 (68.3)

2.79 (70.8)

9/16 (14.3)

3/4 (19.0)

1 (25.4)

9/16 (14.3)

3/4 (19.0)

9/16 (14.3)

3/4 (19.0)

3/4 (19.0)

9/16 (14.3)

0.094 (2.39)

0.187 (4.75)

0.281 (7.14)

0.406 (10.3)

0.094 (2.39)

0.187 (4.75)

0.094 (2.39)

0.187 (4.75)

0.094 (2.39)

0.187 (4.75)

0.094 (2.39)

0.187 (4.75)

F1 F6 M10 S90

F1 1/8 in.2

1/4 in. 4

3/8 in. or 6 mm6

S

Filter-F2 Series

F2 T

FNPT

NPT

FBT

MBT

B Hex

A

Dimensions

FBW

FSW

1/2 in. or 8 mm8

10 mm 10

3/4 in. or 12 mm12

14 mm 
M14 x 1.5

14

1 in. or 16 mm16

18 mm 18

1 /4 in. or 20 mm120

22 mm or
M22 x1.5

22

25 mm 25GFS

FMS

MS

FBP

MBP

F

M

316

0.5μm 05

2μm 2

7μm 7

15μm 15

316 S.S.

316L S.S

304 S.S.

304L S.S.

316

316L

304

304L

40μm 40

60μm 60

90μm 90

BrassBR

100μm 100

150μm 150

250μm 250

450μm 450

F2 Fittings
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How to Order

None

FNPT4

FNPT8

B4

B8

B4

v

v

v

v

v

v

v

 Compact inline design

 Nominal pore sizes for sintered element: 0.5, 2, 7, 15, 40, 60 and 90 μm

 Nominal pore sizes for strainer element: 100, 150, 250 and 450 μm

 Maximum working pressure up to 3000 psig (207 bar)

 Working temperature from -20℉ to 900℉ (-28℃ to 482℃)

 Body materials: 316 S.S. 316L S.S. 304 S.S. 304L S.S. 321 S.S. and Brass

 Variety of end connections

Basic 
Ordering
Number

Connection Type
and Size

Filter
Series

Dimension, in. (mm)
Orifice

in.(mm)

1/8 Female NPT

1/4 Female NPT

1/8 Male NPT

1/4 Male NPT

1/8 Male GFS

1/4 Male GFS

Filter
Series Inlet Type Inlet Size Outlet 

Type
Outlet 

Size
Element 

Type
Element Nom-
inal Pore Size

 
Body

Material

Female NPT

Male NPT

Female BSPT

Male BSPT

Female ISO 261 

Male ISO 261

Female BSPP

Male BSPP

Fractional
Butt Weld

 Tube
  

Male GFS Fitting

Fractional Tube 
Fitting
Metric Tube
Fitting
Fractional Tube

  Socket Weld

Same as 
inlet type and 
inlet size 

If outlet and 
inlet are the 
same, eliminate 
the outlet 
designator 

Sintered

Strainer

Hikelok
Solution Provider For Fluid Systems

Hikelok

Bypass 
Port for F1
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L F

F3-F4-

F3-M6-

F3-FNPT4-

F3-NPT4-

F3-GFS4-

1 (25.4)0.453(11.5)

0.281(7.14)

0.187(4.75)

0.187(4.75)

1.57(39.9)

1.89(48.0)

2.04(51.8)

2.15(54.6)

F  Hex

L

F3-F6-

F3-M8-

F3-FNPT6-

F3-NPT6-

F3-GFS6-

1 1/4 (31.75)0.453(11.5)

0.281(7.14)

0.187(4.75)

0.187(4.75)

2.15(54.6)

2.09(53.1)

2.21(56.1)

2.35(59.7)

F3-F8-

F3-M10-

F3-FNPT8-

F3-NPT8-

F3-GFS8-

0.453(11.5)

0.281(7.14)

0.187(4.75)

0.187(4.75)

2.98(75.7)

2.78(70.6)

2.98(75.7)

3.17(80.5)

F3-F12-

F3-M18-

F3-FNPT12-

F3-NPT12-

0.453(11.5)

0.281(7.14)

0.187(4.75)

3.58(90.9)

3.16(80.3)

3.42(86.9)

F3-F16-

F3-FNPT16-

F3-NPT16-

0.453(11.5) 4.32(110)

1 3/8 (34.93)

1 5/8 (41.28)

1 7/8 (47.63)
0.281(7.14) 4.08(104)

Filter-F3 Series

F3 Fittings
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v

v

v

v

v

v

v

v

v

 
 
 
 
 
 
 
 
 

All-welded construction prevents bypass flow
Large filtration area
Inline filters are for use where space is limited
Filter is easily cleaned by backflushing
Sintered element is available in 0.5, 2, 7, 15, 40, 60 and 90 μm
Maximum working pressure: 6000 psig (414 bar)
Working temperature from -40℉ to 900℉ (-40℃ to 482℃)
Body materials: 316 S.S. 316L S.S. 304 S.S. and 304L S.S. 
Variety of end connections available   

Dimensions

Basic 
Ordering
Number

Connection Type and Size Orifice 
in. (mm)

Dimension, in. (mm)

1/4'' Hikelok

6 mm Hikelok

1/4 Female NPT

1/4 Male NPT

1/4 Male GFS

3/8'' Hikelok

8 mm Hikelok

3/8 Female NPT

3/8 Male NPT

3/8 Male GFS

1/2'' Hikelok

10 mm Hikelok

1/2 Female NPT

1/2 Male NPT

1/2 Male GFS

3/4'' Hikelok

18 mm Hikelok

3/4 Female NPT

3/4 Male NPT

1'' Hikelok

1 Female NPT

1 Male NPT

Hikelok
Solution Provider For Fluid Systems

Hikelok
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F3 F6 M10 S90 316

F3 1/8 in.

1/4 in. 

3/8 in. or 6 mm

1/2in. or 8 mm

10 mm 

3/4 in. or 12 mm

14 mm 

1 in. or 16 mm

18 mm 

1 /4 in. or 20 mm

22 mm or
M22 x1.5

M14 x 1.5

25 mm 

1

2

4

6

8

10

12

14

16

18

20

22

25

SinteredS 0.5μm 05

2μm 2

7μm 7

15μm 15

40μm 40

60μm 60

90μm 90

316 S.S.

316L S.S

304 S.S.

304L S.S.

316

316L

304

304L

FBW

FSW

GFS

FNPT

NPT

FBT

MBT

FMS

MS

FBP

MBP

F

M

F3 Fittings
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How to Order 

Filter
Series Inlet Type Inlet Size Outlet 

Type
Outlet 

Size
Element 

Type
Element  Nom-
inal Pore Size

 
Body  Material

Female NPT

Male NPT

Female BSPT

Male BSPT

Female ISO 261 

Male ISO 261

Female BSPP

Male BSPP

Fractional
Butt Weld

 Tube
  

Male GFS Fitting

Fractional Tube 
Fitting

Metric Tube
Fitting

Fractional Tube
  Socket Weld

Same as 
inlet type and 
inlet size 

If outlet and 
inlet are the 
same, eliminate 
the outlet 
designator 

Hikelok
Solution Provider For Fluid Systems
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Dimensions

Ball Valves-BV1 Series

E

A

D

L1
L

C
B

BV1-F4-05-

BV1-M6-05-

BV1-F6-06-

BV1-M10-06-
BV1-FNPT4-06
BV1-NPT4-06
BV1-NPT6-06-

BV1-F8-10-
BV1-M12-10-
BV1-M14-10-
BV1-M16-10-

BV1-M18-10-
BV1-FNPT6-10-

BV1-FNPT8-10-

BV1-NPT12-13-

BV1-NPT8-10-
2.15 (54.6)4.30 (109.2)
1.95 (49.5)3.90 (99.0)

2.34 (59.4)4.68 (118.8)

6.420.406 (10.3)

1.62 (41.1)3.24 (82.2)

1.51 (38.4)3.02 (76.8)
0.250 (6.4) 2.34 1.81 (46.0)3.62 (92.0)

1.78 (45.2)3.56 (90.4)

1.75 (44.5)3.50 (89.0)

1.74 (44.2)3.48 (88.4)

Cv
L1L

 (2.4)0.093 0.21

0.165 (4.2)
2.14 (54.4) 1.07 (27.2)
2.36 (60.0) 1.18 (30.0)
2.70 (68.6) 1.35 (34.3)

0.93

(43.5)
1.71

1.48
(37.5)

C

1.00
(25.4)

1.42
(36.0)

(19.05)
0.75

D

(29.5)
1.16

(101.6)
4.0

2.52
(64.0)

E

1.88
(47.8)

(22.9)
0.90

0.77
(19.6)

F

0.58
(14.7)

(9.7)
0.38

0.25
(6.4)

G

0.18
(4.6)

BV1-NPT4-04-
BV1-NPT2-04-
BV1-FNPT2-04-
BV1-M3-02-

BV1-F2-02-

BV1-M8-06-

2.72 (69.1) 1.36 (34.5)

2.74 (69.6) 1.37 (34.8)

2.33 (59.2)4.66 (118.4)

2.22 (56.4)4.44 (112.8)

(17.8)
0.70

(11.9)
0.47

B

0.33
(8.4)

(17.8)
0.70

(17.5)
0.69

0.42
(10.7)

A

0.33
(8.4)

(17.5)
0.69

3.60 (91.4) 1.80 (45.7)

BV1-FNPT12-13–

BV1-M20-13-
BV1-M22-13-

BV1-F12-13-

10.00.50 (12.7)

2.15 (61)4.80 (122)

(45.2)
1.78 1.58

(40.0)(116.2)
4.58

(32.0)
1.26

(9.7)
0.38

(19.0)
0.75

(19.0)
0.75

2.06 (52.3)4.12 (105)
2.28 (58.0)4.57 (116)

BV1 Series 
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 Maximum working pressure up to 6000 psig (413 bar)

 Working temperature from -65  to 450 (-54  to 232 )

 2-way, 3-way and angle flow pattern

Field repairable with seal kit

 Low operating torque

Panel mountable

 

v

v

v

v

v

v

v

v

v

℉ ℉ ℃ ℃

 

 

316 stainless steel, brass and alloy body material

 Variety of end connections

Color coded handles 

F
panel Hole Drill

G
 -

 M
ax

. P
an

el
 T

hi
ck

ne
ss

Basic Ordering
Number Connection Type and Size Orifice 

in. (mm)

Dimension, in. (mm)

3 mm Hikelok

 Female NPT 1/8 

 Male NPT 1/8 
 Male NPT1/4 

 1/8"   Hikelok

 1/4" Hikelok 

8 mm Hikelok

10 mm Hikelok

 1/2  Hikelok " 

12 mm Hikelok
14 mm Hikelok
16 mm Hikelok

18 mm Hikelok
  Female NPT 3/8 

  Female NPT 1/2
  Male NPT
 

 1/2 

  Male NPT 3/4 

 Female NPT 1/4 
 Male NPT1/4 

 Male NPT3/8 

 3/8"  Hikelok

6 mm Hikelok

  Female NPT 3/4 
 

20 mm Hikelok
22 mm Hikelok

 3/4  Hikelok " 

Hikelok
Solution Provider For Fluid Systems

Hikelok

0.187 (4.7) 1.05

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - info@rometec.it

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - info@rometec.it

http://www.rometec.it
http://www.rometec.it


M12 FNPT8 P10 Y3 316

2 1/8 in.

3

4

5

6

8

10

12

3 mm

1/4 in. 

5/16 in.

3/8 in. or 6 mm

1/2 in. or 8 mm

10 mm 

3/4 in. or 12 mm

14 14 mm 

16 1 in. or 16 mm

18 18 mm 

20 20 mm 

22 22 mm 

PTFE

PCTFE

PEEK

T

K

P 02
 0.093 in.
 (2.4 mm)

03
 0.125 in.
 (3.2 mm)

04
 0.165 in.
 (4.2 mm)

05
 0.187 in.
 (4.7 mm)

06
 0.250 in.
 (6.4 mm)

10
 0.406in.
 (10.3 mm)

13
 0.5in.
 (12.7 mm)

R

G

L

Y

A

3

316 S.S.

316L S.S.

304 S.S.

304L S.S.

Alloy 400

316

316L

304

304L

A400

BrassBR

BV 1

BV1 

FNPT

NPT

FBT

MBT

FMS

MS

FBP

MBP

F

M

UGF

UGM

B
V
1
 Series 

w
w

w
.hikelok.com

 6
4

How to Order 

Port 1 Type Orifice  Size Handle Flow
pattern

 
Seat MaterialPort 1 Size Port 2/3 

Type
Port 2/3 

Size

 
Body 

Material
Series

Female NPT

Male NPT

Female BSPT

Male BSPT

Female ISO 261

Male ISO 261

Female BSPP

Male BSPP

Nut + Gasket +
Metric   Tube
Bulge Nipple  

Fractional
Tube Fitting

Metric Tube
Fitting

Nut + Gasket +
Bulge Fractional
Tube Nipple  

Same as 
port 1 type and 
port 2 size 

If port2/3 and 
port 1 are the 
same, eliminate 
the port 2/3 
designator 

Red

Green

Blue

Black

Yelow

Straight

Angle

3-way

H
ikelok

Solution P
rovider For Fluid System
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