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Hikelok

Gauge Valves-GV1, GV2 Series

< Maximum working pressures:
GV1 up to 6000 psig (414 bar)
GV2 up to 10000 psig (689 bar)
< Working temperature:
PTFE packing: from -65°F to 450°F (-54°C to 232°C)
Graphite packing: from -65°F to 1200°F (-54°C to 649°C)
< Orifice size: 0.16" (4.0 mm)
< Non-rotating lower stem, ball tip designs
« Safety back seating seals in fully open position
< Rolled spindle operating threads
+“+ Lubricant for stem thread isolated from the media
< Bonnet locking pin fitted as standard

< Low torque operating T bar handle
< Handle of different colors available for option
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< Bleed valve and plug must be ordered separately
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How to Order

GV2 — NPT8 — FNPT8 — SR — 316
: . Outlet Outlet :
Series Inlet Type Inlet Size Type  Size Body Type Handle Body Material
GV1 FNPT Female NPT 8 1/2 Same as M Multi-port Black 316 316 S.S.
inlet type and Aluminum
GV2 NPT Male NPT 12 3/4in. inlet size S Single-port Red 316L 316L S.S.
R Aluminum
FBT Female BSPT | 20 M20x1.5 If outlet and 300 304 304SS.
inlet are the 3 Sanies
MBT Male BSPT same, eliminate Steel 304L 304LS.S.
I the outlet A20 Allov 20
Female Metric i oy
FMS Ti,read (for BP) St gEier
Ms Male Metric A400 Alloy 400
Thread(for BG)
rpp Female BSPP A600 Alloy 600
(for BP)
A825 Alloy 825
MBP Male BSPP
(for BP) A276 Alloy C276
DU7 Duplex 2507
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