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Hikelok

Instrumentation Manifolds

% working pressures:
Stainless steel up to 6000 psig (413 bar)
Alloy C-276 up to 6000 psig (413 bar)
Alloy 400 up to 5000 psig (345 bar)
< Working temperatures:
PTFE packing from -65°F to 450°F (-54°C to 232°C)
Graphite packing from -65°F to 1200°F (-54°C to 649°C)
< Qrifice: 0.157 in. (4.0 mm), CV: 0.35

+» Upper stem and lower stem design, Stem threads above packing protected

from system media
+» Safety back seating seals in fully open position

+ Testing for every valve with nitrogen at the maximum working pressure

| 2-valve Manifolds

Ordering Number  2M-201-316 nstrument

1/2 Female NPT

Inlet / Process

I
Block/Isolate |

Test/Vent

Ordering Number 2M-202-316 fnstrument

Inlet / Process 1/2 Female NPT

Block/Isolate

Test/Vent

Outlet / Instrument Flanged BlodIsalate | Outlet / Instrument Flanged Block/Isolate
|
|
Test / Vent 1/4 Female NPT | =7 L ==~~~ ’ Test / Vent 1/4 Female NPT | "~ ----~ N
rocess Process
2% 0.472" 1.30"
(12.0) (33.0) _
2.125" 8 n:
(54.0 \§§ ] ES
7 =] O !k
7y - 5" s Y e
W (=9 Hs 3 EE At -+
SR N (] L
e R ~ A N et
0472 e Y ]
(12.0) = 1 L L (30.0) 1.25"
o (31.75)
1.73" ‘ 1.18" ‘ Q2 1.25" 2.68'
(44.0) (30.0) ol (31.75) (68.0)
4.37"
(111.0)
Ordering Number ~ 2M-203-316 fnstrument Ordering Number ~ 2M-204-316 fretrument

Inlet / Process

1/2 Female NPT

Outlet / Instrument

Flanged

Test / Vent

1/4 Female NPT

Block/Isolate

Block/Isolate

Process

Test/Vent

Inlet / Process

1/4 Female NPT

Outlet / Instrument

1/4 Female NPT

Test / Vent

1/4 Female NPT

Block/Isolate

Block/Isolate

Process

Test/Vent

1.62
@1.2)
25
(63.5)

@ D

E:@@
=3 ==
(1913

‘ 1.18"
(30.0)
3.5"
(88.9)
7.83"
(198.7)

1.15
(29.3)

0.53"

(13.5)

© e

1.12"

(28.4)

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - infq@vrpmgthgj&ta .


http://www.rometec.it
http://www.rometec.it

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - info@rometec.it

Hikelok

Ordering Number  2M-205-316 Instroment Ordering Number 2M-206-316 Instrument

Test/Vent Inlet / Process 1/2 Female NPT

)
|
|
|
|
|
|
|
1

Test/Vent

Inlet / Process 1/4 Female NPT

1
Block/Isolate |

Block/Isolate

Outlet / Instrument 1/4 Female NPT Outlet / Instrument 1/2 Female NPT BlodIsolate |

I
I
I
Block/Isolate |
I
I

Test / Vent 1/4 Female NPT ‘“P """ ! Test / Vent 1/4 Female NPT e S
087"
(220) 138"
_ 0.335° '—"
T s ! W(fsf)ﬂ ) —
e BIH “=H
- Xﬁ S },\1 0.276" E]
oh (7.0) R
I | | I _ qA-——-n
T T A
1.06° 112" ‘ 3 S v S (S |
(269) (284) 2.00° 112°
2.00" (50.8) (28.4)
(508)
Ordering Number 2M-207-316 Instrument Ordering Number 2M-208-316 Instrument
[ -
Inlet / Process 1/2 Female NPT | ! Test/Vent i
| Hodsoste | Inlet / Process 1/2 Female NPT | T Test/Vent
| Block/Isolate I
Outlet / Instrument 1/2 Female NPT | 1 Blocksolate | | Block/Isolate |
| : Outlet / Instrument 1/2 Male NPT ! |
]
Test / Vent 1/4 Female NPT | ~~d------ ! LI )
Process Test / Vent 1/4 Female NPT Process
o [ | [ 1
a9 S = L L
i D _

1.38
(35.0)
244
(62.0)
4.0

"F’ifffffj?

=h \! o _

i | I | i

bl b T 1=

I _ -
‘#‘ 1.08"
(52.5) (27.5) 125" 125"

(31.75) (3175

| 3-valve Manifolds
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| 5-valve Manifolds
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Integral Manifolds

+» This section is presently characterized by manifold designed specifically for Rosemount® coplanar™ pressure transmitters including
the model 3051C, model 3051P, model 2024 and the model 3095.

| 2-valve Manifolds
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+» All direct mount manifolds are provided with 4 off 7/16 UNF x 2"
high tensile zinc plated carbon steel bolts and 2 off PTFE seal rings
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