
Double-end Shutoff (DESO)

Flow Direction

Quick-Connects-QC1 Series

Single-end Shutoff (SESO)

QC1 Series
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  vMaximum working pressure up to 3000 psig (206 bar)

v  enables easy operation   Push to connect and pull on knurled sleeve to disconnect

v Minimal spillage upon disconnect and minimal air inclusion upon connect

v Materials: stainless steel or brass

v Wide range of seal materials available

v Single-end shutoff and double-end shutoff stems

v Large number of Superior locking balls retains stem

v Interchangeable and intermixable with major

Flow Direction
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Single-End Shutoff Stems (SESO)
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Double-End Shutoff Stems (DESO)
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Male NPT

Tube Fitting

Female NPT

Female NPT

Tube Fitting

Male NPT

Tube Size Basic 
Number 

Ordering Flow 
Coefficient
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NPT Size

NPT Size
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H

L
NPT Size

(65.4)2.54(26.2)QC1- PT6-FN 4-B-1/4
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0.91
0.91

1.03
1.21

2.38
(30.7)
(26.2)

(23.1)
(23.1)

H

2.97

L

1/8
1/4

3/8
1/2

QC1-4-NPT2-B-
QC1- PT4-N 4-B-
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QC1 4

6

8

4 1/4 in.

6 3/8 in. or 6 mm

10  5/8 in. or 10 mm

14 M14 x 1.5 

16 1 in.or 16 mm

8 1/2 in. or 8 mm

12 3/4 in. or 12 mm

18 M18 x 1.5 

20 M20 x 1.5 

BrassBR

316 S.S.

316L S.S

304 S.S.

304L S.S.

316

316L

304

304L

S

D

B

Stem without valve
+Body witht valveBS

BD

Bodies
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How to Order

Tube Fitting

Female NPT

Male NPT

Basic 
Number 

Ordering

Basic 
Number 

Ordering

Basic 
Number 

Ordering

Series Size End Connection Type End Connection Size Stem or Body  Body Material

Stem without valve remains
open when uncoupled

Stem with valve shuts off
when uncoupled

Body with valve 

Stem with valve
+Body witht valve

Hikelok
Solution Provider For Fluid Systems

FNPT Female NPT

NPT Male NPT

FBT Female BSPT

MBT Male BSPT

MS Male ISO 261

FT

Fractional Tube
Fitting

Metric Tube
Fitting

Tube
Adapter
Metric 

Fractional Tube
Adapter

MT

B=passaparete
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Flow Direction

L

E

F

NPT Size

3/8 QC2- -4-FNPT6-S 1.7 0.24 (6.1) 7/8 1.67 (42.4)
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QC2- -8-FNPT8-S
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(41.9)
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E
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3/4
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(40.4)1.5911/16(6.1)0.241.7Q -NPT6-SC2-4 -3/8

in. (mm)in. (mm)

3/8 QC2- -4-F6-S 2.8 0.24 (6.1) 11/16 1.77 (45.0)

(62.2)2.451 3/8(22.4)0.8845.0QC2- -16-F16-S1

(2.02)51.322(0.37)9.513.0QC2- -8-M12-S12

3/4
0.41 (10.4)
0.62

0.19 (4.8)

0.28 (7.1)

(15.7)

4.8 (0.19)
7.1 (0.28)

E
in.

(54.6)
(50.5)
(47.8)

mmmm

in.

QC2- -8-M10-S
QC2- -4-M6-S

QC2- -12-F12-S
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QC2- -8-F6-S
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1/2
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1.88

1.77 (45.0)
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F

7/8
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7/8
1 1/16

1.99

(1.77)45.0

2.2

2.8
13.0
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2.2
2.8

in. (mm)

(mm) in. 

in. (mm)
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QC2- -16-M25-S25
QC2- -12-M20-S20

45.0
26.0 (0.62)15.7  

(0.88)22.4 36
30

(2.50)63.5
(2.15)54.6

L

E

F

0.87 (22.1)

(47.8)1.88
(42.2)
(33.0)
(33.0)1.30

0.87 (22.1)

1.66
1.30

H

2.23

1 1/2 

1 1/16

11/16

1 1/16

F

2.45

1.80 (45.7)

2.17

L
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3/8
1/2

QC2- -4-F4-B
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QC2- -8-F8-B
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in.

(55.1)
(56.6)
(62.2)

Tube Size
in.

E

(15.7)
(11.9)
(7.1)0.28

0.19 (4.8)

0.62
0.47

3/4
1 QC2- -16-F16-B 0.88 (22.4) 1 11/16 2.75 (69.9)

(46.0)1.8111/16(7.1)0.28QC2- -4-F6-B3/8

in. (mm) in. (mm) in. (mm)

Quick-Connects-QC2 Series

Stems

L

E

F

E H

F

L

Bodies

QC2 Series
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 Full flow without orifice restrictions

 Maximum working pressure up to 6000 psig (413 bar)

 Working temperature from -10℉ to 400℉ (-23℃ to 204℃)

 O-ring is easily replaced without disassembling body

 Stainless steel and brass

v

v

v

v

v

Tube Fitting

Female NPT

Male NPT

Tube Fitting

Basic 
Number 

Ordering Flow 
Coefficient

(Cv)
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Number 

Ordering Flow 
Coefficient

(Cv)

Basic 
Number 

Ordering Flow 
Coefficient

(Cv)

Basic 
Number 

Ordering Flow 
Coefficient

(Cv)
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Number 

Ordering
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L

HE

F

L

E H

F

NPT Size

3/8 QC2- -4-NPT6-B 0.37 (9.4) 11/16 1.57 (39.9)

(67.3)2.651 11/16(22.4)0.88QC2- -16-NPT16-B1
3/4

0.50
0.72

0.25

0.41

(6.4)

(10.4)
(12.7)
(18.3)

E

(59.2)
(52.8)
(46.5)

(39.9)

QC2- -12-NPT12-B
QC2- -8-NPT8-B
QC2- -8-NPT6-B

QC2- -4-NPT4-B

1/2
3/8

1/4

L

1.83

1.57

2.33

F

1 1/16

11/16

1 1/16 2.08

H

1.30
1.66

0.87

1.30

(22.1)

(33.0)
(33.0)
(42.2)

1.88 (47.8)

(22.1)0.87

in.in. (mm) in. (mm) in. (mm)

1 1/2 

(1.30)33.0
(1.30)33.0
(0.87)22.118

27
6

10
QC2- -4-M6-B
QC2- -8-M10-B

mm

45.7 (1.80)
55.9 (2.20)(0.28)7.1

4.8 (0.19)

12 QC2- -8-M12-B 10.4 (0.41) 27 57.4 (2.26)
20
25

QC2- -12-M20-B
QC2- -16-M25-B

(0.63)15.9

       21.8 (0.86)
38
46 (1.88)47.8

(1.66)42.2 63.5 (2.50)
70.0 (2.76)

HE

L

F

QC2 8 F8 BS 316

QC2 4 1/4 in.

6 3/8 in. or 6 mm

8

10  5/8 in. or 10 mm

12

14 M14 x 1.5 

16 1in.or 16 mm

1/2in. or 8 mm

3/4 in. or 12 mm

4

8

12

16

S

B

BS

BrassBR

316 S.S.

316L S.S

304 S.S.

304L S.S.

316

316L

304

304L

FNPT

NPT

MS

MBT

F

M

FBT

FT

MT

0.87 (22.1)

(47.8)1.88
(42.2)
(33.0)
(33.0)

(22.1)

1.30

0.87

1.66
1.30

H

1.73
1 1/2 

3/4

F

1.89

1.50

1.73

L

1/4

3/8
1/2

QC2- -4-FNPT4-B

QC2- -8-FNPT6-B
QC2- -8-FNPT8-B
QC2- -12-FNPT12-B

(38.1)

(43.9)
(43.9)
(48.0)

E

(22.4)
(16.0)
(15.0)

(9.7)
(mm)

0.59

0.38

0.88
0.63

3/4
1 QC2- -16-FNPT16-B 1.06 (26.9) 1 11/16 2.12 (53.8)

(41.4)1.637/8(9.7)0.38QC2- -4-FNPT6-B3/8

in.in. (mm)in. (mm)in.

1 1/16
1 1/16

NPT Size
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How to Order

Tube Fitting

Male NPT

Female NPT

Basic 
Number 

Ordering

Basic 
Number 

Ordering

Basic 
Number 

Ordering

Series Size End Connection Type End Connection Size Stem or Body  Body Material

Female NPT

Male NPT

Female BSPT

Male BSPT

Male ISO 261
(for BG)

Fractional Tube
Fitting

Metric Tube
Fitting

Tube
Adapter
Metric 

Fractional Tube
Adapter

Stem 

Body 

Stem + Body 
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