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v Volume from 40 to 3785 cm³(1 gal) v 150, 300 and 500 cm³ volume meet a variety of sampling needs
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Double-ended Cylinders Single-ended Cylinders

Working pressure up to 5000 psig (344 bar)v 

Internal volume from 40 to 3785 cm³ (1 gal)v 

Single-ended and double-endedv 

Seamless tubing body provides consistent wall thickness, size and capacityv 

Heavy wall end connections provide strength and resist flaringv 

316L and 304L and alloy 400 stainless steel materials availablev 

Sample Cylinders-SC1 Series

Minnimum Wall Thickness

P - Both Ends Female NPT Size

Minnimum Wall Thickness

P - Female NPT Size

 Materials
Grade/Cylinder
Specification

Working 
pressure, 
psig (bar)

Internal
Volume

cm³± 5%
P-Female

NPT

Dimension,in.(mm)

Minimum wall
thickness

Weight
lb(kg)

Single-Ended 

Double-Ended

Technical Data and Dimensions
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SC1

SC118 DFNPT4 300 316L

FNPT2

150ml150

300ml300

500ml500

40ml40

50ml50

75ml75

400ml400

1000ml1000

2250ml2250

3785ml3785

500psig5

1800psig18

5000psig50

FNPT4

FNPT8

D

S

316L S.S

304L S.S.

316L

304L

Alloy 400A400
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Series Working 
pressure

 
 

MaterialEnd Type End Conection Internal Volume

1/8 Female NPT

1/4 Female NPT

1/2 Female NPT

Double
-Ended

Single
-Ended

How to Order 
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