
7/16
(11.1)

7/8
(22.2)

5/8
(15.9)

1.69
(42.9)

1.56
(39.6)

BP1-MBT8-

BP1-MBT6-

BP1-MBT4-

1.69
(42.9)

BP1-NPT4-

1.56
(39.6)

C

7/8
(22.2)

5/8
(15.9)

B

BP1-NPT2-

BP1-NPT6-

BP1-NPT8-

A 

BP1-MS14-

BP1-MS20-

1.56
(39.6)

1.69
(42.9)

C Hex

B Hex

A
 (O

pe
n)

NPT8 316

2 1/8 in.

4

6

8

14

20

1/4 in. 

3/8 in.

1/2in. 

14x1.5 

20x1.5 

NPT

MBT

MS

MBP

BP1
BP3

BP1

D E

E

0.44
(11.2)

0.41
(10.4)

D

0.41
(10.4)

0.44
(11.2)

1.03
(26.2)

0.94
(23.9)

0.94
(23.9)

1.03
(23.6)

316 S.S.

316L S.S.

304 S.S.

304L S.S.

Alloy R-405

316

316L

304

304L

A405
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Bleed Valves-BP1 Series
 Maximum working pressure up to 10 000 psig (689 bar)v

 Working temperature from -65℉ to 850℉ (-53℃ to 454℃)v

 Compact design for easy installationv

 Back stop screw prevents accidental stem disassemblyv

 Vent tube directs excess liquid or gas from system linesv

 316 stainless steel and alloy-405 materialv

 Variety of end connectionsv

1/8 Male NPT

1/4 Male NPT

3/8 Male NPT

1/2 Male NPT

1/4 Male BSPT

3/8 Male BSPT

1/2 Male BSPT

M14 x 1.5 Male ISO

M20 x 1.5 Male ISO

Male NPT

Male BSPT

Male ISO 261

Male BSPP

Inlet Type Inlet Size
 

Body 
Material

Series

Dimensions

Connection 
Type and Size

Dimension, in. (mm) Basic
Ordering 
Number

How to Order 
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Valve End

D Hex

C Hex

Type I

A
 m

ax

B

DCA B

3/4
(19.1)

5/8
(15.9)

2.03
(51.6)

0.75
(19.1)

5/8
(15.9)

1/2
(12.7)

1.94
(49.3)

0.69
(17.5)

5/8
(15.9)

1/2
(12.7)

1.84
(46.7)

0.59
(15.0)

5/8
(15.9)

1/2
(12.7)

2.00
(50.8)

0.72
(18.3)

7/8
(22.2)

3/4
(19.1)

2.19
(55.6)

0.88
(22.4)

5/8
(15.9)

1/2
(12.7)

0.69
(17.5)

1.94
(49.3)

3/4
(19.1)

5/8
(15.9)

1.05
(26.7)

0.75
(19.1)

7/8
(22.2)

3/4
(19.1)

1.05
(26.7)

0.88
(22.4)

5/8
(15.9)

1/2
(12.7)

1.62
(41.1)

0.38
(9.7)

5/8
(15.9)

5/8
(15.9)

0.56
(14.2)

1.81
(46.0)

3/4
(19.1)

3/4
(19.1)

0.56
(14.2)

1.84
(46.7)

7/8
(22.2)

7/8
(22.2)

0.75
(19.1)

2.09
(53.1)

BP2-I

-F6-

-F4-

-F2-

-M8-

-F8-

-M6-

-M10-

-M12-

-NPT2-

-NPT4-

-NPT6-

-NPT8-

M10 FNPT4BT 316

2 1/8 in.

3

4

5

6

8

10

12

3 mm

1/4 in. 

5/16 in.

3/8 in. or 6 mm

1/2in. or 8 mm

10 mm 

12 mm

RT

C

I

BT

316 S.S.

316L S.S.

304 S.S.

304L S.S.

BP2

BP2

316

316L

304

304L

BR

FNPT

NPT

MBT

FMS

MS

FBP

MBP

FBT

F

M
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www.hikelok.com	145

Purge Valves-BP2 Series
 Maximum working pressure: 4000 psig (276 bar)v

o o o o Working temperature: -65 F to 600 F (-53 C to 315 C)v

 Compact design for easy installationv

 Bonnet crimped to valve body to prevent accidental disassemblyv

 316 stainless steel and brass materialv

 Variety of end connectionsv

3/8" Hikelok

1/4" Hikelok

1/8" Hikelok 

8 mm Hikelok

1/2" Hikelok

6 mm Hikelok

10 mm Hikelok

12 mm Hikelok

1/8 Male NPT

1/4 Male NPT

3/8 Male NPT

1/2 Male NPT

Port 1 TypeType Port 1 Size Port 2/3
/4 Type

Port 2/3
/4 Size

 
Body 

MaterialSeries

Female NPT

Male NPT

Female BSPT

Male BSPT

Female ISO 261

Male ISO 261

Female BSPP

Male BSPP

Fractional
Tube Fitting

Metric Tube
Fitting

Run Tee

Cross

Branch Tee

Inline

Brass

Same as 
port 1 type and 
port 1 size 

If port2/3/4 and 
port 1 are the 
same, eliminate 
the port 2/3/4 
designator 

Dimensions

Connection 
Type and Size

Dimension, in. (mm) Basic
Ordering 
Number

How to Order 
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