
Hose selection by working pressure and ID

Working pressure (Bar)

hose color 

code

DN 3 4 5 6 8 10 12 20 25

dash - -2 -3 -4 -5 -6 -8 -12 -1

inch 1/8 5/32 3/16 1/4 5/16 3/8 1/2 3/4 1

2SW 202B 1040

2020 1200

2021 1040

2022 1040

2023 1040

2024 690

2025 690

2SWH 2120 1500

2121 1400

2+2SW 2030 1400

2032 1380

2033 1380

2034 1100

2035 1040

2037 760

4SW 2040 2200

2041 1800

2042 1640

2043 1500

2044 1400

2045 1300

2047 1040

2048 1040

4SWH 2145 1400

4SWT 2241 N/A 1100

4+2SW 2055 1400

2057 1200

6SW 2060 2800

2061 2500

2063 2100

2064 2070

2065 1800

2067 1400

2068 1200

6SWH 2161 2800

2162 2800

2163 2500

2165 2070

2167 1600

6SWHX 2261 3200

2263 2800

2265 2500

6SWHDC 2363 2500

8SW 2081 4000

2083 3800

2085 3010
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Hose family selection by pressure rating

Pressure drop table

HOSE ID 1/8 5/32 3/16 1/4 5/16 3/8 1/2 3/4 1

Flow 

(l/min)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

Speed 

(m/s)

Δp 

(bar)

2 3,7 6,0

4 7,3 20,0

6 11,0 40,7 8,0 18,8

8 14,7 67,5 10,6 31,1 6,8 10,8

10 18,4 100,1 13,3 46,1 8,5 15,9 5,3 5,3

15 27,5 205,5 19,9 94,5 12,7 32,6 8,0 10,8

20 26,5 157,6 17,0 54,3 10,7 18,0 6,8 6,1

30 25,5 111,7 16,0 37,0 10,2 12,6 6,5 4,3

40 21,4 61,8 13,6 20,9 8,7 7,1 5,2 2,1

50 17,0 31,1 10,8 10,6 6,5 3,1

100 34,0 108,0 21,7 36,6 13,0 10,7 6,0 1,7

150 32,5 75,9 19,4 22,1 9,0 3,5

200 25,9 37,1 12,0 5,9 6,9 1,6

300 18,0 12,2 10,4 3,2

400 24,0 20,5 13,8 5,4

500 17,3 8,1

600 20,7 11,3

KEY

Δp (bar) on a free lenght of 10m. Medium: water 20°C

Selection of an undersized hose could lead to high fluid velocity causing an 

excessive pressure drop and heat built up, with resultant damage to overall 

system performance. After determining the system pressure, hose selection 

should be made so that the recommended Max WP is equal or greater than 

the maximum system pressure.

Do not exceed the recommended working temperature.

Classification code

 Grey section of the table refers to velocity < 15 m/s 

 (low drop pressure - recommended)

 Orange section of the table refers to velocity > 15 m/s 

 (high drop pressure - not recommended)

Bar
Psi

700
10000

900
13000

1100
15900

1300
18800

1500
21700

1700
24600

1900
27500

2100
30400

2300
33300

2500
36200

2800
40600

3000
43500

3500
50700

4000
58000

202 2SW

212 2SWH

203 2+2SW

204 4SW

214 4SWH

224 4SWT

205 4+2SW

206 6SW

216 6SWH

226 6SWHX

236 6SWHDC

208 8SW

690 to 1200 bar 
(10000 to 17400 psi)

760 to 1400 bar 
(11000 to 20300 psi)

1200 to 2800 bar 
(17400 to 40600 psi)

1040 to 2200 bar 
(15000 to 31900 psi)

1600 to 2800 bar 
(23200 to 40600 psi)

Up to 1400 bar 
(up to 20300 psi)

2500 to 3200 bar 
(36250 to 46400 psi)

1400 to 1500 bar 
(20300 to 21700 psi)

Up to 1100 bar 
(up to 16000 psi)

Up to 2500 bar 
(36200 psi)

From 3010  to 4000 bar 
(43600 to 58000 psi)

1200 to 1400 bar 
(17400 to 20300 psi)
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available inserts           * also available as compact fitting

available inserts            * also available as compact 

fitting

UHP   Helix hoses

From 690 to 1200 bar (10000 to 17400 psi)

202 2SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

202B -2 1/8 3 3,5 0,138 7,2 0,283 1040 15000

2020 - 5/32 4 4,1 0,161 8,2 0,323 1200 17400

2021 -3 3/16 5 5,2 0,205 9,8 0,386 1040 15000

2022 -4 1/4 6 6,4 0,252 11,5 0,453 1040 15000

2023 -5 5/16 8 7,9 0,311 13,7 0,539 1040 15000

2024 -6 3/8 10 9,9 0,390 16,4 0,646 690 10000

2025 -8 1/2 12 12,8 0,504 20,4 0,803 690 10000

 — High resistance against abrasion

 — Low volumetric expansion at maximum working pressure

 — Used in very high pressure applications like heat exchanger tube 

cleaning in the chemical and refining industries

 — Compact fitting available

 – F-BSPP

 – M-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – F-JIC

 – F-NPT

 – M-NPT*

 – Type-M Fem

 – M-MP

 – M-HP

 – M-GAS*

 – Male Met

 – GAS 100°

 – M-Usit

 – M-Flat Seal

 – Male DIN3852

 – M-Flat Seal 
Met

features and applications

From 1400 to 1500 bar (20300 to 21700 psi)

212 2SWH

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2120 - 5/32 4 3,9 0,154 8,0 0,315 1500 21700

2121 -3 3/16 5 4,8 0,189 9,3 0,366 1400 20300

 — High resistance against abrasion

 — Low volumetric expansion at maximum working pressure

 — Used in very high pressure applications like heat exchanger tube 

cleaning in the chemical and refining industries

 — Compact fitting available

 — Improved flexibility

 – F-BSPP

 – F-DKOS

 – M-NPT*

 – M-Flat Seal*

 – M-Flat Seal Met* 

From 760 to 1400 bar (11000 to 20300 psi)

203 2+2SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2030 - 5/32 4 4,0 0,157 10,3 0,406 1400 20300

2032 -4 1/4 6 6,2 0,244 13,2 0,520 1380 20000

2033 -5 5/16 8 7,9 0,311 15,4 0,606 1380 20000

2034 -6 3/8 10 9,9 0,390 18,2 0,717 1100 15900

2035 -8 1/2 12 12,8 0,504 22,1 0,870 1040 15000

2037 -12 3/4 20 18,8 0,740 29,9 1,177 760 11000

 — Waterblast application specifically suited for lances

 — Ships, tanks and vessel cleaning 

 — General industrial cleaning applications

 — Removal of accumulated dirt from surfaces

features and applications

 – F-BSPP

 – M-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – F-JIC

 – F-NPT

 – M-NPT

 – Type-M Fem

 – M-MP

 – M-HP

 – M-GAS

 – Male Met

 – GAS 100°

 – M-Usit

 – M-Flat Seal

 – Male DIN3852

 – Male Flat Seal 
Met

features and applications

available inserts
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From 900 to 2200 bar (13000 to 31900 psi)

204 4SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2040 - 5/32 4 4,0 0,157 9,90 0,390 2200 31900

2041 -3 3/16 5 5,1 0,201 11,6 0,457 1800 26100

2042 -4 1/4 6 6,3 0,248 13,3 0,524 1640 23700

2043 -5 5/16 8 8,2 0,323 15,6 0,614 1500 21700

2044 -6 3/8 10 9,9 0,390 18,8 0,740 1400 20300

2045 -8 1/2 12 12,8 0,504 21,6 0,850 1300 18800

2047 -12 3/4 20 18,8 0,740 30,0 1,181 1040 15000

2048 -16 1 25 24,8 0,976 38,3 1,508 1040 15000

 — High resistance against abrasion

 — Low volumetric expansion at maximum working pressure

 — Hydrodemolition and removal of accumulated dirt

 — Specific sizes for bolting industry

 – F-BSPP

 – M-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – F-JIC

 – M-NPT

 – Type-M Fem

 – M-MP

 – M-HP

 – M-GAS

 – GAS 100°

 – M-Usit

 – Male DIN3852

Up to 1400 bar (up to 20300 psi)

214 4SWH

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2145 -8 1/2 12 12,8 0,504 22,5 0,886 1400 20300

 — High resistance against abrasion

 — Low volumetric expansion at maximum working pressure

 — Hydrodemolition and removal of accumulated dirt

 — Waterblast application specifically suited for lances

 – F-BSPP

 – F-DKOS

 – F-JIC

 – M-NPT

 – Type-M Fem

 – M-MP

 – M-HP

Up to 1100 bar (up to 16000 psi)

224 4SWT

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

- 2241 -3 3/16 5 5,1 0,201 11,6 0,457 1100* 15900*

 — PVDF inner tube

 — Oil and Gas applications

 — Control of subsea components

 — Methanol service | Chemical injection | Nitrogen service

 — Suitable for applications up to 100°C (212°F)

 – F-BSPP

 – M-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – M-NPT

 – Type-M Fem

 – M-HP

 – GAS 100°

 – M-Usit

UHP   Helix hoses

* Safety factor 4:1 

available inserts           * also available as compact fitting

available inserts 

features and applications

available inserts 

features and applications

features and applications
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UHP   Helix hoses

From 1200 to 1400 bar (17400 to 20300 psi)

205 4+2SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2055 -8 1/2 12 12,80 0,504 24,30 0,957 1400 20300

2057 -12 3/4 20 18,80 0,740 32,60 1,283 1200 17400

 – F-BSPP

 – F-DKOS

 – F-JIC

 – M-NPT

 – Type-M Fem

 – M-MP

 – M-HP

 — Waterblast application specifically suited for lances

 — Ships, tanks and vessel cleaning 

 — General industrial cleaning applications

 — Removal of accumulated dirt from surfaces like runways and 

roads

From 1200 to 2800 bar ( 17400 to 40600 psi)

206 6SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2060 - 5/32 4 4,0 0,157 11,8 0,465 2800 40600

2061 -3 3/16 5 5,0 0,197 14,4 0,567 2500 36200

2063 -5 5/16 8 7,9 0,311 18,0 0,709 2100 30400

2064 -6 3/8 10 9,9 0,390 20,8 0,819 2070 30000

2065 -8 1/2 12 12,8 0,504 25,4 1,000 1800 26100

2067 -12 3/4 20 18,8 0,740 33,7 1,327 1400 20300

2068 -16 1 25 24,8 0,976 41,0 1,614 1200 17400

 – F-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – Type-M Fem

 – M-MP

 – M-HP

 – M-Met HP

 – F-HP

 – GAS 100°

 — Flexible

 — Ideal for long lengths instead of steel pipes

 — Waterjet cutting

 — Ultra high pressure waterblast used also with lances

 — Hydrodemolition

 — Removal of accumulated dirt from surfaces

available inserts

available inserts

Up to 2800 bar (40600 psi)

236 6SWHDC

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2363 -5 5/16 8 8,1 0,319 22,50 0,886 2500 36200

 — Double cover

 — Flexible

 — Ultra high pressure waterblast specific for construction and 

shipbuilding where extra wear resistance is required

 — Hydrodemolition

 — Removal of accumulated dirt from surfaces

 – F-DKOS

 – Type-M Fem

 – M-MP

 – M-HP

 – M-Met HP

features and applications

available inserts

features and applications

features and applications
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UHP   Helix hoses

From 2000 to 2800 bar (29000 to 40600 psi)

216 6SWH

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2161 -3 3/16 5 5,0 0,197 14,8 0,583 2800 40600

2162 -4 1/4 6 6,3 0,248 16,5 0,650 2800 40600

2163 -5 5/16 8 8,1 0,319 19,0 0,748 2500 36200

2165 -8 1/2 12 12,8 0,504 25,9 1,020 2070 30000

2167 -12 3/4 20 18,8 0,740 33,7 1,327 1600 23200

 – F-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – Type-M Fem

 – M-MP

 – M-HP

 – M-Met HP

 – F-HP

 – GAS 100°

 — Flexible

 — Ideal for long lengths instead of steel pipes

 — Waterjet cutting

 — Ultra high pressure waterblast used also with lances

 — Hydrodemolition

 — Removal of accumulated dirt from surfaces

From 3010 to 4000 bar (43600 to 58000 psi)

208 8SW

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2081 -3 3/16 5 4,70 0,185 16,00 0,630 4000 58000

2083 -5 5/16 8 7,60 0,299 22,00 0,866 3800 55100

2085 -8 1/2 12 12,8 0,504 28,70 1,130 3010 43600

 — Flexible

 — Ideal for long lengths instead of steel pipes

 — Waterjet cutting

 — Ultra high pressure waterblast used also with lances

 — Hydrodemolition

 — Removal of accumulated dirt from surfaces

 – F-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – Type-M Fem

 – M-HP

 – M-Met HP

 – F-HP

features and applications

available inserts

available inserts

features and applications

From 2500 to 3200 bar ( 36250 to 46400 psi)

226 6SWHX

Part 
No.

Hose size ID OD WP

dash inch DN mm inch mm inch bar psi

2261 -3 3/16 5 4,60 0,181 14,8 0,583 3200 46400

2263 -5 5/16 8 7,60 0,299 19,4 0,764 2800 40600

2265 -8 1/2 12 12,8 0,504 26,0 1,024 2500 36250

 – F-BSPP

 – F-Met 24°-60°

 – F-DKOS

 – Type-M Fem

 – M-MP

 – M-HP

 – M-Met HP

 – F-HP

 — Flexible

 — Ideal for long lengths instead of steel pipes

 — Waterjet cutting

 — Ultra high pressure waterblast used also with lances

 — Hydrodemolition

 — Removal of accumulated dirt from surfaces

available inserts

features and applications
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HAA 2SW Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAA1G1 - 1/8 FERRULE HELIX 2SW 3 1/8 12,6 8,4 33,5

HAA101 HAA801 5/32 FERRULE HELIX 2SW 4 5/32 12,2 9,2 34,0

HAA111 HAA811 3/16 FERRULE HELIX 2SW 5 3/16 14,0 10,6 40,0

HAA121 HAA821 1/4 FERRULE HELIX 2SW 6 1/4  16,0 12,7 42,0

HAA131 - 5/16 FERRULE HELIX 2SW 8 5/16 21,0 14,8 41,0

HAA141 - 3/8 FERRULE HELIX 2SW 10 3/8 23,5 17,0 50,0

HAA151 - 1/2 FERRULE HELIX 2SW 12 1/2 29,0 21,2 55,0

HAJ 2SWH Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAJ101 HAJ801 5/32 FERRULE HELIX 2SWH 4 5/32 12,2 9,6 34,0

HAJ111 HAJ811 3/16 FERRULE HELIX 2SWH 5 3/16 13,8 11,0 40,0

HAB 2+2SWH Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAB101 HAB801 5/32 FERRULE HELIX 2+2SW 4 5/32 16,0 11,3 34,0

HAB121 HAB821 1/4 FERRULE HELIX 2+2SW 6 1/4 19,5 14,2 42,0

HAB131 HAB831 5/16 FERRULE HELIX 2+2SW 8 5/16 23,4 16,6 44,0

HAB141 HAB841 3/8 FERRULE HELIX 2+2SW 10 3/8 25,7 19,5 50,0

HAB151 HAB851 1/2 FERRULE HELIX 2+2SW 12 1/2 31,0 23,0 60,0

HAB171 HAB871 3/4 FERRULE HELIX 2+2SW 20 3/4 40,5 32,2 69,0

HAC 4SW Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAC101 HAC801 5/32 FERRULE HELIX 4SW 4 5/32 16,8 12,0 45,0

HAC111 HAC811 3/16 FERRULE HELIX 4SW 5 3/16 18,0 12,5 40,0

HAC121 HAC821 1/4 FERRULE HELIX 4SW 6 1/4 19,5 14,0 43,0

HAC131 HAC831 5/16 FERRULE HELIX 4SW 8 5/16 23,0 16,4 45,0

HAC141 HAC841 3/8 FERRULE HELIX 4SW 10 3/8 26,0 20,0 50,0

HAC151 HAC851 1/2 FERRULE HELIX 4SW 12 1/2 32,0 23,2 62,0

HAC171 - 3/4 FERRULE HELIX 4SW 20 3/4 41,0 31,6 70,0

- HAC881 1 FERRULE HELIX 4SW 25 1 49,3 39,8 75,0

HAD 4SWH Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAD151 HAD851 1/2 FERRULE HELIX 4SWH 12 1/2 33,0 24,5 62,0

UHP   Helix ferrules
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HAG 4+2SWH Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAG151 - 1/2 FERRULE HELIX 4+2SW 12 1/2 25,0 33,7 62,0

HAG171 - 3/4 FERRULE HELIX 4+2SW 20 3/4 45,0 34,0 71,5

HAE 6SW Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAE101 - 5/32 FERRULE HELIX 6SW 4 5/32 17,6 12,8 45,0

HAE111 HAE811 3/16 FERRULE HELIX 6SW 5 3/16 22,5 15,0 63,5

HAE131 - 5/16 FERRULE HELIX 6SW 8 5/16 26,4 18,4 63,5

HAE141 - 3/8 FERRULE HELIX 6SW 10 3/8 31,2 22,5 52,0

HAE151 HAE851 1/2 FERRULE HELIX 6SW 12 1/2 35,5 26,8 66,0

HAE171 - 3/4 FERRULE HELIX 6SW 20 3/4 46,0 35,0 72,0

HAE181 - 1 FERRULE HELIX 6SW 25 1 52,2 41,8 78,0

HAF 6SWH Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAF111 - 3/16 FERRULE HELIX 6SWH 5 3/16 22,7 15,2 64,0

HAF121 - 1/4 FERRULE HELIX 6SWH 6 1/4 24,4 17,2 64,0

HAF131 - 5/16 FERRULE HELIX 6SWH 8 5/16 28,0 20,0 64,0

HAF132 5/16 FERRULE HELIX 6SWH DC 8 5/16 28,0 20,0 70,0

HAF151 - 1/2 FERRULE HELIX 6SWH 12 1/2 36,2 27,2 66,0

HAF171 - 3/4 FERRULE HELIX 6SWH 20 3/4 46,0 34,6 72,0

HAH 6SWHX Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAH111 - 3/16 FERRULE HELIX 6SWHX 5 3/16 24,7 15,9 69,0

HAH131 - 5/16 FERRULE HELIX 6SWHX 8 5/16 29,2 21,0 66,5

HAH151 - 1/2 FERRULE HELIX 6SWHX 12 1/2 37,6 28,4 75,0

HAI 8SW Carbon Steel Stainless Steel Description Hose size C D L

Part No. Part No. DN Inches mm mm mm

HAI111 - 3/16 FERRULE HELIX 8SW 5 3/16 26,1 16,8 69,0

HAI131 - 5/16 FERRULE HELIX 8SW 8 5/16 32,7 23,5 69,0

HAI151 - 1/2 FERRULE HELIX 8SW 12 1/2 38,6 31,4 75,0

UHP   Helix ferrules
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UHP   Helix inserts

HB BSPP FEMALE
Carbon 
steel

Stainless
steel

Description Cone ° WP
psi

Thread F Hose compatibility

HBA12G - 1/4" F-BSPP A 1/8" 24-60 22000 1/4"-19 GAS 202B

HBB120 - 1/4" F-BSPP B/A 5/32" 24-60 22000 1/4"-19 GAS 2020,2030

HBJ120 - 1/4" F-BSPP B/A 5/32" 24-60 22000 1/4"-19 GAS 2120

HBC120 - 1/4" F-BSPP C 5/32" 24-60 31900 1/4"-19 GAS 2040

HBA121 - 1/4" F-BSPP A 3/16" 24-60 22000 1/4"-19 GAS 2021

HBJ121 - 1/4" F-BSPP A 3/16" 24-60 22000 1/4"-19 GAS 2121

HBC121 HBC821 1/4" F-BSPP C 3/16" 24-60 26100 1/4"-19 GAS 2041,2241

- HBF821 1/4" F-BSPP F/E 3/16" 24-60 40600 1/4"-19 GAS 2061,2161

- HBI821 1/4" F-BSPP I/H 3/16" 24-60 40600 1/4"-19 GAS 2261,2081

HBB122 HBB822 1/4" F-BSPP B/A 1/4" 24-60 22000 1/4"-19 GAS 2022,2032

HBC122 HBC822 1/4" F-BSPP C 1/4" 24-60 24000 1/4"-19 GAS 2042

HBA143 - 3/8" F-BSPP A 5/16" 24-60 22000 3/8"-19 GAS 2023

HBC143 HBC843 3/8" F-BSPP C/B 5/16" 24-60 22000 3/8"-19 GAS 2033,2043

HBB154 HBB854 1/2" F-BSPP B/A 3/8" 24-60 22000 1/2"-14 GAS 2024,2034

HBE154 HBE854 1/2" F-BSPP E/C 3/8" 24-60 28000 1/2"-14 GAS 2044,2064

HBA155 HBA855 1/2" F-BSPP A 1/2" 24-60 18000 1/2"-14 GAS 2025

HBG155 HBG855 1/2" F-BSPP G/D/C/B 1/2" 24-60 22000 1/2"-14 GAS 2035,2045,2145,2055

HBG187 - 1" F-BSPP G/C/A 3/4" 60 18000  1"-11 GAS 2037,2047,2057

- HBC898 1+1/4" F-BSPP C 1" 60 15000 1+1/4"-11 GAS 2048

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HCA131 - 14X1.5 F-MET24-60 A 3/16 22000 M14X1,5 2021

HCC131 - 14X1.5 F-MET24-60 C 3/16 26100 M14X1,5 2041, 2241

- HCF831 14X1.5 F-MET24-60 F/E 3/16 45000 M14X1,5 2061, 2161

- HCI831 14X1.5 F-MET24-60 I/H 3/16 45000 M14x1,5 2261, 2081

HCB132 - 14X1.5 F-MET24-60 B/A 1/4 22000 M14X1,5 2022, 2032

HCB142 HCB842 16X1.5 F-MET24-60 B/A 1/4 22000 M16X1,5 2022, 2032

HC METRIC 24°/60°    

              FEMALE

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HPB120 - 1/4 M-BSPP B/A 5/32 22000 1/4-19 GAS 2020, 2030

HPC100 - 1/8 M-BSPP C 5/32 31900 1/8-28 GAS 2040

HPA121 - 1/4 M-BSPP A 3/16 22000 1/4-19 GAS 2021

HPC121 HPC821 1/4 M-BSPP C 3/16 26100 1/4-19 GAS 2241, 2041

HPB102 - 1/8 M-BSPP B/A 1/4 22000 1/8-28 GAS 2022, 2032

HPB122 - 1/4 M-BSPP B/A 1/4 22000 1/4-19 GAS 2022, 2032

HPB142 - 3/8 M-BSPP B/A 1/4 22000 3/8-19 GAS 2022, 2032

HPC122 - 1/4 M-BSPP C 1/4 24000 1/4-19 GAS 2042

HPA123 - 1/4 M-BSPP A 5/16 22000 1/4-19 GAS 2023

HPA143 - 3/8 M-BSPP A 5/16 22000 3/8-19 GAS 2023

HPC123 - 1/4 M-BSPP C/B 5/16 22000 1/4-19 GAS 2033, 2043

HPC143 - 3/8 M-BSPP C/B 5/16 24000 3/8-19 GAS 2033, 2043

HPB144 - 3/8 M-BSPP B/A 3/8 22000 3/8-19 GAS 2034, 2024

HPC144 - 3/8 M-BSPP C 3/8 22000 3/8-19 GAS 2044

HP BSPP MALE
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UHP   Helix inserts

HD DKOS FEMALE

HE JIC FEMALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

- HEB8B2 9/16 F-JIC B/A 1/4 22000 9/16-18 UNF 2022, 2032

- HEC8B2 9/16 F-JIC C 1/4 24000 9/16-18 UNF 2042

HEA1B3 HEA8B3 9/16 F-JIC A 5/16 22000 9/16-18 UNF 2023

- HEC873 3/4 F-JIC C/B 5/16 22000 3/4-16 UNF 2033, 2043

HEB174 HEB874 3/4 F-JIC B/A 3/8 22000 3/4-16 UNF 2024, 2034

HEC174 HEC874 3/4 F-JIC C 3/8 22000 3/4-16 UNF 2044

HEG1C5 HEG8C5 7/8 F-JIC G/D/C/B 1/2 22000 7/8-14 UNF 2035, 2045, 2145, 2055

- HEG8F7 1+5/16 F-JIC G/C/A 3/4 24000 1+5/16-12 UN 2037, 2047, 2057

- HEC8F8 1+5/16 F-JIC C 1 15000 1+5/16-12 UN 2048

HH NPT FEMALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HHB122 - 1/4 F-NPT B/A 1/4 22000 1/4-18 NPTF 2022, 2032

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HDB180 - 24X1.5 F-DKOS B/A 5/32" 30000 M24x1,5 2020,2030

HDJ180 HDJ880 24X1.5 F-DKOS B/A 5/32" 30000 M24x1,5 2120

HDA181 - 24X1.5 F-DKOS A 3/16" 30000 M24x1,5 2021

HDJ181 HDJ881 24X1.5 F-DKOS A 3/16" 30000 M24x1,5 2121

HDC161 - 20X1.5 F-DKOS C 3/16" 30000 M20X1,5 2041,2241

HDB152 - 18X1.5 F-DKOS B/A 1/4" 24000 M18X1,5 2022,2032

HDB172 - 22X1.5 F-DKOS B/A 1/4" 24000 M22X1,5 2022,2032

HDB182 - 24X1.5 F-DKOS B/A 1/4" 24000 M24x1,5 2022,2032

HDC152 - 18X1.5 F-DKOS C 1/4" 30000 M18X1,5 2042

HDA163 - 20X1.5 F-DKOS A 5/16" 30000 M20X1,5 2023

HDA183 - 24X1.5 F-DKOS A 5/16" 30000 M24x1,5 2023

HDB163 - 20X1.5 F-DKOS B 5/16" 40000 M20X1,5 2033,2043

HDC173 - 22X1.5 F-DKOS C/B 5/16" 40000 M22X1,5 2033,2043

HDC183 HDC883 24X1.5 F-DKOS C/B 5/16" 40000 M24x1,5 2033,2043

HDF183 HDF883 24X1.5 F-DKOS F/E 5/16" 40000 M24x1,5 2063,2163

- HDI883 24X1.5 F-DKOS I/H 5/16" 46400 M24x1,5 2263,2083

HDB174 - 22X1.5 F-DKOS B/A 3/8" 28000 M22X1,5 2024,2034

HDB184 - 24X1.5 F-DKOS B/A 3/8" 28000 M24x1,5 2024,2034

- HDE874 22X1.5 F-DKOS E/C 3/8" 30000 M22X1,5 2044,2064

HDE184 HDE884 24X1.5 F-DKOS E/C 3/8" 30000 M24x1,5 2044,2064

HDA175 - 22X1.5 F-DKOS A 1/2" 18000 M22X1,5 2025

HDA185 HDA885 24X1.5 F-DKOS A 1/2" 18000 M24x1,5 2025

HDG175 - 22X1.5 F-DKOS G/D/C/B 1/2" 22000 M22X1,5 2035,2045,2145,2055

HDG185 HDG885 24X1.5 F-DKOS G/D/C/B 1/2" 22000 M24x1,5 2035,2045,2145,2055

HDF185 HDF885 24X1.5 F-DKOS F/E 1/2" 30000 M24x1,5 2065,2165

- HDI885 24X1.5 F-DKOS I/H 1/2" 43000 M24X1,5 2265,2085

HDE1G7 - 36X2 F-DKOS E/G/C/B/A 3/4" 24000 M36X2 2027,2037,2047,2057,2067

- HDE8H8 42X2 F-DKOS E/C 1" 22000 M42X2 2048,2068
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UHP   Helix inserts

HW NPT NO HEX    

 MALE

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HWA1QG - 1/16 M-NPT A 1/8 NO HEX 22000 1/16-27 NPTF 202B

HWB122 - 1/4 M-NPT B/A 1/4 NO HEX 22000 1/4-18 NPTF 2022, 2032

HL MP MALE

HI NPT MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HIB1Q0 - 1/16 M-NPT B/A 5/32 22000 1/16-27 NPTF 2020, 2030

HIB100 - 1/8 M-NPT B/A 5/32 22000 1/8-27 NPTF 2020, 2030

HIB120 - 1/4 M-NPT B/A 5/32 22000 1/4-18 NPTF 2020, 2030

HIC100 - 1/8 M-NPT C 5/32 22000 1/8-27 NPTF 2040

HIA101 - 1/8 M-NPT A 3/16 22000 1/8-27 NPTF 2021

HIA121 - 1/4 M-NPT A 3/16 22000 1/4-18 NPTF 2021

HIC121 - 1/4 M-NPT C 3/16 22000 1/4-18 NPTF 2041, 2241

HIB102 - 1/8 M-NPT B/A 1/4 22000 1/8-27 NPTF 2022, 2032

HIB122 HIB822 1/4 M-NPT B/A 1/4 22000 1/4-18 NPTF 2022, 2032

HIB142 - 3/8 M-NPT B/A 1/4 22000 3/8-18 NPTF 2022, 2032

HIC122 - 1/4 M-NPT C 1/4 22000 1/4-18 NPTF 2042

HIA123 - 1/4 M-NPT A 5/16 22000 1/4-18 NPTF 2023

HIA143 - 3/8 M-NPT A 5/16 22000 3/8-18 NPTF 2023

HIC123 - 1/4 M-NPT C/B 5/16 22000 1/4-18 NPTF 2033, 2043

HIC143 - 3/8 M-NPT C/B 5/16 22000 3/8-18 NPTF 2033, 2043

HIB144 HIB844 3/8 M-NPT B/A 3/8 22000 3/8-18 NPTF 2024, 2034

- HIB854 1/2 M-NPT B/A 3/8 22000 1/2-14 NPTF 2024, 2034

HIA155 HIA855 1/2 M-NPT A 1/2 18000 1/2-14 NPTF 2025

HIG155 HIG855 1/2 M-NPT G/D/C/B 1/2 22000 1/2-14 NPTF 2035, 2045, 2145, 2055

HIG177 - 3/4 M-NPT G/C/B 3/4 15000 3/4-14 NPT 2037, 2047, 2057

HIG187 HIG887 1 M-NPT G/C/B 3/4 15000 1-11,5 NPTF 2037, 2047, 2057

- HIC888 1 M-NPT C 1 15000 1-11,5 NPTF 2048

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

- HLC842 3/8 M-MP C 1/4 22500 3/8-24 UNF LH 2042

HLC1B3 - 9/16 M-MP C/B 5/16 22500 9/16-18 UNF LH 2033, 2043

HLC173 HLC873 3/4 M-MP C/B 5/16 22500 3/4-16 UNF LH 2033, 2043

- HLF873 3/4 M-MP F/E 5/16 22500 3/4-16 UNF LH 2063, 2163, 2363

- HLI873 3/4 M-MP I/H 5/16 22500 3/4-16 UNF LH 2263

- HLA8B5 9/16 M-MP A 1/2 22500 9/16-18 UNF LH 2025

- HLF8B5 9/16 M-MP F/E 1/2 22500 9/16-18 UNF LH 2065, 2165

- HLF875 3/4 M-MP F/E 1/2 22500 3/4-16 UNF LH 2065, 2165

- HLG8B5 9/16 M-MP G/D/C/B 1/2 22500 9/16-18 UNF LH 2035, 2045, 2145, 2055

- HLG875 3/4 M-MP G/D/C/B 1/2 22500 3/4-16 UNF LH 2035, 2045, 2145, 2055

- HLE887 1 M-MP E/G/C/B/A 3/4 22500 1-14 UNS LH 2037, 2047, 2057, 2067

- HLE888 1 M-MP E 1 20000 1-14 UNS LH 2068
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UHP   Helix inserts

HF TYPE-M FEMALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HFB1B0 HFB8B0 9/16 F-TYPE M B/A 5/32 30000 9/16-18 UNF 2020, 2030

- HFE8B0 9/16 F-TYPE M E/C 5/32 58000 9/16-18 UNF 2040, 2060

HFA1B1 HFA8B1 9/16 F-TYPE M A 3/16 30000 9/16-18 UNF 2021

HFC1B1 HFC8B1 9/16 F-TYPE M C 3/16 30000 9/16-18 UNF 2041, 2241

- HFF8B1 9/16 F-TYPE M F/E 3/16 45000 9/16-18 UNF 2061, 2161

- HFI8B1 9/16 F-TYPE M I/H 3/16 58000 9/16-18 UNF 2261, 2081

HFB1B2 HFB8B2 9/16 F-TYPE M B/A 1/4 24000 9/16-18 UNF 2022, 2032

HFC1B2 HFC8B2 9/16 F-TYPE M C 1/4 30000 9/16-18 UNF 2042

- HFF8B2 9/16 F-TYPE M F 1/4 45000 9/16-18 UNF 2162

- HFA873 3/4 F-TYPE M A 5/16 SS 22000 3/4-16 UNF 2023

HFC173 HFC873 3/4 F-TYPE M C/B 5/16 22000 3/4-16 UNF 2033, 2043

HFF173 HFF873 3/4 F-TYPE M F/E 5/16 40000 3/4-16 UNF 2063, 2163, 2363

- HFF8C3 7/8 F-TYPE M F/E 5/16 40000 7/8-14 UNF 2063, 2163, 2363

- HFI873 3/4 F-TYPE M I/H 5/16 46400 3/4-16 UNF 2263, 2083

- HFI8C3 7/8 F-TYPE M I/H 5/16 46400 7/8-14 UNF 2263, 2083

- HFI8K3 1+1/8 F-TYPE M I/H 5/16 46400 1+1/8-12 UNF 2263, 2083

- HFB874 3/4 F-TYPE M B/A 3/8 SS 22000 3/4-16 UNF 2024, 2034

- HFC874 3/4 F-TYPE M C 3/8 22000 3/4-16 UNF 2044

HFA185 HFA885 1 F-TYPE M A 1/2 18000 1-12 UNF 2025

HFF185 HFF885 1 F-TYPE M F/E 1/2 30000 1-12 UNF 2065, 2165

- HFG885 1 F-TYPE M G/D/C/B 1/2 22000 1-12 UNF 2035, 2045, 2145, 2055

- HFI885 1 F-TYPE M I/H 1/2 43000 1-12 UNF 2265, 2085

- HFE8F7 1+5/16 F-TYPE M E/G/C/B/A 3/4 24000 1+5/16-12 UN 2037, 2047, 2057, 2067

- HFC8F8 1+5/16 F-TYPE M C 1 22000 1+5/16-12 UN 2048

HM HP MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

- HMB820 1/4 M-HP B/A 5/32 30000 1/4-28 UNF LH 2020, 2030

- HME820 1/4 M-HP E/C 5/32 58000 1/4-28 UNF LH 2040, 2060

- HME840 3/8 M-HP E/C 5/32 58000 3/8-24 UNF LH 2040, 2060

- HME8B0 9/16 M-HP E/C 5/32 58000 9/16-18 UNF LH 2040, 2060

HMC121 HMC821 1/4 M-HP C 3/16 30000 1/4-28 UNF LH 2041, 2241

- HMC841 3/8 M-HP C 3/16 30000 3/8-24 UNF LH 2041, 2241

- HMC8B1 9/16 M-HP C 3/16 30000 9/16-18 UNF LH 2041, 2241

- HMF821 1/4 M-HP F/E 3/16 45000 1/4-28 UNF LH 2061, 2161

- HMI821 1/4 M-HP I/H 3/16 58000 1/4-28 UNF LH 2261, 2081

- HMF841 3/8 M-HP F/E 3/16 45000 3/8-24 UNF LH 2061, 2161

- HMI841 3/8 M-HP I/H 3/16 58000 3/8-24 UNF LH 2261, 2081

- HMF8B1 9/16 M-HP F/E 3/16 45000 9/16-18 UNF LH 2061, 2161

- HMI8B1 9/16 M-HP I/H 3/16 58000 9/16-18 UNF LH 2261, 2081

- HMB8B2 9/16 M-HP B/A 1/4 24000 9/16-18 UNF LH 2022, 2032

- HMC842 3/8 M-HP C 1/4 30000 3/8-24 UNF LH 2042

- HMF842 3/8 M-HP F 1/4 46400 3/8-24 UNF LH 2162

- HMF8B2 9/16 M-HP F 1/4 46400 9/16-18 UNF LH 2162

- HMC8B3 9/16 M-HP C/B 5/16 30000 9/16-18 UNF LH 2033, 2043

- HMF843 3/8 M-HP F/E 5/16 40000 3/8-24 UNF LH 2063, 2363, 2163

- HMI843 3/8 M-HP I/H 5/16 46400 3/8-24 UNF LH 2263, 2083

- HMF8B3 9/16 M-HP F/E 5/16 40000 9/16-18 UNF LH 2063, 2363, 2163

- HMI8B3 9/16 M-HP I 5/16 55100 9/16-18 UNF LH 2263, 2083

- HME8B4 9/16 M-HP E/C 3/8 40000 9/16-18 UNF LH 2044, 2064

- HMG8B5 9/16 M-HP G/D/C/B 1/2 22000 9/16-18 UNF LH 2035, 2045, 2055, 2145

- HMI8B5 9/16 M-HP I/H 1/2 36500 9/16-18 UNF LH 2265

- HMF8B5 9/16 M-HP F/E 1/2 30000 9/16-18 UNF LH 2065, 2165
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HN HP METRIC MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

- HNF831 14X1.5 M-HP MET F/E 3/16 45000 M14X1,5 LH 2061, 2161

- HNI831 14X1.5 M-HP MET I/H 3/16 58000 M14X1,5 LH 2261, 2081

- HNF832 14X1.5 M-HP MET F 1/4 46400 M14X1,5 LH 2162

- HNF833 14X1.5 M-HP MET F/E 5/16 40000 M14X1,5 LH 2063, 2163, 2363

- HNI833 14X1.5 M-HP MET I/H 5/16 55100 M14X1,5 LH 2263, 2083

- HNF855 18X1.5 M-HP MET F/E 1/2 30000 M18x1,5 LH 2065, 2165

- HNI855 18X1.5 M-HP MET I/H 1/2 43000 M18x1,5 LH 2265, 2085

HG HP FEMALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

- HGF8B1 9/16 F-HP F/E 3/16 45000 9/16-18 UNF 2061, 2161

- HGI8B1 9/16 F-HP I/H 3/16 58000 9/16-18 UNF 2261, 2081

HJ GAS MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HJB100 - 1/8 M-GAS B/A 5/32 22000 1/8-28 GAS 2020, 2030

HJB120 - 1/4 M-GAS B/A 5/32 22000 1/4-19 GAS 2020, 2030

HJA101 - 1/8 M-GAS A 3/16 22000 1/8-28 GAS 2021

HJA121 - 1/4 M-GAS A 3/16 22000 1/4-19 GAS 2021

HJC123 - 1/4 M-GAS C/B 5/16 22000 1/4-19 GAS 2033, 2043

HK METRIC MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HKA1KG - 6x1 M-MET A 1/8 20000 M6X1 202B

HKB1I0 - 7X1 M-MET B/A 5/32 22000 M7X1 2020, 2030

HKB1J0 - 8X1.25 M-MET B/A 5/32 22000 M8x1.25 2020, 2030

HKB110 - 10X1 M-MET B/A 5/32 22000 M10X1 2020, 2030

HKA1I1 - 7X1 M-MET A 3/16 22000 M7X1 2021

HKA111 - 10X1 M-MET A 3/16 22000 M10X1 2021

HQ GAS100° MALE 

EXTERNALE CONE

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HQB120 - 1/4 M-GAS100 EC B/A 5/32 22000 1/4-19 GAS 2020, 2030

HQC121 - 1/4 M-GAS100 EC C 3/16 26100 1/4-19 GAS 2041, 2241

HQF121 - 1/4 M-GAS100 EC F/E 3/16 40600 1/4-19 GAS 2061, 2161

HQB122 - 1/4 M-GAS100 EC B/A 1/4 22000 1/4-19 GAS 2022, 2032

HQA123 - 1/4 M-GAS100 EC A 5/16 22000 1/4-19 GAS 2023

- HQC823 1/4 M-GAS100 EC C/B 5/16 24000 1/4-19 GAS 2033, 2043

UHP   Helix inserts
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HR USIT MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HRB120 - 1/4 M-USIT B/A 5/32 22000 1/4-19 GAS 2020, 2030

HRC121 - 1/4 M-USIT C 3/16 26100 1/4-19 GAS 2041, 2241

HRB122 - 1/4 M-USIT B/A 1/4 22000 1/4-19 GAS 2022, 2032

HRB142 - 3/8 M-USIT B/A 1/4 22000 3/8-19 GAS 2022, 2032

HS FLAT SEAL MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HSB100 - 1/8 M-FS B/A 5/32 22000 1/8-28 GAS 2020, 2030

HSA101 - 1/8 M-FS A 3/16 22000 1/8-28 GAS 2021

HSB122 - 1/4 M-FS B/A 1/4 22000 1/4-19 GAS 2022, 2032

HSA123 - 1/4 M-FS A 5/16 22000 1/4-19 GAS 2023

- HSB823 1/4 M-FS B 5/16 22000 1/4-19 GAS 2033

HT DIN3852 MALE
Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HTB122 - 1/4 M-DIN3852 B/A 1/4 22000 1/4-19 GAS 2022, 2032

HTA123 - 1/4 M-DIN3852 A 5/16 22000 1/4-19 GAS 2023

HTA143 - 3/8 M-DIN3852 A 5/16 22000 3/8-19 GAS 2023

HTC143 - 3/8 M-DIN3852 C/B 5/16 22000 3/8-19 GAS 2033, 2043

HTB144 - 3/8 M-DIN3852 B/A 3/8 22000 3/8-19 GAS 2024, 2034

HU FLAT SEAL 

METRIC MALE

Carbon 
steel

Stainless
steel

Description WP
psi

Thread F Hose compatibility

HUB1I0 - 7x1 M-FS MET B/A 5/32 22000 M7x1 2020, 2030

UHP   Helix inserts

ONE PIECE AND COMPACT

OI NPT MALE
Carbon 
Steel

Stainless
Steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OIA1QG - 1/16" M-NPT A 1/8" 1P 1/16"-27 NPTF 22000 202B

OIA1Q0 - 1/16" M-NPT A 5/32" 1P 1/16"-27 NPTF 22000 2020

OIJ1Q0 - 1/16" M-NPT A 5/32" 1 1/16"-27 NPTF 22000 2120

OIA100 - 1/8" M-NPT A 3/16" 1P 1/8"-27 NPTF 22000 2020

OIJ100 - 1/8" M-NPT A 3/16" 1P 1/8"-27 NPTF 22000 2120

OIA101 - 1/8" M-NPT A 3/16" 1P 1/8"-27 NPTF 22000 2021

OIJ101 - 1/8" M-NPT J 3/16 1P 1/8"-27 NPTF 22000 2121

OIA122 - 1/4" M-NPT A 1/4" 1P 1/4"-18 NPTF 22000 2022

OIA123 - 5/16" M-NPT A 1/4" 1P 1/4"-18 NPTF 22000 2023
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OJ GAS MALE
Carbon 
Steel

Stainless
Steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OJA122 - 1/4 M-GAS A 1/4 1P 1/4-19 GAS 22000 2022

OS FLAT SEAL
Carbon 
Steel

Stainless
Steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OSA101 - 1/8 M-FS A 3/16 1P 1/8 - 28 GAS 22000 2021

OSJ101 - 1/8 M-FS J 3/16 1P 1/8 - 28 GAS 22000 2121

OSA122 - 1/4 M-FS A 1/4 1P 1/4 - 19 GAS 22000 2022

OU FLAT SEAL METRIC
Carbon 
Steel

Stainless
Steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OUA1I0 - 7X1 M-FS MET A 5/32 1P M7 22000 2020

OUJ1I0 - 7X1 M-FS MET J 5/32 1P M7 22000 2120

UHP   Helix inserts

OK NPT MALE
Carbon 
steel

Stainless
steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OKA1KG - 6X1 M-NPT A 1/8" 1P M 6X1 20000 202B

OM HP MALE
Carbon 
steel

Stainless
steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

OMA130 - 5/16" M-HP A 5/32" 5/16"-24 UNF 22000 2020

HY HP FEMALE
Carbon 
steel

Stainless
steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

- HYK841 3/8" F-HP RH K 3/16" 3/8"-24 UNF RH 26100 2041

- HYK842 3/8" F-HP RH K 1/4" 3/8"-24 UNF RH 22000 2042

HM HP MALE
Carbon 
steel

Stainless
steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

- HMK821 1/4" M-HP C 3/16" 1/4-28 UNF LH 26100 2041

- HMK841 3/8" M-HP C 3/16" 3/8-28 UNF LH 26100 2041

HG HP FEMALE
Carbon 
steel

Stainless
steel

Description Thread f WP Hose compatibility

Part no. Part no. psi

- HGK821 1/4" F-HP K 3/16 1/4-28 UNF LH 26100 2041
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SXD Hose Protection Jacket SXD Protection Jacket Extra

SRM Bend Restrictor SXF Stainless Steel Ring

SXE Hose Arrestor SXE1 Hose Arrestor LL

SXG Stainless Steel Catch Ring

SXH Gland Nut SXH Collar

UHP   Helix accessories
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