
ANGLE SEAT VALVE

Plastic actuator

 

TECHNICAL DATA

Fluid Pressure: Max 1.6MPa (232psi)
Control Pressure: 0.3-0.8MPa (43.5-116psi)
Media Temperature: -10°C to  180°C
Ambient Temperature: -10°C to  55°C
Body Material CF8M(SS316), CF8(SS304)
Seals  Material: PTFE
Actuator Material: PA polyamide, CF8 (SS304)
Operation: Normally Closed, Normally Open,

Double-acting or Manually
Connection End: Female, Weld, Tri-clamp,

Flanged or on request
Available Size: DN10- DN100
Option: Proximity Switch, Selenoid Valve,

Manual Travel Limit

ADVANTAGES

• High Flow Rate, Low Resistance, No Water-Hammer
• Y-type Shape Enlarged The Flowing Section, Which Could

Raise The Flux By 30% And Make Flow More Smooth
• High Cycle Life  Compared To Ball  Valves
• Which Help The Stem Adjust And Lubricate I t s e l f  Automatically stainless s teel actuator
• I n s t a l l a t i on :  Any posi t ion
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Passaggio Pressione
lavoro

Pressione per attuatore

Passaggio Pressione per attuatore

Pressione per attuatore

Pressione
l o

Pressione
lavoro

ANGLE SEAT VALVE
Welded Angle Seat Valve
Part no:ASV01

Kv
(mm) (m 3 /h) (ba r )  (ba r )

18 8 0-16 2. 7
22 19 0-16 2 .0
28 27. 5 0-16 2 .0

->— 1

T34 42 0-16 2 .0
40 52 0-16 2 .0 B

52 77 0-14 1 .6

Size A D C H || L || LI
DN15 3/4" 120 18 15 137 180 64
DN20 140 22 19 145 185 64
DN25 1" 160 28 25 173 210 80
DN32 1 1 /4" 176 34 31 210 240 80
DN40 1 1 2" 190 40 37 260 250 80
DN5O 2" 210 52 49 301 330 100

Clamp Angle Seat Valve
Part no:ASV02

(mm) (m 3 /h) (ba r )  (bar )

50. 5 8 0-16 2. 7
50.5 19 0-16 2 .0
50.5 27.5 0-16 2 .0 A

-> ------
i
T50. 5 42 0-16 2 .0

50. 5 52 0-16 2 .0 B

64 77 0-14 1.6

Size B| A || C || D || H || L || LI
DN15 3/4" 120 15 50.5 137 180 64
DN20 140 19 50.5 145 185 64
DN25 1" 160 25 50.5 173 210 80
DN32 1 1/4" 176 31 50.5 210 240 80
DN40 1 1/2" 190 37 50.5 260 250 80
DN50 2" 210 49 64 301 330 100

Female Angle Seat Valve
Part no:ASV03

Kv
(m 3 /h) ( bar ) ( bar )

G 3/8" 3 .7

0-16

4 .0
Gl/2" 4 .2 2 .7
G 3/4" 8. 0 2 .7 I

A

G 1" 19.0 2 .0 T

G 1 1/4" 27.5 2 .0 B

G 1 1/2" 42 2 .0
G 2" 52 2 .0

G 2 1/2" 77 1 .6

Size A D H
DN10 65 G 3/8" 122 145 64
DN15 85 G 1/2" 137 173 64
DN20 95 G 3/4" 145 178 64
DN25 105 G 1" 173 212 80
DN32 120 G 1 1/4" 210 255 100
DN40 130 G 1 1/2" 260 301 126
DN50 150 G 2" 301 346 158
DN65 185 G 2 1/2" 315 372 158
DN80 220 G 3" 335 400 158

— Q
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