
STRAINER/FILTER

Operating Principles

Y-Type pot  FilterAngle-type Strainer

Working Principle: filter is used to  prevent the solid particles from
media mixed into the follow-up pipeline facilities.The larger solid
particles or impurities will remaining in it after the media is put into
proper filter core, as i t  can reach the request. When surrounding
pressure of the filter exceeds demand, or when the filter core is
damaged, you can remove the filter, clean or change new filter core,
and re-install it.

f i l ters can be matched by dif ferent cores according t o  usage
requirements. There are three types of coresfmetal mesh, perforated
plate and wedge wire)
The filtering capabilities are as follows

Effective a rea (%)Mesh
30 0,55 48

40 0,40 46

60 0,30 52,6

80 0,20 42

100 0,15 36,2

165 0,10 45,4

sc reen  m esh

A(mm)
?Lg Effective area(%)Perforated Plate

28

Inline straight f i l ter Y-type Strainer

 
Features:

Filter housing:SS304 or SS316
Gasket: EPDM(Standard),Silicone,Viton.  All FDA certificted
Surface finish: Mirror polish or Bright finish
Connections: Welded, clamped, threaded. According to DIN,SMS,3A,ISO,RJT norms
Working Temp: -10°C / +120°C
Max working Pressure: 10 bar
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STRAINER/FILTER

Welded S t r a igh t  S t r a ine r  Pa r t  no :  F01

Size
H B

DIN DXT 3A DXT SMS DXT ISO/IDF DXT

DN25 28X1.  5 1" 25 .4X1 .65 25 25 .4X1 .  5 4) 25 25 .4X1 .5 325.0 114.0

DN32 34X1.  5 1 1 /4" 31 .8X1 .65 32 31 .8X1 .5 4)32 31 .8X1 .5 330. 0 114.0

DN40 40X1 .5 1 1 /2" 38. 1X1 .65 38 38. 1X1 .5 4>38 38. 1X1 .5 330.0 114.0

DN50 52X1 .5 2" 50 .8X1 .65 51 50 .8X1 .5 4)51 50 .8X1 .5 350.0 125.0

DN65 70X2 2 1 /2" 63 .5X1 .65 63 63 .5X2 4)63 63. 5X2 405. 0 138. 0

DN80 85X2 3" 76 .2X1 .65 76 76 .2X2 4)76 76 .2X2 500.0 148. 0

DN100 104X2 4" 101. 6X2 .  1 102 101 .6X2 4)102 101 .6X2 600. 0 178.0

Welded ang le - type  S t r a ine r  Pa r t  no :  F02

Size
H B LI L2

DIN DXT 3A DXT SMS DXT ISO/IDF DXT

DN25 28X1.5 1" 25.4X1.65 25 25.4X1.5 4>25 25.4X1.5 325.0 114.0 76. 0 95. 0

DN32 34X1.5 1 1 /4" 31.8X1.65 32 31.8X1.5 4)32 31.8X1.5 330.0 114.0 76. 0 95. 0

DN40 40X1.5 1 1 /2" 38. 1X1.65 38 38. 1X1 .5 4>38 38. 1X1. 5 330.0 114.0 76. 0 95. 0

DN50 52X1.5 2" 50.8X1.65 51 50.8X1.5 4)51 50.8X1.5 350.0 125.0 89.  0 110. 0

DN65 70X2 2 1 /2" 63. 5X  1. 65 63 63.5X2 4>63 63.5X2 405.0 138.0 102. 0 125. 0

DN80 85X2 3" 76.2X1.65 76 76. 2X2 4)76 76.2X2 500.0 148.0 114. 0 145. 0

DN100 104X2 4" 101.6X2. 1 102 101.6X2 4) 102 101.6X2 600.0 178.0 140. 0 165. 0

Part no: F03

Part no: F04

Welded Y-type S t r a ine r

Size
H 1.1

DIN DXT 3A DXT SMS DXT ISO/IDF DXT

DN25 28X1.  5 1" 25 .4X1 .65 25 25 .4X1 .  5 4) 25 25 .4X1 .  5 120.0 115.0

DN32 34X1 .5 1 1/4' 31 .8X1 .65 32 31 .8X1 .5 4> 32 31 .8X1 .5 150.0 140.0

DN40 40X1 .5 1 1/2" 38. 1X1 .65 38 38. 1X1 .5 4)38 38. 1X1 .5 170.0 160.0

DN50 52X1 .  5 2" 50. 8X  1. 65 51 50 .8X1 .5 4)51 50. 8X  1. 5 190. 0 182.0

DN65 70X2 2 1 /2" 63 .5X1 .65 63 63. 5X2 4)63 63. 5X2 235.0 245.0

DN80 85X2 3" 76 .2X1 .65 76 76 .2X2 4)76 76 .2X2 280.0 285.0

DN100 104X2 4" 101 .6X2.  1 102 101. 6X2 4)102 101 .6X2 345.0 345.0
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Cartridge Micro-Filter Housing

Features:
Cartridge filter housing is available in 1,3,5 and 7 round configurations
and in 10", 20",30" and 40"length cartridge.
Max Operating Pressure:   10 bar
MaxTemp: 107° C
Connections Inlet/Outlet: Tri-clamp.
Drain Ports:  1/2” tr i-clamp
Gauge Port  with Vent: 1-1/2” tr i-clamp with 1/2” tr i-clamp vent
Gaskets: Silicone (standard), EPDM
Cartridge Type 222 or  226 cartridges (maximum 2-3/4” OD)
Optional Sanitary twist valve for vent and drains

Cartridge material:
Polypropylene(PP) :0.1pm-0.45pm
Polyethersulfone(PES):0.1pm-0.2pm

Housing:SS304 or SS316
Finish:High quality mirror polish  Ra < 0.6pm

Rebreather

Illi Illi
Illi Illi
Illi Illi
Illi Illi
Illi Illi

22 50.5
29 50.5
35 50.5
48 64

<PD1

<PD

Floor Drainer
Size A D D1

1" 80 25 130
1.5" 80 38 130
2" 100 51 195

2.5" 100 63 195
3" 130 76 230
4" 130 100 230
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