
REGULATING VALVE

Regulating valve is suitable to control different rate of flow, pressure, temperature.
It is widely used in food, pharmacy,cosmetic, purified water, beer, beverage industries.
It can be both manually operated and electric,air actuated

Material:
Stainless steel wetted part: SS304 or SSS316L 
Gasket: EPDM, PTFE.metal/metal

Standand Designs:
Welded end.(clamped,threaded ends are options)
EPDM gasket
Normally closed
Positioner: I/P (P/P is optional）
Signal range:4-20mA

Suface Finish:
External:Sand Blasted Ra≤1.6μm.or Bright finishe Ra≤0.6μm
Internal:Mirror polish to Ra≤0.6μm

Manual or pnuematic regulating control valve

Application
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REGULATING VALVE

Table One:Technical  Data

Nominal Diameter D IN DN25-DN100

Weld ing  Connect ion D IN

ISO/IDF SMS

DIN1 1850
1 "~4"

Pipeline According to DIN11850

1"~4"

Nomina l  Pressure PN I .OMpa PN<1 .0Mpa

seal Metal or  Soft Seal ing

Character ist ics Equal  percentage o r  l inear

Measure  Rat io 50:1 DN50 ;  DN65 30 :1  50:1(DN15-DN50),30:1(DN65-DN100)

Temperature Range -10°C~+150°C -10°C~+150”C

Table Two:  Reference Data for Choosing Type

Size

Flow Kvs m 3 /h

„„2cm

The Area of Actuator cm2

mm

Effective Distance mm

The WorKing Range of Actuator

AP Used for APis ( V alve normally close)
D IN ISO/ IDF 5bar 10ba r

DN15
1.6

120 7 .5

1 .  7 -2 .1

2 .5 1 .  7 -2 .1
DN20 4 1 .  7 -2 .1

DN25 1"
6 .3

240 15
0 .3 -1 .  1 0 .9 -3 .  3

10 0 .3 -1 .  1 0 .9 -3 .  3

DN40 1 .5 "

10

240 15

0 .6 -2 .  2 0 .9 -3 .  3

16 0 .6 -2 .  2 0 .9 -3 .  3

25 0 .6 -2 .  2 0 .9 -3 .  3

DN50 2"

16
240

15

0 .6 -2 .  2 0 .9 -3 .  3

25 0 .6 -2 .  2 0 .9 -3 .  3

35 350 1 .  4 -2 .3 2 .  1 -3 .  3

DN65 2 .5 "

25

350 15

1 .  4 -2 .3 2 .  1 -3 .  3

35 1 .  4 -2 .3 2 .  1 -3 .  3

60 1 .  4 -2 .3 2 .  1 -3 .  3

DN80 3"

35

350 15

1 .  4 -2 .3 2 .  1 -3 .  3

60 1 .  4 -2 .3 2 .  1 -3 .  3

80 1 .  4 -2 .3 2 .  1 -3 .  3

DN100 4"
60

350 15
1 .  4 -2 .3 2 .  1 -3 .  3

100 1 .  4 -2 .3 2 .  1 -3 .  3

Table Three: The Quality Requirement for Compressed Air Used in Actuator
Compressed Air Connection R1/8"(BSP) Air pipe with air  connection R1/8"(BSP)

Min imum W or  ing Pressure 0 .4Mpa  0.4Mpa

Maximum Air Supply Pressure 0 .6Mpa  0.6Mpa

Maximum Pellet Size 0 .01mm 0.01mm

Maximum Oil Content 0 .08ppm 0.08ppm

Dew Point 1 0°C 1 0°C lower than air  temperature or  lower

Maximum W ater Content 7 .5g /  g 7.5g/ g
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REGULATING VALVE

Membrane pnuematic regulating control valve Part no:RGV01

SIZE d D L Hl A H
1" 22.  4 25.  4 72 72 285 429

1 .  25" 35.  1 38.  1 72 72 285 429
1 .  5 " 35.  1 38.  1 72 72 285 459

2" 47.  8 50 .  8 72 72 285 459
2. 5 " 59 .  5 63.  5 80 75 360 543

3" 72.  2 76.  2 97 97 360 574
3.  5 " 84 .  9 88 .  9 107 97 360 579

4" 97 .  6 101 .  6 114 106 360 560

.___1____

Part no:RGV02

SIZE d D L Hl A H
DN25 25 28 72 72 285 429
DN32 31 34 72 72 285 429
DN40 37 40 72 72 285 459
DN50 49 52 72 72 285 459
DN65 66 70 97 97 360 530
DN80 81 85 107 97 360 579

DN100 100 104 114 106 360 560

Manual flow rate regulating valve
Part no:RGV03

SIZE d D L Hl H
1" 22.4 25.4 72 72 192

1.25" 28. 8 31.8 72 72 192
1.5" 35.1 38.1 72 72 192
2" 47.8 50.8 72 72 192

2.5" 59.5 63.5 80 75 201

Part no:RGV04

SIZE d D L Hl H
DN25 25 28 72 72 192
DN32 31 34 72 72 192
DN40 37 40 72 72 192
DN50 49 52 72 72 192
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