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Valve Body:

e gyt heter, e,
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I IR
120°C 248°C
P44 B 0. ATST 304
WA I PTRE

ey
o

[0C 50° F4

ALST 316L

Connections: thread, clamp, weld
Max, 10bar

Min. vacuum

pressure: 145psi

pressure.
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P B Valve Shaft:

PG B e AT

B e R T A0 T Tl

FFRIEIT LK 14T 4

SS304 or SS316L
SS304 or SS316L

Seat Seal:

O ring Seal:
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PTFE. Viton
Silicon, EPDM, IFPM

Cx

3/4"

BSP 3/8" 89

BSP 1/2" 89

BSP 3/4" | 89




Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

N /) 2z 3snai
i il.LEVEL GAUGE /)

N

WAL R R R &, AN SO F B IR AL it
ZIEAEHE b, AT EHE R AR AL B 1 L B
AE, R DAE A REUE

B 1/4".3/8",1/2".3/4"

EE: —Eﬁo ﬁ%&v ﬁ%

Application

Level gauge is used to observe liquid level in the vessel.There is calibration on level gauge,for
the using of reading

Usually,one upper level gauge,one bottom level gauge and visible glass tube combine a set for
using on tanks.

The level gauges are suitable for OD19mm glass tube.

Size:1/4".3/8",1/2".3/4"

Connection end:clamp,threaded,welded

TECHNICAL DATA

Max. Pressure: 10Bar

Min. Pressure: ~ Vacuum

Working Temperature: 107 to 120°C
Body Material:  AISI 304/ 316L

Seal Material: Silicon per FDA 177.2600

Rl BRI

Transparent
Glass Tube

Level Gauge(upper) Tri-Clamp Level Gauge with Sampling function
Part no:LGV01 Part no:LGV02
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DS /) SR e
T WA . ASPETIC SAMPLING VALVE =/

TAER

% JC B BURE 1R 8 48 IR BURE Il JR A

BITF)E : BUE- B ieds FA (TRERM ) S08E ms BRIEF (F/RE/IT)
RIFJEFEHBERRT . N FHAAREFKE, RFREED

XA : BFE-BSMRHSR, NEMREXART, REKEANHEETS,
ATHE. WMREARR, BREHOR-NMNENENLZERE.

TR RFEME, 49, ok, Rit, #ETL

Aseptic Sampling Valve is designed for sterilization before and after

each sampling

Valve open is sampling:By rotating the wheel or operating the handle level
Valve close is sterilization.If it is used for steam,a mini safety valve
isrecommended to install at the outlet.

Temperature range of EPDM: 0 to 130° C /32 to 266° F
Temperature range of PTFE: 0 to 150° C/32to 302° F
Max. working pressure: 6Bar(87psi)

TAEJR ¥ Working principle

Opening valve, sampling operating structure Closing valve, sterilization operating structure

BITHE: BUEE BIIxH: EHE
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Valve Head Type
Turning Knob Level Handle
S : Pneumatic&Manual
Btk T4 HF A P
&1 & 2 &Y Valve Side Port Type

A Hose Place B Welding End C  Mini Tri-clamp D Hose Adaptor
i i i i
| | | |
! | S l
| | | |

E Hose Place F Welding End G Mini Tri-clamp H Hose Adaptor
i i i i
| | | |
| | | |
T T R T 7 T
| | | |

I  Hose Place J  Welding End K Mini Tri-clamp L Hose Adaptor
| | | |
| | oL 12 |
| | | |

M Hose Place N welding End O Mini Tri-clamp P Hose Adaptor
i i i i
| | | |
| | | |
T T R T s T
| | | |
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T WA . ASPETIC SAMPLING VALVE

2,

S 12 B T B 1)
Welded Aseptic Sampling Valve

4 B TC I BURE R

Clamped Aseptic Sampling Valve

90
Aq
:1: = )
N\ 7,
»@K«
Partno:ASV01
SIZE d D A C H K
M4 4 25 3 9.5 68 |25.4
W9 8 28 7.2 14 93 |[50.5
+ 2 TC B BURE 1R

Clamped Aseptic Sample Valve

Part no:ASV02

4

25.

Part no:ASV03
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e /) xR IE
T B ASPETIC SAMPLING VALVE T

SR R T I BURE 1R
Welded Aseptic Sampling Valve

Part no:ASV04

SIZE| d D B C H1 1§l
DN6 6 28 | 9.5 5 |37.5| 85
DN8 8 28 | 9.5 5 |44.5| 85
DN1O [ 9.5 | 28 14 | 9.5 | 44.5| 85
DN15 | 12 38 14 | 9.5 | 41.5| 93

~F 48 2 70 T U #R)
Clamped Aseptic Sampling Valve

Part no:ASV05

SIZE| d D B C H1 I
DN6 6 [25.4 9.5 5 |37.5| 85
DN8 8 [25.4| 9.5 5 | 44.5| 85
DN1O [ 9.5 | 25.4| 14 | 9.5 | 44.5| 85
DN15| 12 |50.5| 14 | 9.5 | 41.5| 93

SR H R TC B R 1R
Welded Aseptic Sampling Valve

Part no:ASV06

SIZE| d D B C H1 H
DN6 6 28 |25.4| 5 |37.5| 85
DN8 3 28 |25.4| 5 |44.5| 85
DN1O [ 9.5 [ 28 |25.4| 9.5 | 44.5| B85
DN15| 12 38 |25.4] 9.5 |41.5| 93

4 BT B BURE R

Clamped Aseptic Sampling Valve Part no:ASV07

SIZE| d D B C H1 H
DN6 6 |25.4(25.4| 5 |37.5] 85
DN8 8 |25.4(25.4| 5 |44.5| 85
DN1O | 9.5 [25.4|25.4| 9.5 |44.5| 85
DN15| 12 |50.5]25.4| 9.5 |41.5| 93
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e /) xR IE
T B ASPETIC SAMPLING VALVE T

JR R R TC B BURE R
Welded Aseptic Sampling Valve

Part no:ASV08

SIZE| d D B C H1 H
DN6 6 28 8 5 |37.5| 85
DN8 8 28 8 5 |44.5| 85
DNIO | 9.5 | 28 |12.7| 9.5 |44.5| 85
DN15| 12 38 |12.7] 9.5 | 41.5| 93

4 B TG B ORI
Clamped Aseptic Sampling Valve

Part no:ASV09

SIZE| d D B C H1 H
DN6 6 |25.4| 8 5 |37.5] 85
DN8 8 |25.4| 8 5 |44.5| 85
DN1O | 9.5 [25.4|12.7| 9.5 [44.5| 85
DNI5 | 12 |[50.5|12.7| 9.5 [41.5| 93

F 3 B IF B TC B BURE 1R

Manual Aseptic Sampling Valve with handle level

| Partno:ASV10

SIZE| d D B C H1 H
. DN6 6 |25.4|25.4| 5 |37.5|87.5
DN8 8 [25.4(25.4| 5 |44.5| 89
DN1O | 9.5 | 25.4|25.4] 9.5 [44.5| 89
DN16 | 12 |50.5]25.4| 9.5 |41.5| 105

B B R

Pneumatic Aseptic Sampling Valve

Partno:ASV11

SIZE| d D B C H1 H

DN6 6 |25.4|25.4| 5 |37.5| 100
DN8 8 [2b.4|25.4] 5 |44.5| 101
DNIO | 9.5 |25.4|25.4| 9.5 | 44.5| 101
DN15 | 12 |50.5|25.4| 9.5 |41.5| 107
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TN N a JEZISIAIL I
T WA . ASPETIC SAMPLING VALVE T

FR— R TC H B R

Pneumatic&Manual Aseptic Sampling Valve

LE Part no:ASV12

SIZE| d D B © H1 H

DN6 6 [25.4|25.4| 5 |37.5] 105
DN8 8 [25.4(25.4| 5 |44.5| 106
DNIO | 9.5 |25.4]25.4| 9.5 |44.5| 106
DN15| 12 |50.5]25.4| 9.5 | 41.5| 112

7K ¥ B TC B BURE 1)
Aseptic Sampling Valve With cooling Device
Part no:ASV13

SIZE| d D B C H1 H

DN6 6 [25.4(25.4| 5 |37.5] 105
DN8 8 [25.4(25.4| 5 |44.5| 106
DNIO | 9.5 |25.4|25.4| 9.5 |44.5| 106
DN15 | 12 |50.5|25.4| 9.5 | 41.5| 112

84

Weld type Clamp type
|

giJ:D

85

128

;
1
i
I
I

34

68

Pneumatic & Manual
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