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SAMPLING VALVE

Application

It is  mainly used  to take  samples from tank,  vessel  o r  pipelines.
Or i t  can be  installed at the bot tom of tank,
pipeline to  discharge  remains

Material
Technical  Data Valve Body: SS304 or SS316L

Valve Shaft: SS304 or SS316L
Seat Seal: PTFE.Viton
O ring Seal: Silicon, EPDM, FPM

ell ipse wheel

<DD

II

Connections: thread, clamp, weld
Max. pressure:  lObar 145psi
Min. pressure:  vacuum
Temp : -10°C/50T to  120°C/248°F

round wheel Threaded sample valve
Part no:SMV02

Size G H

3/8" BSP 3/8" 89

1/2" BSP 1/2" 89

3/4" BSP 3/4" 89

Clamped sample  valve
Part no :SM V01

Size D H

l/2"-3/4" 25.4 89

r- i .5 ‘ 50.5 89

Clamp Yogurt Sample  Valve
Part  no:SMV03
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ASPETIC SAMPLING VALVE

Aseptic Sampling Valve is designed for sterilization before and after
each sampling
Valve open is sampling:By rotating the wheel  or  operating the handle level
Valve c lose  is  sterilization.  If it is used for steam, a mini safety valve
is recommended to install at the outlet.

Temperature range of EPDM: 0 to 130° C / 32 to 266° F
Temperature range of PTFE: 0 to 150° C / 32 to 302° F
Max. working pressure:  6Bar(87psi)

Working principle

Closing valve, sterilization operating structureOpening valve, sampling operating structure

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - info@rometec.it

Rometec srl - www.rometec.it - info@rometec.it - Rometec srl - www.rometec.it - info@rometec.it

http://www.rometec.it
http://www.rometec.it


ASPETIC SAMPLING VALVE

Valve Head Type

Pneumatic&Manual
Turning Knob Level Handle

Valve Side  Port  Type

Hose Place

E Hose Place

C Mini Tri-clamp D Hose AdaptorB Welding End

H Hose AdaptorF Welding End G Mini Tri-clamp

I Hose Place L Hose AdaptorJ Welding End K Mini Tri-clamp

M Hose Place N Welding End P Hose Adaptor0 Mini Tri-clamp
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Con ritorno a molla

ASPETIC SAMPLING VALVE

Welded Aseptic Sampling Valve Clamped Aseptic Sampling Valve

0K0D

Part no:ASV01

SIZE d D A C H K
M4 4 25 3 9.  5 68 25. 4
W9 8 28 7. 2 14 93 50. 5

Clamped Aseptic Sample Valve

oo

35.5 OU. u

Part no:ASV02 Part no:ASV03
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1/2"
1"

ASPETIC SAMPLING VALVE

Welded Aseptic Sampling Valve

Part no:ASV04

SIZE d D B C Hl H

DN6 6 28 9 .5 5 37. 5 85

DN8 8 28 9 .5 5 44. 5 85

DN10 9. 5 28 14 9 .5 44. 5 85

DN15 12 38 14 9.  5 41. 5 93

Clamped Aseptic Sampling Valve

Part no:ASV05

SIZE d D B C Hl H

DN6 6 25 .4 9 .5 5 37. 5 85

DN8 8 25 .4 9 .5 5 44. 5 85

DN1O 9.5 25 .4 14 9. 5 44. 5 85

DN15 12 50 .5 14 9. 5 41. 5 93

Welded Aseptic Sampling Valve

Part no:ASV06

SIZE d D B C Hl H

DN6 6 28 25 .4 5 37. 5 85

DN8 8 28 25 .4 5 44. 5 85

DN10 9. 5 28 25 .4 9 .5 44. 5 85

DN15 12 38 25 .4 9 .5 41. 5 93

Part no:ASV07Clamped Aseptic Sampling Valve

SIZE d D B C Hl H

DN6 6 25 .4 25 .4 5 37. 5 85

DN8 8 25 .4 25 .4 5 44. 5 85

DN10 9. 5 25 .4 25 .4 9. 5 44 .5 85

DN15 12 50 .5 25 .4 9. 5 41. 5 93
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ASPETIC SAMPLING VALVE

Welded Aseptic Sampling Valve

Part no:ASV08

SIZE d D B C Hl H

DN6 6 28 8 5 37. 5 85

DN8 8 28 8 5 44. 5 85

DN10 9. 5 28 12. 7 9. 5 44. 5 85

DN15 12 38 12. 7 9 .5 41. 5 93

Clamped Aseptic Sampling Valve

Part no:ASV09

SIZE d D B C Hl H

DN6 6 25 .4 8 5 37. 5 85

DN8 8 25 .4 8 5 44. 5 85

DN1O 9. 5 25 .4 12. 7 9. 5 44. 5 85

DN15 12 50 .5 12. 7 9. 5 41. 5 93

Manual Aseptic Sampling Valve with handle level

Part no:ASV10

SIZE d D B C Hl H

DN6 6 25 .4 25 .4 5 37. 5 87. 5

DN8 8 25 .4 25 .4 5 44. 5 89

DN10 9.  5 25 .4 25 .4 9. 5 44. 5 89

DN15 12 50 .5 25 .4 9. 5 41. 5 105

Pneumatic Aseptic Sampling Valve

Part no:ASVll

SIZE d D B C Hl H

DN6 6 25 .4 25 .4 5 37. 5 100

DN8 8 25 .4 25 .4 5 44. 5 101

DN10 9.  5 25 .4 25 .4 9. 5 44. 5 101

DN15 12 50. 5 25 .4 9 .5 41. 5 107
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ASPETIC SAMPLING VALVE

Pneumatic&Manual Aseptic Sampling Valve
Part no:ASV12

SIZE d D B C Hl H

DN6 6 25 .4 25 .4 5 37. 5 105

DN8 8 25 .4 25 .4 5 44 .5 106

DN10 9. 5 25 .4 25 .4 9. 5 44. 5 106

DN15 12 50. 5 25 .4 9. 5 41. 5 112

Aseptic Sampling Valve With cooling Device
Part no:ASV13

SIZE d D B C Hl H

DN6 6 25.4 25 .4 5 37. 5 105

DN8 8 25.4 25 .4 5 44. 5 106

DN10 9. 5 25 .4 25 .4 9. 5 44. 5 106

DN15 12 50. 5 25 .4 9. 5 41. 5 112

Weld type Clamp type

050. 5

68Pneumatic & Manual
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