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Check valve is used to prevent fluid from flowing back and ensures to

flow in only one direction.Suitable for low and medium viscosity fluids.

#/EJE ¥ operating principle
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The valve opens when pressure of fluid exceeds to the pressure of spring.

The valve closes when the pressures are equal.

#f FiMaterials
All parts welted with fluids are made of Ss304 or SS316L

Seal:EPDM or VITON

#H AR M ETechnical data

£ K JE 51 Max pressure:10bar

J¥ )& & J1Opening pressure:0.3bar(DN25)
0.2bar(DN32-DN40)
0.1bar(DN50-DN100)

TAEREWorking Temp:-10C to +120°C (EPDM)

EEGR: BE, FE, BY

Connection end:Butt-weld, Tri—-clamp,Threaded

Norms:3A,DIN.SMS,RJT,ISO
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DIN Welded Check Valve
Part no:CKV01
Size H D D1 t
DN15 70 76.5 18 15
DN20 70 76.5 22 1.5
DN25 70 76.5 28 1.5
DN32 70 87 34 1.5
DD1 DN40 70 87 10 1.5
| DN50 80 100 52 1.5
t 1 | DN65 90 115 70 2.0
—!: DN8O 100 128 85 2.0
S DN100 100 164 104 2.0
Caguun § \ ,@
T . INCH Welded Check Valve
A Part no:CKV02
Size H D D1 t
1/2” 70 76.5 12.7 1.65
: 3/4” 70 76.5 19. 05 1.65
1” 70 76.5 25.4 1.65
11/4” 70 87 31.7 1.65
1.57 70 87 38. 1 1.65
27 90 100 50. 8 1.65
2.5” 98 115 63.5 1.65
37 106 128 76.2 1.65
4” 110 164 101.6 2.1
DIN Clamped Check Valve
Part no:CKV03
Size H D D2 Dn
DN15 70 76.5 34 15
DN20 70 76.5 34 19
DN25 70 76.5 50.5 25
DN32 70 87 50.5 31
DN40 70 87 50. 5 37
DN50 90 100 64 49
DN65 98 115 91 66
DN80O 106 128 106 81
DN100 110 164 119 100

Inch Clamped Check Valve
Part no:CKV04

. Size H D D2 Dn
1/2” 81 76.5 25.4 9.4
3/4” 81 76.5 25.4 15.8
1”7 95.5 76.5 50.5 22.1
11/4” 95.5 87 50. 5 28.4
1.5” 95.5 87 50.5 34.8
27 115.5 100 64 47.5
2.5 123.5 115 77.5 60. 2
37 131.5 128 91 72.9
4” 141.5 164 119 97.4
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DIN#Z & R, 1k [7] i’/DIN Threaded Check Valve

Part no:CKV05

Size H D G
DN25 114 76.5 RD52x1/6
DN40 114 87 RD65x1/6
DN50 135 100 RD78x1/6
DN65 148 115 RD95x1/6
DN8O 155 128 RD130x1/4
DN100 170 164 RD130x1/4
SMSHE 2r . Ik [B] 1)/SMS Threaded Check Valve

Part no:CKVO06

Size H D G
25 110 76.5 RD40x1/6
38 116 87 RD60x1/6
51 136 100 RD70x1/6
63 152 115 RD85x1/6
76 160 128 RD98x1/6
102 170 164 RD132x1/4
SMS Welded Union Type Check Valve
Part no:CKVO07
Size A B © D B t
25 64 20 68 25. 4 53.6 1.5
32 64 20 68 31.8 53.6 1.5
38 71 21 76 38. 1 60. 6 1.5
51 86 22 86 50. 8 74.6 1.5
63 100 24 102 63.5 87.6 2.0
76 112 26 110 76.2 97.5 2.0
89 123 2 120 88.9 109. 5 2.0
102 143.5 31 135 101.6 129.5 2.0
DIN Welded Union Type Check Valve
Part no:CKV08
Size A B c DIN11850-1 DIN11850-2
DXt DXt
DN25 64 20 68 53.5 28x1. 5 29x1.5
DN32 64 20 68 53.5 34x1. 5 36x1. 5
DN40 71 21 76 60. 5 40x1.5 41x1.5
DN50 86 22 86 74.6 52x1. 5 53x1.5
DN65 108 25 102 94.6 70x2 70x2
DN8O 123 26 120 109.5 85x2 85x2
DN100 145.3 31 135 129.5 104x2 104x2
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Y Ball Check Valve

Working Principle

When liquid flows through the valve, the ball is forced into the
branch of the valve allowing full fluid flow. When the liquid stops,
equalizing the pressure, the ball drops back into the seat, preventing
back flow. Should reverse flow occur, the differential pressure will
cause the ball to seal firmly against the seat preventing leakage.

Design Features

Two piece construction for easier alignment during installation
—ID and OD polished to 3A standards

— All metal contact surfaces of 316L stainless steel construction
- PTFE ball

— Field serviceable without special tools

Technical Data
Max. Temperature: —10 degree C — 120 degree C
Max. Pressure: 10 Bar
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Part no:CKV09

SIZE A C D E F
in mm in mm in mm in mm in mm
11/2" 7.50 190.5 1.50 38.1 3.30 83.82 1.87 475 252 64
2" 8.50 2159 2.00 50.8 3.90 99.06 2.33 593 3.05 77.5
21/2" 10.00 254 2.50 63.5 4.50 1143 2.87 729 3.58 91
3" 11.50 292.1 3.00 76.2 5.30 134.62 3.83 974 4.69 119
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