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Two-Piece Type Ball Valve

THERERSE

NFRIEFS: PN1.6, 2.5, 4.0, 6.4MPa
BEIRIEESN: PT2.4, 3.8, 6.0, 9.6MPa
RESZHXKES: 0.6MPa

EANER: Q1F-(16-64)C 7k, M&A. S

Specifications

Nominal pressure:PN1.6,2.5,4.0,6.4MPa
Strength testing pressure:DT2.4,3.8,6.0,
9.6MPa ow pressure):0.6MPa
Seat testing pressure(l

F s

(1000WOG-A) = i X 42 405k
(1000 WOG-A)2PC Type Ball Valve

Q11F-(16-64)P sk
Q11F-(16-64)R BEEs 2%
EHRE: -40~180C

Applicable media:
Q11F-(16-64)C water. Oil .Gas
Q11F-(16-64)P Nitric acid
Q11F-(16-64)R Acetic acid
Applicable temperature:-40~180°C

(WCB,CF8,CF8M)
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(1000WOG) = K 3t 2 4LEk 1 Materials of main parts
(DIN3202-M3)(1000 WOG)2PC iz
Type Ball Valve(DIN3202-M3) FhaR ey e L IE
Description Of Parts Q11F-(16-64)C Q11F-(16-64)P Q11F-(16-64)R
y ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
f& & Body WCB CFs CFsM
. ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
nES
f@ 2 Bonnet WCB CFs CFaM
R ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
#ik Ball 304 304 316
ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
F#F Stem 304 304 316
ZEfE Sealing BMUH Z % Polytetrafluorethylene(PTFE)
IE# Packing BI&E Z % Polytetrafluorethylene(PTFE)
FEIE R

(2000WOG) = F =X IR LIk
(2000WOG)2PC Type Ball Valve

Main outer size

(3000WOG) = = AR SU3k R (P M )
(3000WOG)2PC Type Ball Valve With

http://cnsunthai.com

DN G d E H w
) 2 -M3
8 1/4" 10 55 55 115 50 90
10 3/8" 12 55 60 115 50 90
15 1/2" 15 63 75 14 58 90
20 3/4" 20 73 80 15 62 110
25 1" 25 84 90 15 72 120
32 10" 32 98 110 18 80 130
40 155" 38 106 120 19 90 150
50 2" 50 121 140 19 98 170
65 2., 64 146 185 23 125 220
80 3" 78 166 205 25 138 240
100 4" 100 204 240 28 156 300
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T RERSE

NFRIEFS: PN1.6, 2.5, 4.0, 6.4MPa

BERIBESN: PT2.4, 3.8, 6.0, 9.6MPa

RESZHIKKES: 0.6MPa

FANER: QIF-(16-64)C K. MBS

Q11F-(16-64)P R
Q11F-(16-64)R BEEs 2%

iE IS —40~180C

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

T ].SCREWED INDUSTRIAL VALVE

JE AL J
SUNTHAI VALVE

2,

= RN RSBk R
Three-Piece Type Ball Valve

Specifications

Nominal pressure:PN1.6,2.5,4.0,6.4MPa
Strength testing pressure:PT2.4,3.8,6.0,
9.6MPa
Seat testing pressure(low pressure):0.6MPa
Applicable media:
Q11F-(16-64)C Water .Oil. Gas
Q11F-(16-64)P Nitric acid
Q11F-(16-64)R Acetic acid

T

WCB. CF8. CF8M)

Applicable temperature:-40~180°C

(1000WOG-A)= /= IRLER IR
(1000WOG-A)3PCType Ball Valve

FEZREMH
Materials of main parts
5 531.*453"}" o Q11F—(16-64)C Q11F—(16-64)P Q11F-(16-64)R (1000 WOG)= R\ P4REEk(F
escription Of Parts (DIN3202-M3) (1000WOG)3PC Type
- ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
{4k Body wCB CF8 CF8M
i ZG1Cri8Ni9Ti ZG1Cr18Ni12Mo2Ti
RS
f# 2 Bonnet wCB CFs CEaM
i ICr8Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
#fk Bal 304 304 316
i Stem ICri8Ni9Ti TCr18Ni9Ti TCr18Ni12Mo2Ti
304 304 316
Z %[ Sealing BIU&E 2% Polytetrafluorethylene(PTFE)
3E#} Packing B Z B Polytetrafluorethylene(PTFE)
FEIERF
Main outer size
DN G d L H w
8 1/4" 10 65 50 90
10 3/8" 12 65 50 90
15 1/2" 15 70/75/61 55 100
20 3/4" 20 80/80/69 60 120
25 1" 25 90/90/80 70 140
32 1" 32 110/110/96 82 140
40 1" 38 120/120/104 90 180
50 2 50 140/140/125 105 200
65 2,," 64 160/185 120 220
80 3" 78 180/205 132 240
100 100 215/240 160 300
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T H[].SCREWED INDUSTRIAL VALVE

= R VIEEEBk

al JE AL J
SUNTHAI VALVE

Three-Piece Type Welded Ball Valve

BRI TE

ABRIES: PN1.6, 2.5, 4.0, 6.4MPa

SBERIGES1: PT2.4. 3.8, 6.0, 9.6MPa

RESZEHIKXEESN: 0.6MPa

ERANE: Q61F-(16-64)C /K. MM S
Q61F-(16-64)P F§ER%E
Q61F-(16-64)R EtEs 3

EHIBE: -40~180TC

Specifications

Nominal pressure:PN1.6,2.5,4.0,6.4MPa
Strength testing pressure:PT2.4:3.8, 6.0,
9.6MPa
Seat testing pressure(low pressure): 0.6MPa
Applicable media:
Q61F-(16-64)C Water .Qil .Gas
Q61F-(16-64)P Nitric acid
Q61F-(16-64)R Acetic acid

(1000 WOG) = A B3k R
(1000 WOG)3PC Type Welded
Ball Valve

(WCB. CF8, CF8M)

Applicable temperature: — 40~180C

(1000 WOG) 4% = Fr sUI2#IK i
(1000 WOG)3PCWelded BallValve
With Connection Pipe

(1000 WOG) i = i K125 8K )
(1000 WOG)3PC Welded Ball
Valve With Extended Pipe

FEZHMH
Materials of main parts
FHaR
Description Of Parts QB61F-(16-64)C Q61F-(16-64)P QB61F-(16-64)R
o ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
i@k Body WCB CF8 CFBM
N ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
ES
{2 Bonnet WCB CFs CFaM
. ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
#fk Ball 304 304 316
F#F Stem ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
304 304 316
ZE B Sealing BIU&E Z % Polytetrafluorethylene(PTFE)
) Packing B Z % Polytetrafluorethylene(PTFE)
EBIERT
Main outer size
DN G L H W
8 1/4" 65 52 90
10 3/8" 65 52 90
15 1/2" 70/61 65 100
20 3/4" 80/69 70 120
25 1" 90/80 78 140
32 104" 110/96 82 140
40 1" 120/104 9 180
50 2" 140/125 98 200
65 2," 160 140 220
80 3" 180 155 240
100 4" 215 122 300
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T ].SCREWED INDUSTRIAL VALVE

al JE AL J
SUNTHAI VALVE

TN, .

w__’l,*n

(1000 WOG)— =t PIIREEKIR)
(1000 WOG)1PC Type Ball Valve With

(1000 WOG)— Rz IR BRI 5K
(1000 WOG)1PC Type Ball Valve
With(Locking)

LI

(1000 WOG)— R = Bk . 17
(1000 WOG)1PC Type Ball Valve With
Internal Thread Butterfly handle

— R X MR LK

One-Piece Type Ball Valve With Internal

Thread

T EERSE

AFRIES: PN1.6, 2.5, 4.0, 6.4MPa

SBERIGES: PT2.4, 3.8, 6.0, 9.6MPa

RESZHIXKES: 0.6MPa

BEBRANER: Q11IF-(16-64)C K. jHM. S
Q11F-(16-64)P f§ER 2
Q11F-(16-64)R Bt 2%

EHIBE: -40~180TC

(WCB. CF8, CF8M)

Specifications

Nominal pressure:PN1.6,2.5,4.0,6.4MPa
Strength testing pressure:PT2.4,3.8,6.0,
9.6MPa
Seat testing pressure(low pressure):0.6MPa
Applicable media:
Q11F-(16-64)C Water.Oil.Gas
Q11F-(16-64)P Nitric acid
Q11F-(16-64)R Acetic acid
Applicable temperature:-40~180°C

2L

.

[

AL — R VBRI
1PC Ball Valve With Test Hole

« W
H
i Jq—
7]
FEZHEMH L
Materials of main parts
FUHER
Description Of Parts Q11F-(16-64)C Q11F-(16-64)P Q11F-(16-64)R
. ZG1Cr18NigTi ZG1Cr18Ni12Mo2Ti
#{ Body WCB CF8 CF8M
. ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
#ik Ball 304 304 316
- ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti
#I#T Stem 304 304 316
1B Sealing BMUm Z /& Polytetrafluorethylene(PTFE)
344 Packing B MUm Z k& Polytetrafluorethylene(PTFE)
FEIERT
Main outer size
DN G d L H w
8 1/4" 5 40 28 70
10 3/8" 7 45 30 70
15 172" 9 55 34 90
20 3/4" 12 60 38 920
25 1" 15 70 50 110
32 1,," 20 80 56 120
40 1" 25 86 60 130
50 2o 32 101 65 140
65 2" 38 117 72 170
80 3" 50 140 105 185

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it
ayy

http://cnsunthai.com




Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

. o7/ ) TR
T MI].SCREWED INDUSTRIAL VALVE =/

R BE 50 = 1B BK 1]
Female Three Way Ball Valve

TERERSE
NRIES: PN1.6, 2.5, 4.0, 6.4MPa
BEIRIES: PT2.4, 3.8, 6.0, 9.6MPa

Specifications
Nominal pressure:PN1.6,2.5,4.0,6.4MPa
Strength testing pressure:PT2.4,3.8,6.0,

{RESZERBESN: 0.6MPa 96MPa o, 4

. ~ 14, o e Seat testing pressure(low pressure):0.6MPa _* -

BAMR: QusF-(16-64)C . M S Applicable media: o -
Q}gF-(16-64)P FhEA% Q' F-(16-64)C Water.Oil.Gas ~ N*
Q}¢F-(16-64)R B % Q}# F-(16-64)P Nitric acid ‘ ot )

EHRE: -40~180C Qt F-(16-64)R Acetic acid e

Applicable temperature:-40~180C

(WCB. CF8. CF8M)

FEZHEMH
Materials of main parts
FHER 14 14 1
Description Of Parts Q}sF-(16-64)C Q{sF-(16-64)P Ql¥F-(16-64)R
; ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
{4 Body WCB CFs CF8M
. ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
{2 Bonnet WCB
CF8 CF8M B = B TRIE
. ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti (1000 WOG)T/LELPuiRey = &1Kis]
Bk{k Ball 304 304 316 (1000 WOG)Female 3 Way Ball Valve
14
i@4F Stem ICr18Ni9Ti 1Cr18Ni9Ti 1Cr18Ni12Mo2Ti Q¢ F-(16-64)C,PR
304 304 316
#11[E Sealing R Z %% Polytetrafluorethylene(PTFE)
E#} Packing BN Z 4% Polytetrafluorethylene(PTFE)
FEME R T
Main outer size
DN G L d H w
8 1/4" 74 10 58 110
10 3/8" 74 12 58 110
15 1/2" 74 12 58 110 i
20 3/4" 88 15 60 120
25 1" 92 20 70 140
32 1" 124 25 82 140
40 10" 138 32 95 180
50 2o 154 38 100 200
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YEINWE G id fE 55

Y-type Female Strainer

YR RIS RS
Y-type Female Strainer
SY11-(16-64)C. P. R

DN G L E B H

8 1/4" 64 12 24 44
10 3/8" 64 12 24 44
15 1/2" 64 14 26 a4
20 3/4" 75 15 32 52
25 1" 89 17 41 64
32 14" 102 20 49 68
40 15" 118 20 56 76
50 2 139 22 69 88

YRS iR AR HES O
Y-type Female Strainer
(with end cap plug)
SY11-(16-64)C. P. R

PR EZ S 1L [o] 1

Female Check Valve

T
2PCHIRL3# 5 1 1 \ J - ] —
2PC Spring Female Check Valve L {
o
]
| i N
¢ ﬂ
L »
DN G L E B H
8 1/4" 64 10 24 42
10 3/8" 64 10 24 42
15 172" 64 12 26 45
20 3/4" 80 17 32 53
25 1" 90 20 4 60
. ) 32 114" 105 20 51 64
PARLTE R 3 L )
Female Swing Check Valve 40 14" 120 20 58 76
50 2" 140 23 69 82
65 2." 165 27 86 89
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A PR SUE R R

American Type Female Globe Valve

DN G L E B H w
8 1/4" 65/68 15 23 80 70
10 3/8" 65/68 15 26 80 70
15 1/2" 65/65 16 31 88 70
20 3/4" 70/75 18 38 95 70
25 1" 80/90 20 46 110 80
32 14" 90/105 215 56 123 100
40 1,," 100/120 23 63 135 100
50 2 120/140 245 76 150 100

755 P8R SR 1R

Famale Gate Valve

DN G L E B H w
15 1/2" 55 16 31 20 70
20 3/4" 60 18 38 98 70
25 1" 68 20 46 108 70
32 " 76 215 56 128 80
40 1y 80 23 63 152 100
50 2" 93 245 76 166 100
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