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AUTOMATION

r RSKOF
G ERMANY 070 -273- 373
(valves+actuators)?2 since 1993
RUCKSCHLAGKLAPPE CHECK VALVES VALVOLE RITEGNO
OHNE FEDER WITHOUT SPRING SENZA MOLLA
Rickschlagklappe ohne Feder Swing wafer check valve without spring Valvola di ritegno a clapet senza molla
Zwischenflanschausfiihrung Wafer type for mounting between flanges Tipo wafer per montaggio tra flangie
Anschlisse: Flansche EN1092 PN10/16/25/40 Connection: Flanges EN1092 PN10/16/25/40 Attacchi: Flangie EN1092 PN10/16/25/40
(abhangig von Nennweite) (depending on diameter) (dipende dal diametro)
Nenndruck: PN16 (ab DN200 max. PN10) Pressure range: PN 16 (from DN200 max. PN10) Pressioni: PN10-PN16
GréBen: DN32 bis DN400 Sizes: DN32 to DN600 Misure: DN32 a DN600
Dichtungen: NBR, EPDM, FPM (Viton), PTFE Seals: NBR, EPDM, FPM (Viton), PTFE Guarnizioni: NBR, EPDM, FPM (Viton), PTFE
Auf Anfrage: On request: Su richiesta:
e Hohere Druckbereiche e Higher pressures ® Pressioni piu alti
® Mit Feder ® With spring e Con molla
e ANSI150 - ANSI300 e ANSI150 - ANSI300 e ANSI150 - ANSI300
Temperaturen: Temperatures: Temperature:
* NBR: -10°T +90°C * NBR: -10°T +90°C * NBR: -10°T +90°C
e EPDM: -10°T +120°C * EPDM: -10°T +120°C * EPDM: -10°T +120°C
* FPM: -10°T +150°C * FPM: -10°T +150°C * FPM: -10°T +150°C
® PTFE: -10°T +200°C ® PTFE: -10°T +200°C * PTFE: -10°T +200°C
e Metallisch: -10°T +300°C * Metallic: -10°T +300°C ® Metallico:  -10°T +300°C
Q Q Q
7Wafer A ACG
8Lug
(F;Hckichlallgklappen i PF PVDF
ecK valves
Valvole di ritegno HK@
‘ Nennweite Size Dimensione
DF Dual plate 0 Titan 4 AISI316 N NBR 04DN15 08DN40 12DN100 16 DN250
DI Disc 1 Brass 6 Plastic E EPDM 05DN20 09DN50 13DN125 17DN300
OF Without spring 2 GGG40 7 Duplex V Viton 06DN25 10DN65 14DN150 18 DN350
MF With spring 3 Steel 9 Alu-bronze P PTF 07DN32 11 DN80 15DN200 19DN400
RSKOF RSKOF RSKOF
070 273 373
DN 32 40 50 65 80 100 125 150 200 250 300
L in mm 15 16 14 14 14 18 18 20 22 26 32
Flange PN10-40 PN10-40 PN10-40 PN10-40 PN10-40 PN10-16 PN10-16 PN10-16 PN10 PN10 PN10
PN bar 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-10 0-10 0-10
Gehé&use und Scheibe Edelstahl 1.4571 (Titan) Body and disc stainless steel AISI316TI (Titan) Corpo e disco acciaio inox AlISI316TI (Titanio)
NBR RSK  OF070AN07 OF070ANO8 OF070AN09 OF070AN10 OF070AN11 OF070AN12 OF070AN13 OF070AN14 OF070AN15 OF070AN16 OF070AN17
EPDM RSK OF070AE07 OF070AE08 OF070AE0? OF070AET0 OF070AE11 OF070AE12 OF070AE13 OF070AE14 OF070AE15 OF070AE16 OF070AE17
FPM RSK  OF070AV07 OF070AV08 OF070AV0? OF070AV10 OF070AV11 OF070AV12 OF070AV13 OF070AV14 OF070AV15 OF070AV16 OF070AV17
PTFE RSK OF070AP07 OF070AP08 OF070AP09 OF070AP10 OF070AP11 OF070AP12 OF070AP13 OF070AP14 OF070AP15 OF070AP16 OF070AP17

Gehiuse GGG40 - Scheibe Stahl 1.0619 verzinkt

NBR RSK OF273BN07 OF273BN08 OF273BN0?

EPDM RSK OF273BE07 OF273BE08 OF273BEQ9
FPM RSK OF273BV07 OF273BV08 OF273BV09
PTFE RSK OF273BP07 OF273BP08 OF273BP09

Gehause und Scheibe Stahl 1.0619 verzinkt
NBR RSK  OF373AN07 OF373AN08 OF373AN09

EPDM RSK OF373AE07 OF373AE08 OF373AE0?

FPM RSK  OF373AV07 OF373AV08 OF373AV0?

PTFE RSK OF373AP07 OF373AP08 OF373AP09

Body GGGA40 - Disc steel A216 WCB zinc-coated
OF273BN10 OF273BN11 OF273BN12 OF273BN13
OF273BE10 OF273BE11 OF273BE12 OF273BE13
OF273BV10 OF273BV11 OF273BV12 OF273BV13
OF273BP10 OF273BP11 OF273BP12 OF273BP13

Body and Disc steel A216 WCB zinc-coated
OF373AN10 OF373AN11 OF373AN12 OF373AN13

OF373AE10 OF373AE11 OF373AE12 OF373AE13

OF373AV10 OF373AV11 OF373AV12 OF373AV13

OF373AP10 OF373AP11 OF373AP12 OF373AP13

Corpo GGGA4O0 - Disco ferro A216 WCB zincato
OF273BN14 OF273BN15 OF273BN16 OF273BN17
OF273BE14 OF273BE15 OF273BE16 OF273BE17
OF273BV14 OF273BV15 OF273BV16 OF273BV17
OF273BP14 OF273BP15 OF273BP16 OF273BP17

Corpo e Disco ferro A216 WCB zincato
OF373AN14 OF373AN15 OF373AN16 OF373AN17

OF373AE14 OF373AE15 OF373AE16 OF373AE17

OF373AV14 OF373AV15 OF373AV16 OF373AV17

OF373AP14 OF373AP15 OF373AP16 OF373AP17
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AUTOMATION

RSKOF
373-474-979

PG

RUCKSCHLAGKLAPPE
OHNE FEDER

Rickschlagklappe ohne Feder
Zwischenflanschausfiihrung

Anschliisse: Flansche EN1092 PN10/16/25/40
(abhangig von Nennweite)

Nenndruck: PN 16 (ab DN200 max. PN10)
GroBen: DN32 bis DN600

Dichtungen: NBR, EPDM, FPM (Viton), PTFE

Auf Anfrage:

® Hohere Druckbereiche

* Mit Feder

e ANSI150 - ANSI300
Temperaturen:

* NBR: -10°T +90°C
e EPDM: -10°T +120°C
* FPM: -10°T +150°C
* PTFE: -10°T +200°C
e Metallisch: -10°T +300°C

DN 32 40 50
Lin mm 15 16 14
Flange PN10-40 PN10-40 PN10-40
PN bar 0-16 0-16 0-16

Gehause Stahl 1.0460 - Scheibe Stahl 1.0619 verz.

NBR RSK  OF373CN07

EPDM RSK OF373CE07

FPM RSK  OF373CV07

PTFE RSK  OF373CP07

316SS

NBR RSK OF474AN07 OF474AN08 OF474AN09 OF474AN10 OF474AN11
EPDM RSK OF474AEQ7 OF474AE08 OF474AE09 OF474AE10
FPM RSK  OF474AV07 OF474AV08 OF474AV09 OF474AV10
OF474AP08 OF474AP09 OF474AP10

PTFE RSK OF474AP07

Alu-Bronze
NBR RSK  OF979AN07
EPDM RSK OF979AE07
FPM RSK  OF979AV07
PTFE RSK  OF979AP07

OF979AN08
OF979AE08
OF979AV08
OF979AP08

OF373CN08 OF373CN0?2 OF373CN10

OF373CE08 OF373CE09 OF373CE10

OF373CV08 OF373CV09 OF373CV10

OF373CP08 OF373CP09 OF373CP10

OF979AN09? OF979AN10
OF979AEQ? OF979AE10
OF979AV09 OF979AV10
OF979AP0? OF979AP10

(valves+actuators)? since 1993

CHECK VALVES
WITHOUT SPRING

Swing wafer check valve without spring

Wafer type for mounting between flanges
Connection: Flanges EN1092 PN10/16/25/40
(depending on diameter)

Pressure range: PN16 (from DN200 max. PN10)
Sizes: DN32 to DN600

Seals: NBR, EPDM, FPM (Viton), PTFE

On request:

® Higher pressures

® With spring

* ANSI150 - ANSI300

VALVOLE RITEGNO
SENZA MOLLA

Valvola di ritegno a clapet senza molla

Tipo wafer per montaggio tra flangie
Attacchi: Flangie EN1092 PN10/16/25/40
(dipende dal diametro)

Pressioni: PN10-PN16

Misure: DN32 a DN600

Guarnizioni: NBR, EPDM, FPM (Viton), PTFE

Su richiesta:

® Pressioni piu alti

e Con molla

* ANSI150 - ANSI300

Temperatures: Temperature:

* NBR: -10°T +90°C * NBR: -10°T +90°C

* EPDM: -10°T +120°C * EPDM: -10°T +120°C

* FPM: -10°T +150°C * FPM: -10°T +150°C

* PTFE: -10°T +200°C ® PTFE: -10°T +200°C

® Metallic: -10°T +300°C e Metallico:  -10°T +300°C
7 Wafer A ACG
8Lug PVCU

Ruickschlagklappen VDF

Check valves PP
Valvole di ritegno

DF Dual plate 0 Titan 4 AISI316
DI Disc 1 Brass 6 Plastic
OF Without spring 2 GGG40 7 Duplex
MF With spring 3 Steel 9 Alu-bronze
65 80 100 125
14 14 18 18
PN10-40 PN10-40 PN10-16 PN10-16
0-16 0-16 0-16 0-16

Body steel 1.0460 C22.8 - Disc steel A216 WCB
OF373CN11 OF373CN12 OF373CN13

OF373CE11 OF373CE12 OF373CE13

OF373CV11 OF373CV12 OF373CV13

OF373CP11 OF373CP12 OF373CP13

316SS

OF474AN12 OF474AN13
OF474AE12 OF474AE13
OF474AV12  OF474AV13
OF474AP12  OF474AP13

OF474AE11
OF474AV11
OF474AP11

Alu-Bronze
OF979AN11
OF979AE11
OF979AV11
OF979AP11

OF979AN12 OF979AN13
OF979AE12 OF979AE13
OF979AV12  OF979AV13
OF979AP12  OF979AP13

HK@E "

Nennweite Size Dimensione

N NBR 04DN15

E EPDM
V Viton

P PTFE 07DN32

150 200 250 300

20 22 26 32

PN10-16 PN10 PN10 PN10

0-16 0-10 0-10 0-10
Corpo ferro 1.0460 C22.8 - Disco ferro A216 WCB
OF373CN14 OF373CN15 OF373CN16 OF373CN17

OF373CE14 OF373CE15 OF373CE16 OF373CE17

OF373CV14 OF373CV15 OF373CV16 OF373CV17

OF373CP14 OF373CP15 OF373CP16 OF373CP17

316SS
OF474AN14  OF474AN15 OF474AN16
OF474AE14 OF474AE15 OF474AE16
OF474AV14  OF474AV15 OF474AV16
OF474AP14  OF474AP15 OF474AP16

OF474AN17
OF474AE17
OF474AV17
OF474AP17

Alu-Bronze
OF979AN14 OF979AN15 OF979AN16
OF979AE14 OF979AE15 OF979AE16
OF979AV14  OF979AV15 OF979AV16
OF979AP14  OF979AP15 OF979AP16

OF979AN17
OF979AE17
OF979AV17
OF979AP17
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RSKMF
070-273-373

(valves+actuators)?2 since 1993

RUCKSCHLAGKLAPPE
MIT FEDER

CHECK VALVES
WITH SPRING

VALVOLE RITEGNO
CON MOLLA

Ruckschlagklappe mit Feder
Zwischenflanschausfiihrung

Anschliisse: Flansche EN1092 PN10/16/25/40
(abhangig von Nennweite)

Nenndruck: PN16 (ab DN200 max. PN10)
GréBen: DN32 bis DN600

Dichtungen: NBR, EPDM, FPM (Viton), PTFE

Swing wafer check valve with sprin

Wafer type for mounting between %anges
Connection: Flanges EN1092 PN10/16/25/40
(depending on diameter)

Pressure range: PN 16 (from DN200 max. PN10)
Sizes: DN32 to DN600

Seals: NBR, EPDM, FPM (Viton), PTFE

Valvola di ritegno a clapet con molla

Tipo wafer per montaggio tra flangie
Attacchi: Flangie EN1092 PN10/16/25/40
(dipende dal diametro)

Pressioni: PN10-PN16

Misure: DN32 a DN600

Guarnizioni: NBR, EPDM, FPM (Viton), PTFE

Auf Anfrage: On request: Su richiesta:
e Hohere Druckbereiche e Higher pressures ® Pressioni piu alti
® Mit Feder ® With spring e Con molla

* ANSI150 - ANSI300

* ANSI150 - ANSI300

* ANSI150 - ANSI300

Temperaturen: Temperatures: Temperature:
* NBR: -10°T +90°C * NBR: -10°T +90°C * NBR: -10°T +90°C
* EPDM: -10°T +120°C * EPDM: -10°T +120°C * EPDM: -10°T +120°C
® FPM: -10°T +150°C ® FPM: -10°T +150°C * FPM: -10°T +150°C
® PTFE: -10°T +200°C ® PTFE: -10°T +200°C ® PTFE: -10°T +200°C
e Metallisch: -10°T +300°C * Metallic: -10°T +300°C e Metallico:  -10°T +300°C
Q Q Q
7Wafer A ACG
8Lug

Ruckschlagklappen
Check valves
Valvole di ritegno

‘ Nennweite Size Dimensione

HK@ PF VO

DF Dual plate 0 Titan 4 AISI316 N NBR 04DN15 08DN40 12DN100 16 DN250
DI Disc 1 Brass 6 Plastic E EPDM 05DN20 09DN50 13DN125 17DN300
OF Without spring 2 GGG40 7 Duplex V Viton 06DN25 10DN65 14DN150 18 DN350
MF With spring 3 Steel 9 Alu-bronze P PTFE 07DN32 11 DN80 15DN200 19DN400
RSKMF RSKMF
273 373
DN 32 40 50 65 80 100 125 150 200 250 300
Lin mm 15 16 14 14 14 18 18 20 22 26 32
Flange PN10-40 PN10-40 PN10-40 PN10-40 PN10-40 PN10-16 PN10-16 PN10-16 PN10 PN10 PN10
PN bar 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-10 0-10 0-10
Gehé&use und Scheibe Edelstahl 1.4571 (Titan) Body and disc stainless steel AISI316TI (Titan) Corpo e disco acciaio inox AlISI316TI (Titanio)
NBR RSK MFO070AN07 MFO070ANO8 MFO070ANO9 MFO70AN10 MFO70AN11 MFO70AN12 MFO70AN13 MFO070AN14 MFO070AN15 MFO70AN16 MFO70AN17
EPDM RSK MF070AE07 MFO70AE08 MFO70AEQ? MFO70AE10 MFO70AE11 MFO70AE12 MFO70AE13 MFO70AE14 MFO70AE15 MFO70AE16 MFO70AE17
FPMRSK MFO70AV07 MFO70AV08 MFO70AV09 MFO70AVI0 MFO70AV11 MFO70AV12 MFO70AVI3 MFO70AV14 MFO70AVI5S MFO70AV16 MFQ70AV17
PTFE RSK MF070AP07 MF070AP08 MFO070AP09 MFO70AP10 MFO70AP11 MFO070AP12 MF070AP13 MFO070AP14 MFO70AP15 MFO070AP16 MFO70AP17

Gehause GGG40 - Scheibe Stahl 1.0619 verzinkt Body GGG40 - Disc steel A216 WCB zinc-coated Corpo GGG40 - Disco ferro A216 WCB zincato

NBR RSK  MF273BNO07
EPDM RSK MF273BEQ7
FPM RSK MF273BV07
PTFE RSK MF273BP07

MF273BNO8 MF273BN09
MF273BEO8 MF273BEQ?
MF273BV08 MF273BV09
MF273BP08 MF273BP09

MF273BN10 MF273BN11 MF273BN12
MF273BE10 MF273BE11 MF273BE12
MF273BV10 MF273BV11 MF273BV12
MF273BP10 MF273BP11 MF273BP12

MF273BN13
MF273BE13
MF273BV13
MF273BP13

MF273BN14 MF273BN15 MF273BN16 MF273BN17
MF273BE14 MF273BE15 MF273BE16 MF273BE17
MF273BV14 MF273BV15 MF273BV16 MF273BV17
MF273BP14 MF273BP15 MF273BP16 MF273BP17

Gehause und Scheibe Stahl 1.0619 verzinkt Body and Disc steel A216 WCB zinc-coated Corpo e Disco ferro A216 WCB zincato

NBR RSK  MF373AN07 MF373AN08 MF373AN0? MF373AN10 MF373AN1T1 MF373AN12 MF373AN13 MF373AN14 MF373AN15 MF373AN16 MF373AN17

EPDM RSK MF373AE07 MF373AE08 MF373AE0? MF373AE10 MF373AE11 MF373AE12 MF373AE13 MF373AE14 MF373AE15 MF373AE16 MF373AE17

FPM RSK  MF373AV07 MF373AV08 MF373AV0? MFE373AV10 MF373AV11 MF373AV12 MFE373AV13  MF373AV14 MF373AV15 MFE373AV16  MFE373AV17

PTFE RSK  MF373AP07 MF373AP08 MF373AP09 MF373AP10 MF373AP11 MF373AP12 MF373AP13 MF373AP14 MF373AP15 MF373AP16 MF373AP17
e
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AUTOMATION

RSKMF
373-474-979

PG

RUCKSCHLAGKLAPPE
MIT FEDER

Rickschlagklappe mit Feder
Zwischenflanschausfiihrung

Anschliisse: Flansche EN1092 PN10/16/25/40
(abhangig von Nennweite)

Nenndruck: PN 16 (ab DN200 max. PN10)
GroBen: DN32 bis DN600

Dichtungen: NBR, EPDM, FPM (Viton), PTFE

(valves+actuators)? since 1993

CHECK VALVES
WITH SPRING

Swing wafer check valve with sprin

Wafer type for mounting between %anges

Connection: Flanges EN1092 PN10/16/25/40
(depending on diameter)

Pressure range: PN16 (from DN200 max. PN10)
Sizes: DN32 to DN600

Seals: NBR, EPDM, FPM (Viton), PTFE

VALVOLE RITEGNO
CON MOLLA

Valvola di ritegno a clapet con molla

Tipo wafer per montaggio tra flangie
Attacchi: Flangie EN1092 PN10/16/25/40
(dipende dal diametro)

Pressioni: PN10-PN16

Misure: DN32 a DN600

Guarnizioni: NBR, EPDM, FPM (Viton), PTFE

Auf Anfrage: On request: Su richiesta:
e Hohere Druckbereiche ® Higher pressures ® Pressioni piu alti
® Mit Feder ® With spring e Con molla
o ANSI150 - ANSI300 * ANSI150 - ANSI300 * ANSI150 - ANSI300
Temperaturen: Temperatures: Temperature:
* NBR: -10°T +90°C * NBR: -10°T +90°C * NBR: -10°T +90°C
* EPDM: -10°T +120°C * EPDM: -10°T +120°C * EPDM: -10°T +120°C
o FPM: -10°T +150°C ° FPM: -10°T +150°C o FPM: -10°T +150°C
® PTFE: -10°T +200°C ® PTFE: -10°T +200°C ° PTFE: -10°T +200°C
e Metallisch: -10°T +300°C ® Metallic: -10°T +300°C e Metallico:  -10°T +300°C
7Wafer A ACG
8Lug VCU
8tﬁckichl?gklappen i VDF
eck valves
Valvole di ritegno EI. K@F
; Nennwelte Size Dimensione
DF Dual plate 0 Titan 4 AISI316 N NBR 04DN15 08DN40 12DN100 16 DN250
DI Disc 1 Brass 6 Plastic E EPDM 05DN20 09DN50 13DN125 17DN300
OF Without spring 2 GGG40 7 Duplex V Viton 06DN25 10DN65 14DN150 18 DN350
MF With spring 3 Steel 9 Alu-bronze P PTFE 07DN32 11DN80 15DN200 19 DN400
RSKOF RSKOF RSKOF
373 474 979
DN 32 40 50 65 80 100 125 150 200 250 300
L in mm 15 16 14 14 14 18 18 20 22 26 32
Flange PN10-40 PN10-40 PN10-40 PN10-40 PN10-40 PN10-16 PN10-16 PN10-16 PN10 PN10 PN10
PN bar 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-16 0-10 0-10 0-10
Gehause Stahl 1.0460 - Scheibe Stahl 1.0619 verz. Body steel 1.0460 C22.8 - Disc steel A216 WCB Corpo ferro 1.0460 C22.8 - Disco ferro A216 WCB

NBR RSK  MF373CNO7 MF373CN08 MF373CNQ9

EPDM RSK MF373CEQ7 MF373CE08

FPM RSK  MF373CV07
PTFE RSK  MF373CP07

MF373CV08
MF373CP08

MF373CE09

MF373CV09
MF373CP09

MF373CN10 MF373CN11
MF373CE10 MF373CE11

MF373CN12
MF373CE12

MF373CN13 MF373CN14 MF373CN15 MF373CN16 MF373CN17
MF373CE13 MF373CE14 MF373CE15 MF373CE16 MF373CE17

MF373CV10 MF373CV11
MF373CP10 MF373CP11

MF373CV12
MF373CP12

MF373CV13 MF373CV14 MF373CV15 MF373CV16 MF373CV17
MF373CP13 MF373CP14 MF373CP15 MF373CP16 MF373CP17

316 SS

NBR RSK  MF474AN07

EPDM RSK

MF474AE07

FPM RSK MF474AV07

PTFE RSK

NBR RSK
EPDM RSK
FPM RSK
PTFE RSK

MF474AP07

Alu-Bronze
MF979ANO7
MF979AEQ7
MF979AV07
MF979APQO7

MF474ANO8
MF474AE08

MF474AV08
MF474AP08

MF979AN08
MF979AE08
MF979AV08
MF979AP08

MF474ANO9
MF474AE09

MF474AV09
MF474AP09

MF979AN0?
MF979AE09
MF979AV09
MF979AP09

316 SS
MF474AN10  MF474AN11
MF474AE10 MF474AE11
MF474AV10  MF474AV11
MF474AP10  MF474AP11

Alu-Bronze
MF979AN10 MF979AN11
MF979AE10 MF979AE11
MF979AV10 MF979AV11
MF979AP10 MF979AP11

MF474AN12
MF474AE12

MF474AV12
MF474AP12

MF979AN12
MF979AE12
MF979AV12
MF979AP12

MF474AN13
MF474AE13

MF474AV13
MF474AP13

MF979AN13
MF979AE13
MF979AV13
MF979AP13

316 SS
MF474AN14  MF474AN15
MF474AE14  MFA474AE15
MF474AV14  MF474AV15
MF474AP14  MF474AP15

MF474AN16
MF474AE16

MF474AV16
MF474AP16

MF474AN17
MF474AE17

MF474AV17
MF474AP17

Alu-Bronze
MF979AN14 MF979AN15
MF979AE14 MF979AE15
MF979AV14  MF979AV15
MF979AP14  MF979AP15

MF979AN16
MF979AE16
MF979AV16
MF979AP16

MF979AN17
MF979AE17
MF979AV17
MF979AP17
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AUTOMATION

RSKF
¢ | GERMANY 620
(valves+actuators)?2 since 1993
RUCKSCHLAGKLAPPE CHECK VALVES VALVOLE RITEGNO
MIT FEDER WITH SPRING CON MOLLA

Ruckschlagklappe mit Feder
Zwischenflanschausfiihrung

Anschliisse: Flansche EN1092 PN6/10 - ANSI150
(abhangig von Nennweite)

Nenndruck: siehe unten, aber abhangig von
Medium und Temperatur

GréBen: DN32 bis DN400

Dichtungen: NBR, EPDM, FPM (Viton), PTFE

Auf Anfrage:

o Austrittshilfe
Temperaturen:

* NBR: -10°T +90°C
* EPDM: -10°T +120°C
® FPM: -10°T +150°C
® PTFE: -10°T +200°C

Q

Y

RSKMF RSKMF RSKMF
620 PVC-U 620 PP 620 PVDF
DN 32 40 50
L in mm 15 16 18
Flange PNé6-10 PNé6-10 PN6-10
PN bar 0-5 0-5 0-5
Gehéuse und Scheibe Kunststoff PVC-U
NBR RSK F620UNO7 F620UNO8 F620UNO9
EPDM RSK  F620UEQ7 F620UEO8 F620UEQ9
FPM RSK F620UV07 F620UV08 F620UV09
PTFE RSK F620UPQ7 F620UPO8 F620UPQO9
Gehiuse und Scheibe Kunststoff PP
NBR RSK F620CNO7 F620CNO8  F620CNO9
EPDM RSK  F620CEQ7 F620CEQ08 F620CEQ9?
FPM RSK F620CV07 F620CV08 F620CV09
PTFE RSK F620CPQ7 F620CP08 F620CPQO9

Gehause und Scheibe Kunststoff PVDF

NBR RSK  F620PFNO7  F620PFNO8  F620PFNO?
EPDM RSK  F620PFEO7  F620PFEO8  F620PFEQ?
FPM RSK  F620PFVO7  F620PFV08  F620PFV09
PTFE RSK  F620PFP07  F620PFPO8  F620PFPO9
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\_/ OF Without spring

Swing wafer check valve with sprin
Wafer type for mounting between
Connection: Flanges EN1092 PN6/10 - ANSI150
(depending on diameter)

Pressure range: see below, but depending on
fluid and temperature

Sizes: DN32 to DN600

Seals: NBR, EPDM, FPM (Viton), PTFE

%anges

On request:
® Exit support

Valvola di ritegno a clapet con molla

Tipo wafer per montaggio tra flangie
Attacchi: Flangie EN1092 PN6/10 - ANSI150
(dipende dal diametro)

Pressioni: vedi sotto, pero dipende da fluido
intercettato e temperatura

Misure: DN32 a DN600

Guarnizioni: NBR, EPDM, FPM (Viton), PTFE

Su richiesta:
e Dispositivo aiuta uscita

Temperatures: Temperature:

* NBR: -10°T +90°C * NBR: -10°T +90°C

* EPDM: -10°T +120°C * EPDM: -10°T +120°C

® FPM: -10°T +150°C * FPM: -10°T +150°C

® PTFE: -10°T +200°C * PTFE: -10°T +200°C
7Wafer A ACG
8Lug U PVCU

Ruckschlagklappen

Check valves
Valvole di ritegno

0 Titan 4 AISI316
1 Brass 6 Plastic
2 GGG40 7 Duplex
MF With spring 3 Steel 9 Alu-bronze
65 80 100 125
20 20 23 23
PN6-10 PN6-10 PN6-10 PN6-10
0-5 0-5 0-5 0-5
Body and disc stainless plastic PVC-U
F620UN10  F620UN1T1  F620UNT2  F620UN13
F620UE10  F620UET1 F620UE12  F620UE13
F620UV10  F620UV11 F620UV12  F620UV13
F620UP10  F620UP11 F620UP12  F620UP13

Body and disc stainless plastic PP

F620CN10  F620CN11  F620CN12  F620CN13
F620CET10  F620CE11 F620CE12  F620CE13
F620CV10  F620CV11 F620CV12  F620CV13
F620CP10  F620CP11 F620CP12  F620CP13

Body and disc stainless plastic PVDF

F620PFN10  F620PENT1  F620PFN12  F620PFN13
F620PFE10  F620PFE11  F620PFE12  F620PFE13
F620PFV10  F620PFV11  F620PFV12  F620PFV13
F620PFP10  F620PFP11  F620PFP12  F620PFP13

Nennweite Size Dimensione

HK@ P PVDF

N NBR 04DN15 08DN40 12DN100 16 DN250

E EPDM 05DN20 09DN50 13DN125 17DN300

V Viton 06DN25 10DN65 14DN150 18 DN350

P PTF 07DN32 11DN80 15DN200 19 DN400

150 200 250 300
26 34 40 45
PN6-10 PN6-10 PN6-10 PN6-10
0-5 0-5 0-5 0-5
Corpo e disco plastica PVC-U
F620UN14  F620UNT5  F620UN16  F620UN1T7
F620UE14 F620UE15 F620UE16 F620UE17
F620UV14 F620UV15 F620UV16 F620UV17
F620UP14 F620UP15 F620UP16 F620UP17
Corpo e disco plastica PP
F620CN14  F620CN15  F620CN16  F620CN17
F620CE14 F620CE15 F620CE16 F620CE17
F620CV14 F620CV15 F620CV16 F620CV17
F620CP14 F620CP15 F620CP16 F620CP17
Corpo e disco plastica PVDF
F620PFN14  F620PFN15  F620PFN16  F620PFN17
F620PFE14  F620PFE15  F620PFE16  F620PFE17
F620PFV14  F620PFV15  F620PFV16  F620PFV17
F620PFP14  F620PFP15  F620PFP16  F620PFP17
Management

System
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