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Valvola a sfera Accilalo incamiciata
TA-LUFT

Valve only

V315HM

Attuate pneumaticamente

Attuate elettricamente

Manuale Senza

Valvola a sfera flangiate a 2 pezzi con camicia di ri-
scaldamento .

Misure: da DN15 a DN150

Attacchi filettati vapore 3/4" 1S0228
Interfaccia: 1SO5211-DIN 3337
Connessione: Flange DIN EN 1092-1-2003
Lunghezza: Non unificato

Passaggio: Totale

Corpo: Accaio al carbonio ASTM A105

Sfera: Ottone EN12165 o acciaio inox AISI304
Guarnizioni: PTFE, Viton (aaltri su richiesta)
Temperatura: -20°C a +160°C

Su richiesta:

* Flange PN40, ANSI150
e Dispositivo antistatico
* Fire-safe

2-pcs. flanged ball valve with heating jacket
Size: from DN15 to DN150

Threaded steam connection 3/4" 1S0228
Interface: 1SO5211-DIN 3337

Connection: Flanges DIN EN 1092-1-2003
Length: Not standardized

Bore: Full

Body: Carbon steel ASTM A105

Ball: Brass EN12165 or stainless steel AISI304
Seals: PTFE, Viton (others on request)
Temperature: -20°C to +160°C

On request:

¢ Flanges PN40, ANSI150
¢ Antistatic device
e Fire-safe
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