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Valvola di Ritegno a Clapet senza molla Wafer

Swing wafer check valve without spring

Corpo e disco acciaio inox AISI316TI 

(Titanio) / Body and disc stainless 

steel AIS316TI (Titan)

Corpo GGG40 - Disco ferro A216 

WCB zincato / Body GGG40 - Disc 

steel A216 WCB zinc-coated

Corpo e disco ferro A216 WCB 

zincato / Body and disc steel A216 

WCB zinc-coated

Corpo ferro 1.0460 C22.8 - Disco 

steel A216 WCB / Body steel 1.0460 

C22.8 - Disc steel A216 WCB

Corpo e disco acciaio inox AISI316 / 

Body and disc stainless steel AIS316

Corpo e disco alu-bronzo 2.0975 /  

Body and disc alu-bronze 2.0975

Valvola di ritegno a clapet senza molla                          

Tipo wafer per montaggio tra flange                              

Attacchi:  Flange EN1092 PN10/16/25/40                     

(dipende dal diametro)                                                     

Pressioni:  PN16 (da DN200 mass. PN10)                      

Misure:  DN32 – DN600                                                    

Guarnizioni:  NBR, EPDM,FPM (Viton), PTFE                 

Su richiesta:                                                                         

• Pressioni piú alte                                                            

• Con molla                                                                         

• ANSI150 – ANSI300                                                        

Temperature:  NBR  -10° T +90°C , EPDM  -10° T 

+120°C, FPM  -10° T +150°C, PTFE  -10° T +200°C,       

Metallico  -10° T +300°C

Swing wafer check valve without spring                        

Wafer type for mounting bettween flanges                  

Connection:  Flanges EN1092 PN10/16/25/40             

(depending on diameter)                                                  

Pressure range:  PN16 (from DN200 max. PN10)         

Sizes:  DN32 – DN600                                                        

Seal:  NBR, EPDM, FPM (Viton), PTFE                             

On request:                                                                         

• Higher pressures                                                             

• With spring                                                                      

• ANSI150 – ANSI300                                                        

Temperatures:  NBR  -10° T +90°C, EPDM  -10° T 

+120°C , FPM  -10° T +150°C, PTFE  -10° T +200°C       

Metallic  -10° T +300°C
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