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Valvola a spillo Filettate - Attacco tubo vetro-Presa campione

Regulating + Sample drawing valves Threaded - Glas pipe
connection

=

5

Up jrj': e coc
NV449-0

X

= § 7

Elbow guage cock

EKV411

DRG411

Valvola regolatore Gomito Rubinetto Rubinetto Rubinetto prelievo
filettata / Rate portalivello / Elbow portalivello portalivello olio / Drawing cock
valve threaded gauge cock superiore / Superior inferiore for oil
1SO228 female- gauge cock prelavacampione /

female Inferior gauge cock

Tank

= | with drawing of
NV419-0V fi= R

Glas pipe lae
NWW;:—E 3

Valvola a spillo per indicatori di livello
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Regulating + sample drawing valves
Filettate - Attacco tubo vetro Threaded - Glas pipe connection
Organo di comando: Volantino manuale o graduato |Interface: Handwheel - Graduated knob
Connessione: Filettata - Attacco tubo vetro
Corpo: Acciaio inox AISI316L

Sfera: Acciaio inox AISI316L

Guarnizioni: PTFE, Viton

Temperatura: -20°C a +160°C

Connection: Threaded - Glass pipe connection
Body: Stainless steel AISI316L

Ball: Stainless steel AISI316L

Seals: PTFE, Viton

Temperature: -20°C to +160°C

Su richiesta: On request:

e Altri attacchi tubi vetro ¢ Other glass pipe connections
e Dispositivo antistatico

e ATEX 11 2GD T4

¢ Antistatic device
e ATEX 11 2GD T4
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