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Valvole a spillo Filettate - Flangiate - Clamp

Needle valve Threaded - Flanged — Clamp
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Filettata 1ISO228 Volantino

femmina-femmina /
threaded 1SO228

Valvola a spillo
filettata 1SO0228
femmina-femmina

graduato /
Graduated knob

Flangiata / Flanged
type

Clamp 1SO2852-
DIN32676 / Clamp
1SO2852-DIN32676

female-female Passalamiera /
Needle valve
threaded 150228
female-female

plate mounting

Valvola a spillo Needle valve

Filettate - Flangiate — Clamp Threaded - Flanged — Clamp

Graduated knob
Connection: Threaded - Flanged — Clamp
Body: Stainless steel AISI316L

Ball: Stainless steel AISI316L

Seals: PTFE, Viton

Temperature: -20°C to +160°C

Organo di comando: Volantino manuale o graduato |Interface: Handwheel -
Connessione: Filettata - Flangiate — Clamp
Corpo: Acciaio inox AISI316L

Sfera: Acciaio inox AISI316L

Guarnizioni: PTFE, Viton

Temperatura: -20°C a +160°C

Su richiesta: On request:
¢ Antistatic device

e ATEX 11 2GD T4

e Dispositivo antistatico
e ATEX 11 2GD T4
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G L I B H H1 X c D E PN Kg ARTIKEL-ARTICLE-ARTICOLO
14" 45 10 25 70 78 4 25 4 6 160 0277 | Nva11ad02-PM
318" 53 1 25 70 78 5 25 4 6 160 0306 | NV411A403-PM
112 60 14 a0 70 78 & 25 4 6 160 0409 | NV411A404-PM
34" a0 17 @48 102 17 10 345 5 1 100 1177 | Nv411A405-PM
1 80 19 @48 102 17 10 345 5 1 100 1,086 | NV411A408-PM

@ -[PIM Piattenmontage Piatemounting Pannellatura
T

Betédtigung Actuation Azionamento Nennweite Size Dimensione

NV Nadelventil - Needle valve - Valvola a spillo Serie g% %;g
A4 AISI316L 04 1/2"
05 3/4"
06 1"
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psi bar
POS. DENOMINAZIONE STK:PCS. PZI: | WERKSTOFF - MATERIAL - MATERIALE A
1 Gehiuse - Body - Corpo 1 1.4404 - AISI 316L 217818
2 Nadel - Pin - Spillo 1 1.4404 - AIS| 316L
3 Verschraubung - Lead screw - Vitone 1 1.4404 - AISI 316L 1450 100
4 Mutter - Nut - Dado 2 1.4404 - AIS| 316L 130590
5 Mutter - Nut - Dado 1 1.4404 - AISI 316L 1160 80
6 OR 1 FKM v
BTO&0
i OR 1 FKM 72550
& Dichtung - Seat - Guarnizione 1 PTFE Caricato Vetro/With glass 58040
9 Dichtung - Seat - Guamizione 1 PTFE 43530
10 Handrad - Handwheel - Volantino 1 Duroplast 20020
1 Scheibe - Washer - Rondella 1 1.4304 - AIS] 304L 14510
12 Mutter - Nut - Dado 1 1.4304 - AISI 304L :
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