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Elettrovalvola 3/2 mini

Miniature Solenoid Valve 3/2

SMMF32

‘ I -’ Elettrovalvola diretta SR NC / Direct acting solenoid valve SR NC

Per montaggio diretto sull’entrata aria su

attuatori o cilindri pneumatici a semplice effetto
Elettrovalvola operazione diretta 3/2-vie, NC
Levettina manuale d’emergenza come standard
Connessione aria 1/8” BSPP or NPT

Montaggio diretto sul foro alimentazione attuatore,
cilindro, valvola inclinata (1/4” o 1/8” BSPP or NPT)
Temperatura: -5°C a +80°C

Pressione d’utilizzo: 1.5 - 8 bar

VDC: 12,24, 48,120 (2.8W)

VAC: 24,48, 110, 210, 220, 230, 240 (4VA)

Passaggio: 1.6mm (Cv=0.15)

For direct mounting on air entrance off spring
return pneumatic actuators and cylinders
Direct-acting solenoid valve 3/2-ways, NC
Manual override as a standard equipment

Air connection 1/8” BSPP or NPT

Directly mounting on actuator (1/4” or 1/8” BSPP
or NPT)

Operating temperature: -5°C to +80°C

Working pressure: 1.5 -8 bar

VDC: 12, 24, 48,120 (2.8W)

VAC: 24,48, 110, 210, 220, 230, 240 (4VA)

Flow rate: 1.6mm (Cv=0.15)
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