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Valvola a sfera Inox Flangiata ANSI 300
Flanged Ball valve Stainless steel ANSI 300
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Valvola a sfera flangiata 2 pezzi SPLIT-BODY
Attacchi flangiati

Interfaccia: 1SO5211-DIN 3337
Connessione: Flange ANSI300

Lunghezza: ANSI B16.10

Passaggio: Totale

Corpo: Acciaio inox AlISI316 DIN EN 10088
Sfera: Acciaio inox AlISI316 DIN EN 10088
Misure: DN15 a DN150

Guarnizioni: PTFE, Viton (altri su richiesta)
Temperatura: -20°C a +160°C

Su richiesta:

¢ PN16, ANSI600

2-pcs. flanged ball valve SPLIT-BODY
Flanged connection

Interface: 1SO5211-DIN 3337
Connection: Flanges ANSI300

Length: ANSI B16.10

Bore: Full

Body: Stainless steel AISI316 DIN EN 10088
Ball: Stainless steel AISI316 DIN EN 10088
Size: DN15 to DN150

Seals: PTFE, Viton (others on request)
Temperature: -20°C to +160°C

On request:

* PN16, ANSI600

Rometec srl
Via Alessandro Minuziano, 87 - 89
00128 — Roma

Email: info@rometec.it
Tel 06-5061635 / Fax 06-5061542

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

Corpo Valvola /




	Rometec srl

