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Valvola co-assiale elettrica ad azionamento diretto

 Direct acting electric co-axial valve

 azionamento diretto NC /  electric direct acting NC  azionamento diretto NO / electric direct acting NO 

Valvola assiale elettrica ad azionamento diretto          

3 pezzi  design                                                                    

Interfaccia:    Elettrico NC o NO                                       

Attacchi:    Filettati BSP o NPT                                          

Corpo:    Acciaio inossidabile AISI316                             

Disco:     Acciaio inossidabile AISI316                             

Misure:    1/4" a 1"                                                            

Guarnizioni:    FPM (Viton - altri su richiesta)               

Temperatura:   -20°C a +100°C                                         

Pressione differenziale:  A->B 40bar   B->A 12bar        

Viscosità mass.:  500cSt (mm²/s)                                     

Fluido intercettato:  Aria, gas, olio, acqua, …                

Classe isolamento:  H                                                        

Sicurezza elettrica:  IEC 335                                              

Protezione elettrica:  IP65                                                

Voltaggi:    DC 24V, AC 24-115-230V (50Hz)

Direct acting electric co-axial valve                                 

3 pc. Design                                                                         

Interface:    Electric NC or NO                                          

Connection:    Threaded BSP or NPT                               

Body:    Stainless steel AISI316                                        

Disc:     Stainless steel AISI316                                         

Sizes:    1/4" to 1"                                                               

Seat+seal:    FPM (Viton - others on request)               

Temperature:   -20°C to +100°C                                       

Differential pressure: A->B 40bar   B->A 12bar             

Max. viscosity:  500cSt (mm²/s)                                       

Fluids:    Air, gas, oil, water, …                                          

Insulation class:  H                                                             

Electr. safety:  IEC 335                                                       

Electr. enclosure:  IP65                                                      

Voltages:    DC 24V, AC 24-115-230V 
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