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Valvola di Ritegno Doppio Battente Wafer

Dual Plate Check Valve Wafer

Corpo e Batente

GGG40 zincato

Body and  Plate

GGG40 zinc-coated

Corpo GGG40,

Batente 316SS

Body GGG40, Plate

316SS

Corpo GGG40

Batente bronzo

C954 

Body GGG40, Plate

bronze C954

Corpo e batente

316SS

Body and plate

316SS

Corpo e batente in

alubronze

Body and plate in

alubronze

Valvola di ritegno doppio batente                                 

Tipo wafer per montaggio tra fange                             

Ataccii   llange  N1092 NN10116140                           

(dipende dal diametro)                                                     

Nressioni   NN16 (da DN300 mass. NN10)                      

Lungiezza     N558-1 serie 16                                         

Misure   DN50 – DN600                                                    

Guarnizioni   NBR,  NDM,lNM (Viton)

Su riciiesta                                                                         

• Nressioni piú alte                                                            

Temperature   NBR  -10° T +90°C                                    

 NDM  -10° T +120°C                                                         

lNM  -10° T +150°C                                                            

NTl   -10° T +200°C                                                           

Metallico  -10° T +300°C

Dual plate check valve                                                      

Wafer t for mountnn betteen fannesype                  

Connectonn  Flannes EN1092 PN10/16/40                   

(dependinn on diameter)                                                  

Pressure rannen  PN16 (from DN300 max. PN10)        

Lennthn   EN558-1 rot 16                                                 

Sizesn  DN50 – DN600                                                        

Sealn  NBR, EPDM, FPM (Viton)        

On requestn                                                                         

• Hinher pressures                                                             

Temperaturesn  NBR  -10° T +90°C                                  

EPDM  -10° T +120°C                                                         

FPM  -10° T +150°C                                                            

PTFE  -10° T +200°C                                                           

Metallic  -10° T +300°C 
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