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Valvola di Ritegno a Clapet con molla (Corpo e disco plastica)

 Swing wafer Check Valve with Spring (Body and disc plastic) 

Corpo e disco plastica PVC-U /

Body and disc plastic PVC-U

  Corpo e disco plastica PP / Body

and disc plastic PP

Corpo e disco plastica PVDF / Body

and disc plastic PVDF

Valvola di ritegno a clapet con molla                              

Tipo wafer per montaggio tra flange                              

Attacchi:  Flange En1092 PN6/10 -  ANSI150                

(dipende dal diametro)                                                     

Pressioni:  vedi sotto, peró dipende da fluido              

intercettato e temperatura                                              

Misure:  DN32 – DN600                                                    

Guarnizioni:  NBR, EPDM,FPM (Viton), PTFE

Su richiesta:

• Dispositivo aiuta uscita                                                  

Temperature:  NBR  -10° T +90°C                                    

EPDM  -10° T +120°C                                                         

FPM  -10° T +150°C                                                            

PTFE  -10° T +200°C

Swing wafer check valve with spring                              

Wafer type for mounting bettween flanges                  

Connection:  Flanges EN1092 PN6/10 -  ANSI150        

(depending on diameter)                                                  

Pressure range:  see below, but depending on fluid    

and temperature                                                                

Sizes:  DN32 – DN600                                                        

Seal:  NBR, EPDM, FPM (Viton), PTFE

On request:

• Exit support                                                                      

Temperatures:  NBR  -10° T +90°C                                   

EPDM  -10° T +120°C                                                         

FPM  -10° T +150°C                                                            

PTFE  -10° T +200°C
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