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NR71 SERIES

Regulators-Relief /Backpressure

SPECIFICATIONS

OPERATING PARAMETERS

Controlled Pressure Ranges
0-25, 0-50, 0-100, 0-250 psig
0-1.7,0-3.4,0-6.9, 0-17.2 bar

Design Proof Pressure
150% maximum rated

Leakage
Internal: Bubble-tight
External: Design to meet < 2 x 10°atm cc/sec He

Operating Temperature
-15°Fto 165°F / -26°C to 74°C

Flow Capacity
Cy=030

Maximum Operating Torque
30in-bs /3.4 N-m

MEDIA CONTACT MATERIALS

Body
316 Stainless Steel or Brass
Seat Retainer

PEEK
O-Ring
Viton , Kalrez
Diaphragm, Filter, Spring ADVANTAGES
316 Stainless Steel o i
SR © Reduces contamination and provides accurate
316 Stalnless Stael oF Brass regulation of non-corrosive and corrosive gases
© Convoluted metal-to-metal sealed diaphragm
© Close pressure differential between crack
OTHER
and reseat
Weight {without gauges)

© Economically priced

© Panel mounting is standard

© Bubble-tight shut off at all reseating pressures
© Flow capacity Gy = 0.30

2lbs /0.9 kg

Viton and Kalrez are registered trademarks of E.l. du Pant de Nemours
and Company.

Rometec srl — www.rometec.it — Tel. 065061635 — info@rometec.it

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

NR71 SERIES Regulator Drawing
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Ordering Information:

CONTROLLED O-RING
PRESSURE RANGES MATERIAL

BASIC BODY
SERIES MATERIAL

N7V 9= Brass 0- 0-25psig P S
6- 316 Stainless Steel 0-1.7 bar K- Kalrez
1- 0-50 psig
0-3.4 bar
2- 0-100 psig
0-6.9 bar

3- 0-250 psig
0-17.2 bar
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FLOW RATE - SCFM [SLPM] Nitrogen

- psig [bar

INLET PRESSURE

INLETANDOUTLET  INLETAND OUTLET
PORTTYPE PORT SIZE GAUGE PORT OPTIONS

A -No gauge ports

1—04—

F-One inlet gauge at 90°

-

2- NPTF 4-ux
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