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NR12 SERIES

Regulators - Pressure Reducing

SPECIFICATIONS

OPERATING PARAMETERS

Maximum Inlet Pressure

500, 3000 psig / 34.5, 207 bar
Outlet Pressure Ranges

0-25, 0-50, 0-100, 0-150, 0-250 psig

0-1.7, 0-3.4, 0-6.9, 0-10.3, 0-17.2bar
Design Proof Pressure

150% of rated pressure
Leakage

Internal: Bubble-tight

External: < 2 x 10%atm cc/sec He
Operating Temperature

-40°F to 140°F / -40°C to 60°C
Flow Capacity

CGy=1.0

Cy = 1.8 (Optional)

MEDIA CONTACT MATERIALS

Body
Brass, 316 Stainless Steel
Bonnet
300 Series Stainless Steel
Diaphragm
316 Stainless Steel
Seat
3000 psig | 207 bar Inlet: CTFE
500 psig [ 34.5 bar Inlet: Teflon
Seat Retainer
Nitronic 60
Seal
Teflon
Remaining Parts
316 Stainless Steel

OTHER

Weight (without gauges)
351Ibs/1.6kg

Teflorflis a registered trademark of E.| du Pont de Nemours and Company.
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ADVANTAGES

© Available in 316 Stainless Steel or Brass

© Choice of inlet pressure ratings: 500 or 3000 psig /
34.5 or 207 bar maximum

© Five outlet pressure ranges are available

© True metal-to-metal diaphragm seal to
minimize diffusion

© Gauge ports are standard

© Optional high flow model (G,= 1.8) is available

© Panel mounting is optional

@ Non-venting is standard
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#* All dimensions are reference & nominal
Metric [millimeter] equivalents are in brackets

Ordering Information:

BASIC BODY OUTLET PRESSURE INLET AND INLET AND
SERIES  MATERIAL RANGES M DUTEN
PORT TYPE PORT SIZE
NR12  1- Brass | 0- 0-25psig 2- NPTE 6- 3/8"
6 - 316 Stainless 0-1.7 bar 8- 1/2"
Steel 1- 0-50 psig
0-3.4 bar
2- 0-100 psig
0-6.9 bar
3- 0-150 psig
0-10.3 bar
4~ 0-200 psig
0-13.8 bar
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INLET PRESSURE - paig [bar]

50 100 150 200 250 300 350
[1415) [2830] 4245 [5680) [FU7S] [B490] [9905]

FLOW RATE - SCFM [SLPM] Air
Cv = 1.0

mlL,ETFliE_ssURE - phig [oar] |

20 40 60 &0 100 120 140 160
[566] [132) [1696) [2264] [2030) [3396] [I062] [4520)

FLOW RATE - SCFM [SLPM] Air
Cv=1.0

MAXIMUM
PRESSURE

1- 3000 psig
207 bar

2 - 500 psig
34.5 bar

PORT TYPE

3-3 Ports
4-4 Ports



