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Rometec srl

NR13 SERIES

Regulators - Pressure Reducing

SPECIFICATIONS

OPERATING PARAMETERS
Maximum Inlet Pressure
500, 3000 psig / 34.5, 207 bar

Outlet Pressure Ranges
0-15, 0-30, 0-75, 0-150 psig / 0-1.0, 0-2.1, 0-5.2, 0-10.3 bar

Design Proof Pressure
150% maximum rated

Leakage
Internal: Bubble-tight
External: < 2 x 10* atm cc/sec He

Operating Temperature
-40°F to 165°F / -40°C to 74°C

Flow Capacity
Cy=18

MEDIA CONTACT MATERIALS
Body
316 Stainless Steel

Seat
FEP Teflon

Retainer Seat
Mitronic 60

0-Ring
Teflon

Diaphragm

316 Stainless Steel
Spring

316 Stainless Steel

Remaining Parts
316 Stainless Steel

OTHER

Weight [without gauges)
6.0lbs/ 2.7 kg

Teflon is a registered trademark of E.L du Pont de Nemours and Company.

ADVANTAGES

o Accurate and designed to provide high flow at low
control pressure

© High-flow, Cy=1.8

© Metal-to-metal sealed diaphragm

© Dome loaded version is available

© Gauge ports are available

© Non-venting is standard
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NR13 SERIES Regulator Drawing
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4 All dimensions are reference & nominal
Metric [millimeter] equivalents are in brackets

Ordering Information:

INLET AND IMNLET AND
moc| Jom | omgmmme | SR | SN | woswe ornons
PORTTYPE PORT SIZE
NR12 6 - 3165tinkess 0 - 0-15 psig/ 0-1.0 bar 2 - NPTF 0g - Ur 1 = 3000 psig / 207 bar -017 - Piston style dome load
Steel 1 = 0-30 psig / 0-2.1 bar 12 - 34" -019 = 1/4" gauge port at 90"

2 - 075 peig/ 0.5 2 bat 2 - 500 psig / 34.5 bar

3 - 0-150 psig / 0-10.3 bar
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