metec.it - Rometec srl - www.rgm@etec.it - Romete

Wmetec.it
afnnadilad =
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The Canalta Orifice Flange Union

Exceptional value means adding to your bottom line
without sacrificing quallty, service or performance

Phone: 403.342.4494

Call Us Toll Free: 1-855-CANALTA Email: sales@canaltaflow.com
An 1SO 9001:2008 registered company www.canaltaflow.com
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For more information or to order, contact us at

Canalta FIOW Measurement has been supplying quality orifice flange unions
in a wide selection of sizes and materials for more than fifteen years. These units are built to meet or
exceed the ASME B16.5 Flange Piping Code, as well as to comply with the latest editions of AGA-3 / API
14.3 and ISO 5167 for effective flow measurement. Whether you are taking first measurements out of the

well or simply restricting flow, Canalta OFUs represent quality and accuracy at a competitive price point.

The Canalta OFU is available in sizes from 2" through 36", ANSI ratings from 300 to 2500 and with grade
B7 bolting as standard. Each individual unit is shipped with a documentation package that includes an
AGA-2000 Inspection Report and material test reports. Additional NDT inspections, such as radiography,
ultra-sonic and liquid dye penetration

Orifice plates conform to AGA-3 / APl 14.3 or ISO 5167 specifications and are Category 520 for raised face
flanges or Category 500 with plate holder for RTJ flanges. Materials include 304 and 316 stainless steel
as standard or exotics, such as Monel™ and Inconel™ by special order. A wide variety of orifice plate bore
sizes are available. When accuracy and certainty count, Canalta can provide comprehensive Orifice Plate

Inspection Reports complete with calibration certificates and mill test reports as well.
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Custom-designed Meter Runs and Flow Conditioning Solutions that fulfill all of your metering
needs can be fitted to any Canalta Orifice Flange Union. Fabrication within the guidelines of ASME 16.34 and
ASME 16.5 guarantees exceptional safety, accuracy and reliability. Options are available for:

« Flow Conditioning Accessories «  Stress Relief & Special Testing
«  Tube Ends
Downstream Outlets

Paint & Special Coatings

Special Gaskets & Seals
Flange Facings

CANAITA

Get in touch today for your free quote.
Call us toll free at 1-855-CANALTA.

_ Turn to the back for TECHNICAL SPECIFICATIONS i~
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TECHNICAL SPECIFICATIONS

Flange Materials..............

Sizesand ANSIClass...........

Internal Bore Sizes............
Line Bore I.D. Tolerance.......

Tap Connections.............

Stud and Nut Material........
Gasket Material ..............

Orifice Plates and Holders ....

Orifice Flange Unions supplied by Canalta Flow Measurement comply with:
ASME B16.5 - Flange Piping Code

ASME B16.36 - Orifice Flange Unions

AGA-3/API14.3 or ISO 5167

ATO5N and A350 LF2 carbon steel. Stainless steel and exotics are available by special order.

2"through 36" - 300 through 2500 ANSI raised face flange.
All 600, 900, 1500 and 2500 flanges available in RTJ flange.

Schedule 40, 60, 80, 100, 120, 160 and custom sizes.

In conformance with AGA-3 / APl 14.3 or ISO 5167

Standard connections are 1/2” NPT.

2"and 3" fitting sizes center bored to .375" inside diameter.

4" and larger fitting sizes center bored to .500” inside diameter.

Diameter and location tolerances conform to AGA-3 / APl 14.3 or ISO 5167.

Studs - A193 grade B7; Nuts - A194 grade 2H.

Asbestos-free gaskets (1/16" thick) or 304 / 316 SS spiral wound gaskets (1/8" thick).

Orifice plates and holders are available in 304 and 316 stainless steel in a variety of bore sizes.

Other materials available by special order.
Orifice plates comply with AGA-3 / APl 14.3 or ISO 5167.

CONTACT INFORMATION

Via

Rometec srl

Alessandro Minuziano, 87 - 89
00128 - Roma

Tel 06-5061635 Fax 065061542

Plva 0412062100
wWww.rometec.it
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