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Sample Cylinders-SC1 Series

+» Working pressure up to 5000 psig (344 bar)
+ Internal volume from 40 to 3785 cm?3 (1 gal)
+» Single-ended and double-ended
+» Seamless tubing body provides consistent wall thickness, size and capcity

+» Heavy wall end connections piovide strength and resist flaring

+» 316L and 304L and alloy 400 stainless seel materials available

I Double-ended Cylinders

+» Volume from 40 to 3785 cm3(1 gal)

Minnimum Wall Thickness

L

P - Both Ends Female NPT Size

Technical Data and Dimensions
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I Single-ended Cylinders

+» 150, 300 and 500 cm? volume meet a variety of sampling needs

Minnimum Wall Thickness
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Hikelok

P - Female NPT Size

Materials  Working Internal Dimension,in.(mm)
Ggade/nyImder pressure, Voslums ! ﬁ",'.'ra < Minimum wall
pecification psig (bar) cm3t 5% L thickness
Single-Ended
150 4.88 (124) 1.10 (0.50)
304L S.S. 500 (34.4) 300 1/4 2.00 (50.8) 8.62 (219) 0.093 (2.4) 1.80 (0.82)
500 13.6 (330) 2.70 (1.23)
Double-Ended
40 1/8 1.25(31.8) | 3.88(98.6) 0.070 (1.8) 0.31(0.14)
50 3.75 (95.2) 0.38 (0.17)
1/4 1.50 (38.1)
75 4.94 (125) 0.62 (0.28)
304L S.S. 1800 (124) 150 5.25 (133) 0.093 (2.4) 0.94 (0.43)
300 8.94 (227) 1.80 (0.82)
1/4 2.00 (50.8)
400 11.4 (290) 2.10 (0.95)
500 13.8 (351) 2.60 (1.18)
1000 3.50 (88.9) 10.9 (277) 0.180 (4.6) 6.50 (2.90)
304L S.S. 1800 (124) 2250 1/4 or 1/2 17.2 (437) 14.00 (6.40)
4.00 (102) 0206 (52) —————
3785 (1 gal) 26.7 (678) 21.00 (9.50)
150 5.25 (133) 0.94 (0.43)
316L S.S. 1800 (124) 300 1/4 2.00 (50.8) 8.94 (227) 0.093 (2.4) 1.80 (0.82)
500 13.8 (351) | 2,60 (1.20)
150 8.00 (203) 3.00 (1.40)
316L S.S. 5000 (344) 300 1/4 or 1/2 1.90 (48.2) 14.5 (368) 0.240 (6.1) 5.60 (2.50)
500 23.5 (597) 9.10 (4.10)
150 5.25 (133) 0.94 (0.43)
Alloy 400 1800 (124) 300 1/4 2.00 (50.8) 8.94 (227) 0.093 (2.4) 1.80 (0.82)
500 13.8 (351) - 290(1.3)
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Hikelok

How to Order

SC118 — DFNPT4 — 300 — 316L
q Working q 5
Series pressure End Type End Conection Internal Volume Material
sc1 5 500psig D %%ték:g FNPT2 1/8 Female NPT 40 40ml 316L 316LS.S
18 1800psig g singie ENPT4 1/4 Female NPT 50 S50ml 304L 304LSS.
; -Ended 75 75ml A400 Alloy 400
LT B FNPT8 1/2 Female NPT Y
150 150ml
300 300ml
400 400ml
500 500ml
1000 1000ml
2250 2250ml
3785 3785ml
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