
The Sentry® Cobra SFI flow indicator allows operators to visually monitor and confirm 
flow within a low-emission closed-loop sampling process, without disrupting the 
process.

The Cobra SFI flow indicator can be used for hydrocarbon and water-based liquids.

MODEL

Cobra SFI

BENEFITS

The Cobra SFI flow indicator offers a simple and safe method to view liquid within 
a process, without interruption of the process. Unlike some other products on the 
market, it is a cost-effective, readily available solution that will not leak, assuring 
safety as well as the ability to obtain representative samples.

FEATURES

	� ANSI 900 rating

	� 316 stainless steel material

	� Polymer paddle wheel

	� Borosilicate glass

	� 1/4 in FNPT connections

	� Panel mounted flush fit

M A N UA L  S A M P L I N G

SENTRY COBRA SFI FLOW INDICATOR 
Manual Sampling Accessories  

Gas

Liquid & Slurry

Solid & Powder

Steam & Water
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Mounting
 1/4-20 UNC - 1B  .50 13
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SECTION A-A

MAXIMUM OPERATING PRESSURE: 2200 PSIG [152 BARG] @ 100 F [37.8 C]
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SPECIFICATIONS
wetted materials 316 stainless steel; borosilicate glass; PTFE paddle wheel 

body seals: PTFE 
O-ring: Viton® (Kalrez® available)

process connection 1/4 in FNPT

pressure rating 2200 psig at 100°F [152 barg at 38°C]

1610 psig at 350°F [111 barg at 177°C]

process temperature 350°F

Mounting
 1/4-20 UNC - 1B  .50 13
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