
*The primary pressure at 50 kPa, 24VDC operation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

・ Solenoid-driven valve that can adjust the flow rate by increasing 

or decreasing the applied voltage / current. 

・ Large diameter and a wide flow rate range enable the valve to be 

used for various purposes, including ventilators. 

・ Capable of handling gases and liquids. 

Features 

PROPORTIONAL VALVE 

WPN Series 

Large diameter proportional valve 

TFS (Takasago Fluidic Systems) 
1900 West Park Drive, Suite 280, Westborough, MA 01581 USA 

Tel: +1-508-983-1434    Fax: +1-508-983-1401  

E-mail: info@takasago-fluidics.com  URL: http://www.takasago-fluidics.com/ 
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Flow Characteristics 

― Voltage Increase (φ4) 

― Voltage Decrease (φ4) 

― Voltage Increase (φ6) 

― Voltage Decrease (φ6) 
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Specifications 

Model Number WPN-2-B1/4F  WPN-2-D1/4F 

Type Normally Closed Proportional Control 

Orifice Diameter (mm) 4.0 6.0 

Controlled Pressure Range 
0 ～ 60 L/min  

（ΔP=50 kPa Air） 

0 ～ 110 L/min  

（ΔP=50 kPa Air） 

Operating Pressure Range 0 ～ 200 kPa 0 ～ 50 kPa 

Rated Voltage 12 VDC, 24 VDC 

Power Consumption 7.5 W (Maximum) 

Wetted Materials 
PTFE, K-M31(Magnetic stainless steel), PPS,  

FKM, SUS304, SUS304WPB 

 

 

Note: Details including specifications may change at any time without notification. 

Dimensions 
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