
S98 PRESSURE-VACUUM SAFETY VALVES 

FEATURES 

S98 pressure-vacuum safety valves are devices designed to 

protect tanks against possible overpressures and 

underpressures. They operate automatically and close when the 

pressure conditions have returned to normal. Free exhaust 

construction. Factory calibrated. 

It is supplied sealed as standard with FPM sealing. S98 valves 

have TÜV approval and can be used on all compatible fluids. 

Calibration certificate and manufacturer's file, according to the 

decree of November 20, 2017 relating to the operation of 

pressure vessels, on request. 

 

LIMITS OF USE 

 

 

 

DIRECTIVES AND MANUFACTURING STANDARDS 

OBJECT Standard NB 

EC Pressure Directive 2014/68 Category IV CE 0045 

Approval for Russia EAC  

Threaded connection ISO 228  

CALIBRATION CERTIFICATE – TEST AND MATERIAL 

Certificate according to EN 10 204 2.2 of calibration and conformity as standard with engraving of the serial number 

on the valve. 

 
  

Connection 1" 

PS Fluid: 0.1 to 3 bar 

Vacuum : -0.05 to -0.7 

TS Fluid: -10°C / +150°C 

 

 

0045 
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S98 PRESSURE-VACUUM SAFETY VALVES 

CONSTRUCTION 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

DIMENSIONS (mm) AND WEIGHT (kg) 

 

E d I SW do H Weight 

1" 39 12 36 19 45 0.25 

   

No. Name 

1 Socket 

2 Split pin 

3 Locking ring 

4 Plate 

5 Overpressure spring 

6 Depression spring 

7 Guide tube 

8 Pressure relief valve 

9 Soft sealing 

10 Vacuum valve 

11 Body 
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S98 PRESSURE-VACUUM SAFETY VALVES 

FACILITY 

The valve must be positioned as close as possible to the capacity to be protected. It must always be installed in a 
vertical position. No valve must be inserted between the capacity to be protected and the valve. No foreign body must 
block the valve discharge port. The valve must not support the exhaust pipe. The valve must be installed and 
maintained in accordance with the rules of the art and accordance with the instructions supplied with the device. 
 

FLOW RATES OVERPRESSURE FUNCTION 

According to ISO 4126-1 standard 

 

VACUUM FUNCTION FLOW RATES 

According to ISO 4126-1 standard 

 

Type I II III 

Connection 1/2" 3/4" 1" 1"1/4 1"1/2 2" 

Fluid 
Air 
0°C 

Pressure (bar) Nm ᶟ /h 

0.1 26 26 50 50 150 150 

0.2 38 38 74 74 171 171 

0.3 49 49 94 94 218 218 

0.4 58 58 113 113 260 260 

0.5 65 65 156 156 290 290 

1.0 101 101 195 195 451 451 

1.5 131 131 252 252 583 583 

2.0 162 162 312 312 722 722 

2.5 195 195 376 376 868 868 

3.0 222 222 429 429 922 922 

Type I II III 

Connection 1/2" 3/4" 1" 1"1/4 1"1/2 2" 

Fluid 
Air 
0°C 

Pressure (bar) Nm ᶟ /h 

- 0.05 7 7 18 18 37 37 

- 0.1 10 10 24 24 51 51 

- 0.2 13 13 33 33 70 70 

- 0.3 15 15 39 39 81 81 

- 0.4 17 17 43 43 90 90 

- 0.5 18 18 44 44 93 93 

- 0.6 18 18 45 45 96 96 

- 0.7 18 18 46 46 98 98 
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