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BULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Valve Position Indicators

Buried Service - 1-1/4" SQUARE Extension Stems

og ¥
& 1 1 LRSS / 7
h Optional M . £
DEBRIS SHIELD 5
i\ keeps valve box
clean and Position

Indicator legible e Eliminates
broken valve

\ —’ j POSITION stems caused

L INDICATOR by over-opening
N or over-closing

® Field-adjustable

for any number b Py a
of turns within the [V ? Msgﬁ)
range of each model ‘\» ) CLo>

e Constructed of heavy-duty,
non-corrosive Dupont Delrin polymer,
' D providing high-impact resistance even in cold climates

DR \ ® Double O-ring seals keep out water and dirt

: _' RE . e 3rd-party tested to over 1 million revolutions
0 ® Provided with stainless steel hardware

® Also available for use above ground in the floor or with
Wall Brackets (see pages F-9 to F-10)

— Ordering Instructions N

1. Specify direction of open (open left or open right)
2. Model required (available in 57, 275 or 870 turns)

Open Left | Open Right

Model Number Trumbull Trumbull
Number of Turns Item No. Item No.

57T 0-57 367-9394 367-9393
275T 0-275 367-9396 367-9395
870T 0-870 367-9400 367-9399

3. Extension Stem required (1-1/4" square)
a. Length required (provide “A” dimension on the illustration
shown on right side of page F-2)

b. Carbon steel or stainless steel
¢. Tubing or solid bar
4. Debris Shield, item 367-9415 recommended for buried service

. J
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TRUMBU“-

TRUMBULL INDUSTRIES, INC.

Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501

Exploded View

Square Extension Stem
for Buried Service

Standard 5-1/4"
Valve Box Lid

Debris Shield

2" Operating Nut
w/set screw

'| Position Indicator

Bronze Bushing

www.trumbull-mfg.com

LA\ VN A

“A”
Top of
2" nut :
to grade* \

* The dimension from top of
2" valve nut to grade is used
to determine Extension Stem
length, per ordering instructions
on page F-1.

Extension Stem Torque Ratings

Extension Stems rated for a minimum of 300 ft-Ib.
For higher torque capacity, consult Trumbull.

Housing
Adapter
Square
Extension
Stem
Stainless
Coil Pin**
. Wrench Nut
— Coupling*
SQUARE EXTENSION STEM
Product Notes
* Wrench nut coupling welded to stem
at factory.

** When bottom coupling is purchased
separately, pin is provided.

Installation animations online:
YUU Tllhﬂ www.youtube.com/trumbulimfg

090115

Page F-2

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



T — www.trumbull-mfg.com

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

B u L L TRUMBULL INDUSTRIES, INC,
TR Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

Valve Position Indicators

Buried Service - TELESCOPIC Extension Stems

(YA o 05y

h ' e Eliminates broken £ A e s
Optional valve stems caused QQ\ >
DEBRIS SHIELD by over-opening 5
keeps valve box or over-closing £ -7
3 clean and Position . . =7
Indicator legible * Field-adjustable e
for any number o | A
el D) of turns within = \ \ A
\ e POSITION the range of g2 \\
e ~‘ INDICATOR each model A
Il e Constructed \ e// >
of heavy-duty, \\:5\ 7
‘I > non-corrosive W o / \15 /
Dupont Delrin polymer, -_ 0SEp @ 212~
providing high-impact :
' resistance even in cold climates
- DR e Double O-ring seals keep out water and dirt
) ) 1)
- T e 3rd-party tested to over 1 million revolutions
FENSIO ¢ Provided with stainless steel hardware

e Also available for use above ground in the floor or with
Wall Brackets (see pages F-7 to F-10)

e Telescopic stem eliminates the need for precise field measurement
of extension stems and provides for ground movement caused by
freezing and thawing

— Ordering Instructions N

1. Specify direction of open (open left or open right)
2. Model required (available in 57, 275 or 870 turns)

Open Left | Open Right

Model  Number Trumbull Trumbull
Number of Turns Item No. Item No.

57T 0-57 367-9394 367-9393

y
\ 275T 0-275 367-9396 367-9395
870T 0-870 367-9400 367-9399
3. Extension Stem required (telescopic)
a. Length required (provide “A” dimension on the illustration
shown on right side of page F-4)
b. Carbon steel or stainless steel
4. Debris Shield, item 367-9415 recommended for buried service
. J
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TRUMBULL INDUSTRIES, INC.

Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

www.trumbull-mfg.com

Exploded View

Telescopic Extension Stem
for Buried Service

Standard 5-1/4"
Valve Box Lid

Debris Shield

2" Operating Nut
wi/set screw

Stop Collar

Male Telescoping Stem
(Top Piece)

Anti-Friction Disk

Housing
Adapter

Centering Ring

Female Telescoping Stem
(Bottom Piece)

Stainless
Coil Pin**
Wrench Nut
Coupling*

TELESCOPIC EXTENSION STEM

ARNANTINVET VN /A

“A”
Top of
2" nut
to grade* \*

* The dimension
from top of 2” valve
nut to grade is
used to determine
Extension Stem
length, per ordering
instructions on
page F-3.

Extension Stem Adjustment Ranges
& Torque Ratings

For Telescopic Extension Stems

Product Notes

* Wrench nut coupling welded to stem
at factory.

** When bottom coupling is purchased
separately, pin is provided.

Range of Square Telescopic
Dimension "A” Extension Stems
Length of Length of

1-1/4" 1-172" Torque

Minimum | Maximum Top Part Bottom Part | In ft-lb
3 ft. 4-1/2 ft. 30" 30" 300 ft-Ib
4-1/2 ft. 6 ft. 30" 48" 300 ft-Ib
6 ft. 7-1/2 ft. 30" 66" 300 ft-Ib
7-1/2 ft. 9 ft. 30" 84" 300 ft-Ib
9 ft. 10-1/2 ft. 30" 102" 300 ft-Ib

090115

Other stem ranges available upon request.
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BUL L TRUMBULL INDUSTRIES, INC.
: Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
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Valve Position Indicators

Buried Service - ROUND Extension Stems

) Optional

DEBRIS SHIELD
keeps valve box
clean and Position

Indicator legible * Eliminates

broken valve
stems caused

DICATOR by over-opening

\ or over-closing

e Field-adjustable

for any number
of turns within the

range of each model T2
—

e Constructed of heavy-duty,
non-corrosive Dupont Delrin polymer,
providing high-impact resistance even in cold climates

e Double O-ring seals keep out water and dirt

e 3rd-party tested to over 1 million revolutions
® Provided with stainless steel hardware

e Also available for use above ground in the floor or with Wall Brackets
(see pages F-7 to F-10)

— Ordering Instructions ~

1. Specify direction of open (open left or open right)
2. Model required (available in 57, 275 or 870 turns)

Open Left | Open Right

Model Number Trumbull Trumbull
Number of Turns Item No. Item No.

57T 0-57 367-9404 367-9403
275T 0-275 367-9406 367-9405
870T 0-870 367-9410 367-9409

3. Extension Stem required (round)
a. Length required (provide “A” dimension on the illustration
shown on right side of page F-6)
b. OD required (maximum OD of 1.75")
c. Carbon steel or stainless steel
4. Debris Shield, item 367-9415 recommended for buried service

(& J
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B ULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Standard AR
5-1/4" Valve ISR

N A
Box Lid NN

Exploded Views e

Round Extension Stems
for Buried Service

Debris
Shield

Standard
5-1/4" Valve
Box Lid

“A”
2" Operating Nut Top of
w/set screw 2" nut
to grade* \

w.{.__l__ ", Position
l\“‘_ ~ Indicator

Debris Shield

Square
Stub
2" Operating Nut Shaft*

w/pin —

Position — gL — ,
Indicator w/pin ’ Bronze Bushing
Bronze Bushing

Housing
Adapter

Housing
Adapter

Round x Square
Coupling w/pins

L\

* The dimension from top of 2"
valve nut to grade is used to
determine Extension Stem
length, per ordering instructions

Stem on page F-5.

Round
Extension
Stem

Round
Extension

Consult your Trumbull Rep
for torque ratings.

Wrench Nut — @ — Wrench Nut
Coupling H Coqpy*ng
w/pin** 48 w/pin
ROUND EXTENSION STEM or ROUND EXTENSION STEM You Tuhe
with Square Stub Shaft*
Product Notes Installation animations online:

: , - www.youtube.com/trumbulimfg
* Using a square stub shaft saves field drilling and

installation of pins inside housing adapter.
** Wrench nut coupling normally furnished pinned to stem.
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B u L L TRUMBULL INDUSTRIES, INC,
TR Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

Valve Position Indicators

Installation in FLOOR

0g ¥

\'lllj'
= ;/’/

e Eliminates broken
valve stems caused
by over-opening
or over-closing

e Field-adjustable
for any number
of turns within
the range of
each model

e Constructed
of heavy-duty,
non-corrosive .
Dupont Delrin polymer, p . ) 0‘7‘3--
providing high-impact =
resistance even in cold climates

e Double O-ring seals keep out water and dirt

e 3rd-party tested to over 1 million revolutions

e Provided with stainless steel hardware

POSITION

INDICATOR e Also available with Wall Bracket for mounting to tank walls (pages F-9

to F-10), and in Valve Boxes for buried service (pages F-1 to F-6)

| - — Ordering Instructions N
1. 4 - 1. Specify direction of open (open left or open right)
T 2. Model required (available in 57, 275 or 870 turns, shown below)
-d 3 3. Extension Stem required
. a. Length required
i b. Round (maximum OD of 1.75"), 1-1/4" square, or
round x square stem (see reverse for details)
i c. Carbon steel or stainless steel
i 4, = 4. Housing Adapter - Floor Box style
i a. Cast iron housing (unsealed), see page F-11
q . . b. Carbon steel or stainless steel (sealed), see page G-13
L% Square Ext. Stem Round Ext. Stem
< Open Left | Open Right | Open Left | Open Right
4 - 4 Model Trumbull Trumbull Trumbull Trumbull
e i Number Iltem No. Item No. Item No. Item No.
4 57T 367-9394 367-9393 367-9404 367-9403
) 275T | 367-9396 | 367-9395 | 367-9406 | 367-9405
. d‘ 870T 367-9400 367-9399 367-9410 367-9409
R \ J
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TRUMBU“-

TRUMBULL INDUSTRIES, INC.

Phone: 330.799.3333
Toll Free: 800.677.1799 | P.O. Box 1556

1040 N. Meridian Rd.

Fax: 330.392.0756 | Youngstown, Ohio 44501

Standard
5-1/4" Valve
Box Lid

2" Operating Nut
w/pin

.l . -,i-e-‘-‘*' Position
" Indicator w/pin

T

Bronze Bushing

Housing
Adapter

Pipe Nipple*

Round
Extension
Stem

Wrench Nut
Coupling
w/pin**

ROUND EXTENSION STEM

Exploded Views

Extension Stem
Installation in Floor

Standard
5-1/4" Valve
Box Lid

2" Operating Nut
w/set screw

“7% 1 Position Indicator

T

Bronze Bushing

Housing
Adapter
Pipe Nipple*
Square
Extension
Stem
Stainless
Coil Pin**** Wrench Nut
. Coupling**

SQUARE EXTENSION STEM***

www.trumbull-mfg.com

Standard
5-1/4" Valve
Box Lid

2" Operating Nut
- -i w/set screw

. Position
Indicator

Square
Stub
Shaft

Bronze Bushing

Housing

Adapter

Pipe Nipple*

Round x Square
Coupling w/pins

\\

Round
Extension
Stem

Wrench Nut
Coupling
w/pin**

ROUND EXTENSION STEM***
with Square Stub Shaft

— Product Notes

(&

* Use a pipe nipple 5/8” longer than the increase in floor slab thickness required, as the tapped thread is 5/8” deep.
** Wrench nut coupling normally furnished pinned to round stems, and factory welded on square stems.
*** Using a square Extension Stem, or a round Extension Stem with a square stub shaft saves field drilling
and installation of pins inside floor box.
**** When bottom coupling is purchased separately, pin is provided.

N

J
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TRUMBULL

T —

TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

www.trumbull-mfg.com

Valve Position Indicators

Installation with WALL BRACKET (patent Pending)

e Eliminates
broken valve
stems caused
by over-opening
or over-closing

e Field-adjustable for
any number of turns
within the range of each model

e Constructed of heavy-duty, non-corrosive Dupont Delrin
polymer, providing high-impact resistance even in cold climates

e Double O-ring seals keep out water and dirt
e 3rd-party tested to over 1 million revolutions
® Provided with stainless steel hardware

e Also available for use in the floor (pages F-7 to F-8),
and in Valve Boxes for buried service (pages F-1 to F-6)

— Ordering Instructions N

1. Specify direction of open (open left or open right)
2. Model required (available in 57, 275 or 870 turns)
3. Extension Stem required

a. Length required

b. Round (maximum OD of 1.75") see next
page for details

c. Carbon steel or stainless steel

Open Left | Open Right

Model Number Trumbull Trumbull
Number of Turns Item No. Item No.

57T 0-57 367-9404 367-9403
275T 0-275 367-9406 367-9405
870T 0-870 367-9410 367-9409

Page F-9
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BULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Exploded Views

Round Extension Stems
Installation with Wall Bracket

Handwheel
w/pin

P
¥ ’\L;;\ﬁg F%Smc:n .
S = \ . ' Indicator w/pin
wlpin _~

o
" ) -~
Position Indicator ! i,

w/pin .~ \ z

Bronze Bushing

Bronze Bushing +. Position Indicator

Adapter Plate

Wall
Bracket
Round Round
Extension Extension
Stem Stem
Wrench Nut Wrench Nut
Coupling < Coupling
w/pin* w/pin*
ROUND EXTENSION STEM ROUND EXTENSION STEM
with 2” Operating Nut with Handwheel
Product Note
(* Wrench nut coupling normally furnished pinned to stem. ]
090115 Page F-10
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Typical top view Notes:
Position Indicator & Adapter 1.) Use Pipe Nipple %" longer than the increase of floor slab
(shown w/out Lid & Debris Shield) required, as the threads on the underside of Adapter are

%" deep.

2.) Adapter can be used with PVC C900 Pipe to form
a Valve Box. Use Pipe sizes 6" or 8" DR 14 .

Item Number: #367-9416
Coating: Black Enamel
Material: Grey Iron

Weight: 35 Ibs
Typical section view Typical section view
Used as a Floor Adapter . Used as a Valve Box Adapter ) .
(for Treatment Plant applications) a Lid 2" Nut (for Buried Service applications) Debris Shield

—
o ; [
3 %ﬁ Adapter
i LI | |
§__Pipe Nipple, 2-%5" NPT Hex Bolt
(see note #1) Bushing
Position Indicator
\-/. Valve Extension Stem\ N
5-%," Valve Box, Top Section
(see note #2)
]
; — [ TRUMBULL INDUSTRIES
Drawn by: BJE Drawing revision: .
Dato = Dato 1045}8' laox_ d1_556Rd Housing Adapter
. . Meridian Rd. i ;
2/28/11 A 3/18/2015 Youngstown, Ohio 44501 for Position Indicator
090115 PageF-11

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

BULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Valve Position Indicators

Installation with FLOORSTANDS

ﬂ[é Models 57T and 275T
may be installed in a
vertical position
(on a horizontal stem)

Detail A
I Position Indicator

& Adapter Plate

Gear Operator

Handwheel

Non-indicating /
Floorstand

o) o e
C )

T
Wall Bracket for <
Floorstand Mounting <

1V15S3d3id V NO

/ <

Extension Stem

SHO1VHAdO dV3ID 4043

Butterfly Valve a Ty,
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