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TRUMBULL INDUSTRIES, INC.

Cast Iron Mud Valves

Certified to NSF-61 & NSF-372 in U.S.A. & Canada

TRUMBULL MUD VALVES are designed primarily for use

in settling tanks of water and wastewater treatment plants.
They are for low pressure applications only; consult Trumbull
for special requirements. Their intended use is to drain tanks
for maintenance or cleaning.

Mud valves are furnished with a 2” square operating nut;
however, they can be supplied with optional extension stem
or handwheel (see page G-4).

This valve series uses bronze seats in the body and gate
(also available with resilient seat). The cast iron body
assembly features manganese bronze stems and guides
for use in submerged installations. The fasteners are
furnished in stainless steel to prevent corrosion from years
of submerged service.

Nuts, bolts and gaskets for mounting to floor pipe are
NOT furnished but can be ordered separately. Ductile iron
components are coated with Tnemec N140-1211 epoxy,
per NSF 61. See pages G-22 and G-23 for drawings.

The flange drilling is according to ANSI 125# STD.
on all sizes; however, one hole under each leg of the
yoke is not available for fastening to the mating flange.
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Rising Stem Style
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VALVE POSITION -
Non-Rising Stem Rising Stem aré’\rlfclfn':\;zfje d Stethuide with Buslhing
Trumbull Trumbull on all Mud Valves Extension Stem Coupling
Size | Item No. Weight Item No. Weight (see page F-7) Mud Valve with
4” | 367-1310 31.00Ibs. | 367-1330 30.00lbs. = Operating Nut
6” | 367-1311 47.001lbs. | 367-1331  46.00 Ibs. Wallpipe
8" | 367-1312 76.001Ibs. | 367-1332  73.00 Ibs. — —— =
10” | 367-1313  95.00 Ibs. | 367-1333  90.00 Ibs. e A- o 7 flobr'élab k¥ s
12" | 367-1314 130.00 Ibs. | 367-1334 130.00 Ibs. o St e s o
14" | 367-1315 142.00 Ibs.
16" | 367-1316 169.00 Ibs.
18" | 3671317 256.00 Ibs. Cf‘(’)':sa“\:;l;‘l‘;i‘l}g‘_‘"
20" | 367-1318 281.00 Ibs.
24" | 367-1319 450.00 Ibs. ]
See page G-28 for installation options. Typical Mud Valve Installation
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Valve Size (Bore Dia.) 4 6 8 10 12 14 16 18 20 24
A - Overall height 9-1/2 11-1/4 11-3/4 | 12-13/16 13 15 16-3/4 18-3/4 19-3/4 23-1/2
B - Width at Yoke 10 12-3/8 14-1/2 17 19-3/4 22-3/4 24-5/8 28-1/2 30-5/8 37
C - Valve opening 2 3-1/2 4 4-1/16 5 6-3/4 7-3/4 8-1/2 9-3/4 12-1/4
D - Basin depth in floor, min. 1-3/8 1-5/8 1-5/8 1-5/8 1-3/4 1-3/4 1-7/8 2-1/8 2-1/4 2-5/8
E - Flange Thickness 13/16 1 7/8 7/8 1 1-1/8 1-1/4 1-3/8 1-9/16 1-7/8
Flange O.D. 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
Bolt Circle 7.5 9.5 11.75 14.25 17.0 18.75 21.25 22.75 25.0 29.5
Bolt Hole Dia. 3/4 7/8 7/8 1 1 1-1/8 1-1/8 1-1/4 1-1/4 1-3/8
Bolt Dia. 5/8 3/4 3/4 7/8 7/8 1 1 1-1/8 1-1/8 1-1/4
Bolts in full Pattern * 8 8 8 12 12 12 16 16 20 20
Stem Diameter 1 1-1/8 1-1/4 1-3/8 1-1/2 1-1/2 1-1/2 1-3/4 1-3/4 1-3/4
Turns to Open 11 17 20 21 25-1/2 34 40 43 49 63
Weight, pounds 27 47 73 110 130 139 167 243 280 453
Iltem Part Materials
1 |Base Fiange (Body) | Gray iron, ASTM A126 (B)
2 | Seat, Base Flange [Bronze, ASTM B62; B584
Gate Gray Iron, ASTM A126 (B)
Seat, Gate Bronze, ASTM B62; B584
Stem Bronze, ASTM B584

Yoke (4" thru 10") Gray Iron, ASTM A126 (B)
Yoke (12" thru 24") | Ductile Iron, ASTM A536 (65-45-12)
Guide, unthreaded | Gray Iron, ASTM A126 (B)
Guide, threaded Bronze, ASTM B584
Operating Nut, 2" sq.| Gray Iron, ASTM A126 (B)
All Fasteners are Stainless Steel

Standard 125 pound drilling template.
* Two of the bolts in the bolt pattern are under the yoke feet
and not used.

All cast iron surfaces, except machined surfaces, to be
finished with NSF61 (TNEMEC 140-1211) coating.
Flange mounting gasket and fasteners are not included,

and must be ordered separately.
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Also available in Cast T316 Stainless Steel.
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, - ——— TRUMBULL INDUSTRIES |
Drawn: Drawing Revision: P O Box 1556 Drawn to Scale
Date Rev. Date 1040 N. Meridian Rd. MUD VALVES - CAST IRON
6/28/94 | P 12/08/10 Youngstown, Ohio 44501 NON-RISING STEM TYPE
090115 Page G-22
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Valve Size (Bore Dia.) 4 6 8 10 12 14 16** 18** 20** 24**
A - Overall height, closed 9-3/4 11 11-3/4 12-3/4 13 14-1/2 16-3/4 18-3/4 19-3/4 23-1/2
A - Overall height, open 11-7/8 14-3/8 15/3/4 16-3/4 18 21-1/2 24-3/4 27-3/4 29-3/4 35-1/2
B - Width at Yoke 10 12-3/8 14-1/2 17 19-3/4 22-3/4 24-5/8 28-1/2 30-5/8 37
C - Valve opening 2-1/8 3-3/8 4 4 5 7 8 9 10 12
D - Basin depth in floor, min. 1-3/8 1-5/8 1-5/8 1-5/8 1-3/4 1-3/4 1-7/8 2-1/8 2-1/4 2-5/8
E - Flange Thickness 13/16 1 7/8 7/8 1 1-1/8 1-1/4 1-3/8 1-9/16 1-7/8
Flange O.D. 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
Bolt Circle 7.5 9.5 11.75 14.25 17.0 18.75 21.25 22.75 25.0 29.5
Bolt Hole Dia. 3/4 7/8 7/8 1 1 1-1/8 1-1/8 1-1/4 1-1/4 1-3/8
Bolt Dia. 5/8 3/4 3/4 7/8 7/8 1 1 1-1/8 1-1/8 1-1/4
Bolts in full Pattern * 8 8 8 12 12 12 16 16 20 20
Stem Diameter 1 1-1/8 1-1/4 1-3/8 1-1/2 1-1/2 1-1/2 1-3/4 1-3/4 1-3/4
Turns to Open 11 17 20-1/2 20 25 35 40 45 50 60
Weight, pounds 30 46 73 110 130 140 165 240 280 450
Standard 125 pqund drilling template. ltem Part Materials
* Two of the bolts in the bolt pattern are under the yoke feet 1 | Base Flange (Body) | Gray Iron, ASTM A126 (B)
and not used. _ 2 | Seat, Base Flange | Bronze, ASTM B62; B584
All cast iron surfaces, except machined surfaces, to be 3 |Gate Gray Iron, ASTM A126 (B)
finished with NSF61 (TNEMEC 140-1211) coating. 4 |Seat, Gate Bronze, ASTM B62; B584
Flange mounting gasket and fasteners are not included, 5 |Stem Bronze, ASTM B584
and must be ordered separately. ,. m
** Consult Trumbull on the avpailabili¥y of 16" and larger sizes 2 zgtg gzm:J 24).,) glzacililgcl)r%r\A,ig¥l\/As\‘1\25%éB()€55—45—12)
in the Rising Stem configuration. 7 | Guide, unthreaded | Gray Iron, ASTM A126 (B)
+ 8 | Giuide, threaded Bronze, ASTM B584
9 | Operating Nut, 2" sq.| Gray Iron, ASTM A126 (B)
All Fasteners are Stainless Steel
9
5
Also available in Cast T316 Stainless Steel.
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Drawn: Drawing Revision: P O. Box 1556 Drawn to Scale
Date | Rev. Date 1040 N. Meridian Rd. MUD VALVES - CAST IRON
6/28/94 P 12/08/10 Youngstown, Ohio 44501 RISING STEM TYPE
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BULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Other Adaptations for Mud Valves

Sliding Stem Mud Valve | Stainless Steel Mud Valve Floorstand
Available when desirable Extended Bonnet with with Limit Switches
to keep Op;?’ﬁﬁng threads Pneumatic Cylinder For remote indication
outofthe water. For remote operation. of valve position.
090115 Page G-24
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TRUMBULL INDUSTRIES, INC.

Phone: 330.799.3333
Toll Free: 800.677.1799 | P.O. Box 1556

1040 N. Meridian Rd.

Fax: 330.392.0756 | Youngstown, Ohio 44501

www.trumbull-mfg.com

Cast 316 Stainless Steel Mud Valves

Heavy-Duty Design — Certified to NSF-61 & NSF-372 in U.S.A. & Canada

TRUMBULL MUD VALVES are
designed primarily for use in settling
tanks of water and wastewater
treatment plants. They are for
low pressure applications only;
consult Trumbull for special
requirements. Their intended
use is to drain tanks for
maintenance or cleaning.

Due to the corrosive
applications in which Mud
Valves are used, the yoke,
flange, guides and gate
are cast from Type 316
stainless steel. The one-piece,

Type 316 stem has a permanently bonded coating to protect
against galling for a lifetime of maintenance-free operation.
Cast components eliminate corrosion problems frequently caused
when stainless steel is welded. Castings are passivated after
machining, per ASTM A-967. Heavy-duty design incorporates
generous wall thicknesses and stem diameters for maximum
strength and corrosion protection. Seat is SBR rubber for positive
shutoff. Mechanically retained seat is field-replaceable. Fasteners
are Type 316 stainless. See pages G-26 and G-27 for drawings.

Nuts, bolts and gaskets for mounting to floor pipe are NOT

furnished but can be ordered separately.

Non-Rising Stem Rising Stem
Non- Non-
Size | Domestic Domestic Domestic  Domestic
4" 1367-1350 367-1350* | 1367-1370* 367-1370
6" 1367-1351 367-1351* | 1367-1371* 367-1371
8" | 1367-1352 367-1352* | 1367-1372* 367-1372
10” | 1367-1353 367-1353* | 1367-1373* 367-1373
12” | 1367-1354 367-1354* | 1367-1374* 367-1374
14" | specford  367-1355
16” | specford 367-1356
18" | spec/ord 367-1357 ’ %c;n:\;’altilzg?lwyl?UIl
20" | spec/ord 367-1358
24" | specford  367-1359
See pages G-26 and G-27 for weights.
Also, see page G-28 for installation options.
090115
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Valve Size (Bore Dia.) 4 6 8 10 12 16 18 20 24
A - Overall height 8 10-1/2 12-1/2 14-1/2 17 21-1/4 23 25-3/4 34-5/8
B - Width at Yoke 10-1/4 12-5/8 15-1/8 17-3/8 19 25-3/4 27-3/4 27-1/2 32
C - Valve opening 1-3/4 2-3/4 3-1/2 4-3/4 6 7-112 8-1/4 9-1/4 12
D - Flange thickness 3/4 3/4 3/4 3/4 3/4 3/4 3/4 3/4 3/4
Flange O.D. 9 11 13-1/2 16 19 23-1/2 25 27-112 32
Bolt Circle Diameter 7.50 9.50 11.75 14.25 17.00 21.25 22.75 25.00 29.5
Bolt Hole Dia. 3/4 7/8 7/8 1 1 1-1/8 1-1/4 1-1/4 1-3/8
Bolt / Stud Size 5/8 3/4 3/4 7/8 7/8 1 1-1/8 1-1/8 1-1/4
Bolts in full Pattern* 8 8 8 12 12 16 16 20 20
Stem Diameter 1-1/4 1-1/4 1-1/2 1-1/2 1-1/2 1-1/2 1-3/4 1-3/4 1-3/4
Turns to Open 9 15-1/2 20 26 30 20-1/2 23 48-1/2 60
Weight, pounds 24-1/2 33-1/2 48 65 88 142 186 206 230
* Standard 125 pound drilling template, with two holes covered by the Yoke. Part Description
Flange mounting gasket and fasteners are not included, and must be ordered separately. 1 | Base Flange (Body)
All items, except for the Seal and the sealing washers are Type 316 Stainless Steel. 2 | Yoke
Seai and seaiing washers are SBR. 3 | Gate
All Fasteners are Stainless Steel, Type 316, ASTM A193, Grade B 4 | Seat
Stem is coated and greased to prevent galling. 5 | Seat Retainer
Basin depth in floor for complete draining, 1" minimum. 6 |Stem
. N " 7 | Guide, Plain
Sizes 4" thru 16 8 | Yoke Cylinder (18'+)
| 9 | Spring Pin
10 | 2" Square Nut

A
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| ‘ 1D
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\7 B - Overall Width at Yoke —I

Seat retainer fasteners
shown enlarged
typical, all valves

Sizes 18" thru 24"

A
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; ; ———TRUMBULL INDUSTRIES ||
Drawn: Drawing Revision: P O Box 1556 Drawn to Scale
Date Rev. Date 1040 N. Meridian Rd. MUD VALVES - T316SS
7/24/07 E 11/11/2013 Youngstown, Ohio 44501 NON-RISING STEM TYPE
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Valve Size (Bore Dia.) 4 6 8 10 12 16** 18** 20** Part Description
A - Overall height, closed 8-3/4 10-1/2 12-1/2 14 17 23 18 18 1 | Base Flange (Body)
A - Overall height, open 11-1/2 16 19-1/4 22-3/4| 28-1/2 38-1/4 27 28 2 |Yoke
B - Width at Yoke 10-1/4 12-5/8 15-1/8 17-3/8 19 25-3/4 27-3/4 27-1/2 3 | Gate
C - Valve opening 2-1/4 5 7 8-1/4 11-1/2 15-1/8 9 10 4 |[Seat
D - Flange thickness 3/4 3/4 3/4 3/4 3/4 3/4 3/4 3/4 5 [ Seat Retainer
Flange O.D. 9 11 13-1/2 16 19 23-1/2 25 27-1/2 6 | Stem
Bolt Circle Diameter 7.50 9.50 11.75 14.25 17.00 21.25 22.75 25.00 7 | Guide, Plain
Bolt Hole Dia. 3/4 7/8 7/8 1 1 1-1/8 1-1/4 1-1/4 8 | Yoke Cylinder (18"+)
Bolt / Stud Size 5/8 3/4 3/4 7/8 7/8 1 1-1/8 1-1/8 9 | Gate Cap (18"+)
Bolts in full Pattern* 8 8 8 12 12 16 16 20 10 | Spring Pin
Stem Diameter 1-1/4 1-1/4 1-1/2 1-1/2 1-1/2 1-1/2 1-3/4 1-3/4 11 | 2" Square Nut
Turns to Open 13-1/2 26-1/2 30-1/2 36-1/2 50-1/2 75-1/2 45 50
Weight, pounds 25 34 48 59 78 XX XX XX

Seal and sealing washers are SBR.

in the Rising Stem configuration.

.. ul

All Fasteners are Stainless Steel, Type 316, ASTM A193, Grade B
Stem is coated and greased to prevent galling.
Basin depth in floor for complete draining, 1" minimum.

** Consult Trumbull on the availability of 16" and larger sizes

Sizes 4" thru 16"

* Standard 125 pound drilling template, with two holes covered by the Yoke.
Flange mounting gasket and fasteners are not included, and must be ordered separately.
Ali items, except for the Seal and the sealing washers are Type 316 Stainiess Steel.

Sizes 18" thru 20"

Seat retainer fasteners
shown eniarged
typical, all valves

Sealing washer
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 TRUMBULL INDUSTRIES

B - Overall Width at Yoke |

| f

Drawn: Drawing Revision: P O Box 1556 Drawn to Scale
Date | Rev. Date 1040 N. Meridian Rd. MUD VALVES - T316SS
7/24/07 C 02/18/2013 Youngstown, Ohio 44501 RISING STEM TYPE
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TRUMBULL INDUSTRIES, INC.

Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

www.trumbull-mfg.com

. Mud Valve:
Optional Mud Valve  stemocuic:
Installations Extension Stem
Standard options are shown on right Wall Bracket:

Floor Box:

Cast iron or cast 316 stainless steel

Ductile iron or cast 316 stainless steel
Ductile iron (30" or 36") or cast 316 SS (36")
Carbon steel or stainless steel

Ductile iron or cast 316 stainless steel
Sealed or unsealed, cast iron or cast SS

2

Stem Guide

with Handwheel
or 2" square nut

; B!

Cast Sealed
Floor Box with
Position Indicator

Floor Box with
Position Indicator

Wall Bracket with
Position Indicator

Floor Box w/out
Position Indicator

3 &

Indicating Floorstand with

Indicating Indicating Floorstand Pedestal with Miter Indicating
Floorstand with Wall Bracket* Gear, Crank Handwheel = Wall Bracket, Miter Gear & Floorstand
& Position Indicator Horizontal Extension Stem* with Actuator*
(57T or 275T only)
* Indicating slot faces operator and is not visible in installations 7 & 9.
090115 Page G-28
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