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B u L L TRUMBULL INDUSTRIES, INC,
TR Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

Telescoping Valves

TRUMBULL TELESCOPING VALVES are designed to regulate the level of
fluids in containment structures such as holding chambers, tanks, ponds &
lagoons. An example of an application might be to regulate the effluent level in
a settling basin. Also known as “Sludge Draw-off Valves” or “Decanting Valves”,
the valve assembly consists of a lifting mechanism (operator), connecting stem
and a slip (drain) tube which travels vertically inside a fixed vertical pipe.
Utilizing the operator, the slip tube is raised or lowered to maintain the desired
fluid level within the containment structure.

OPERATOR

Trumbull offers Telescoping Valves in either Rising or Non-Rising Stem designs.
A variety of operators are available such as, handwheel, rack & pinion, bevel
gear and electric motor operators. The slip tubes are available in a variety of
sizes and materials, the most common materials being 304 stainless steel and
Sch 40 PVC. Other materials are available upon application or request. Slip
tubes are typically supplied with V-notch, plain end or funnel tops. Scum baffles
can also be added to the top of the slip tube, if requested.

PEDESTAL

Trumbull's seal assembly consists of a stainless steel retainer plate, a seal
plate and two (2) Buna-N wiper gaskets. The assembly is designed so that the
wiper gaskets can easily be replaced in the field without disassembling the
Telescoping Valve. Additional seal elastomers are available upon request.

CONNECTING
STEM

Operator pedestals are available in 26” & 32" cast ductile iron Indicating
Style, 32" cast ductile iron Non-Indicating Style and 32" cast stainless steel
Indicating Style. Other custom-fabricated styles and materials are available
upon request. Offset wall brackets are available in either cast ductile iron or
cast 316 stainless steel.

® BAIL

Lifting bails are fabricated from 304 stainless steel material, and are mounted
to the slip tubes with stainless steel fasteners. Threaded operating stems

and extension stems are made from 304 stainless steel material unless
otherwise specified.

Seal Plate

Split Seal (2 Wiper Gaskets)
Retainer Plate
SLIP TUBE

Flanged DI Riser Pipe
Supplied by others

The above information requirements are available
in drawing form on the following pages.
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MK-# Description Qty/Assem.| Matl
1 | Clear Stem Cover Varies PVC
~ 2 | Operator, Rack & Pinion (See Options) 1 Piece Carbon Stl.
] 3 |Floorstand Non-Indicating 32" 1 Piece Ductile Iron
4 | Adjustable Wall Mount Brkt 17-1/8" Max. 1 Piece Ductile Iron
5 | Travel Rack 3/4" Dia Varies 303 SS
@Stem Cover 6 |Rack Coupling Round 1 Piece 304 SS
- E w/Travel Scale 7 _|'Stem Extension Solid Rod Varies 304 SS
.g -% 8 |Lifting Bail 1 Piece 304 SS
g T 9 | Scum Baffle (See Options) 1 Piece 304 SS
E £ E’ 10 |Slip Tube (See Options) Varies 304 SS
S ?’ ) 11 | Seal Plate 125# Drilling, 1/4" Thk 1 Piece 304 SS
o ™~ f || 12 [Seal125# Drilling, §* Thk, Dove Tailed 2 Pieces Buna-N
= 13 | Retainer Plate125# Drilling, 1/4" Thk 1 Piece 304 SS
% 0 Rack & Pinion Operator Telescoping Valve Options
3 Illustrated, other options Ql’em‘%( & Pini
2 ! ] available. I-lfﬁdu:hnlnnllcl;r:einn SQtem
- —) Handwhee! Rising Stem
S - Handwheel Non-Rising Stem
% 5 Bevel Gear Rising Stem
= © Bevel Gear Non-Rising Stem
o -:'c: T 32" Pedestal Electric Motor Actuator _
9]
6 S 5 Scum Baffle:
‘@' M 20" Dia.x 12" Tall x .062" Thk
8 5 Other Sizes- Dia. -
i L Height -
& L Thickness -
%)
« (D) Wall Mount Brkt,
© Maximum Offset 17")
316SS
Fir. Std. base Elev. e PVC S40 N
Tube Top Configurations:
Travel Rack Plain End _
"V" Notch
Rack Coupler 12" Dia. Funnel
Other (Describe Below) ____
Extension Stem
= High Water Elev. /
o]
kel
c
5 Customer Provided Dimensions
Q- H .
|9 T>> Valve Size :
L E Elevations:
© —_— .
S 8 Bail Floor Stand Base Elevation -
g IE Floor Slab Thickness -
o e High Water Elevation
% % / s Baff Low Water Elevation
% n A @ cum Battle Riser Flange Elevation
%’ TVT Customer Provided Project Info.
Slip Tube Project Name:
/ Project City:
er Elev. Project State:
| Riser Flange Elev. Qty. Req'd: —
/ \ Customer Information
Riser Pipe w/125# Flange Telescoping Valve Seal Customer:
supplied by others. Contains : Location:
) . 1 - Seal Plate Contact Name:
Note: Riser Flg. elevation must 2 - Valve Seals Phone:
be 8" below Low Water 1 - Retainer Plate Email
Elevation to allow for ’
for Bail clearance Reference #:
Note: Wall Brkt. anchors & Fig Bolts Supplied by others.
| Note: S'III blu%:aﬁlos:;" s'ﬂﬂ'"'"' supplied by Trumbull
Wi o
; ~ TRUMBULL INDUSTRIES ;
Drawn: Drawing Revision: P O. Box 30 Telescoping Valve, Offset Mount
0. BoxX
Date Rev. Date 400 Dietz Rd Offset Mount
11/20/13 A 11/20/13 Warren, Ohio 44482 Valve Option Sheet
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MK-# Description Qty/Assem.| Mat'l
1 |Clear Stem Cover Varies PVC
~ 2 |Operator, Rack & Pinion (See Options) 1 Piece Carbon Stl.
| 3 [Floorstand Non-Indicating 32" 1 Piece Ductile Iron
4 [Not Applicable
5 |[Travel Rack 3/4" Dia Varies 303 SS
@Stem Cover 6 |Rack Coupling Round 1 Piece 304 SS
c E w/Travel Scale 7 _|'Stem Extension Solid Rod Varies 304 SS
.g -% 8 [Lifting Bail 1 Piece 304 SS
a T 9 [Scum Baffle (See Options) 1 Piece 304 SS
& E’ 10 |Slip Tube (See Options) Varies 304 SS
5 @ 8 11 | Seal Plate 125# Drilling, 1/4" Thk 1 Piece 304 SS
gs! ~2 12 | Seal125# Drilling, " Thk, Dove Tailed 2 Pieces | Buna-N
t — 13 | Retainer Plate125# Drilling, 1/4" Thk 1 Piece 304 SS
3 q Rack & Pinion Operator Telescoping Valve Options
< lllustrated, other options Operators:
5’ E | available. Ef?\t\%hzlsllobr:oinn Stom -
% - = Handwheel Non-Eising Stem
= 5 Bevel Gear Rising Stem
) D Bevel Gear Non-Rising Stem
3 % T @ 32" Pedestal Electric Motor Actuator _
S 5 / Scum Baffle:
‘@' M 20" Dia.x 12" Tall x .062" Thk
8 B Other Sizes- Dia. -
o L Height -
< L Thickness -
& Slip Tube Options:
N wviawcrial.
® 304SS
{ 316SS
PVC S40

Fir. Std. base Elev.

Tube Top Configurations:

Travel Rack Plain End
"V" Notch

Rack Coupler 12" Dia. Funnel
Other (Describe Below)

Extension Stem

8 High Water Elev.
[
g_ Customer Provided Dimensions
= o
e [ Valve Size : _
% S Elevations:
§ 8 Bail Floor Stand Base Elevation -
LIL_ IE Floor Slab Thickness I
_8 o High Water Elevation
o @ 4 .
5 o Low Water Elevation
o % n /T @ Scum Baffle Riser Flange Elevation
I:% TVT Customer Provided Project Info.
Slip Tube Project Name:
/ Project City:
r Elev. Project State:
Riser Flange Elev. ﬂ Qty. Req'd: I
ﬁ \ Customer Information
Riser Pipe w/125# Flange Telescoping Valve Seal Customer:
supplied by others. Contains : Location:
_ _ 1 - Seal Plate Contact Name:
Note: Riser Flg. elevation must 2 - Valve Seals Phone:
be 8" below Low Water 1 - Retainer Plate o
Elevation to allow for Email:
for Bail clearance Reference #:
Note: Flange Bolts Supplied by others.
| Note: %}ﬁ ;:b;ofs:all fasteners, supplied by Trumbull
; — TRUMBULL INDUSTRIES ;
Drawn: Drawing Revision: P.O. Box 30 Telescoping Valve, Floor Mount
.0. Box
Date Rev. Date 400 Dietz Rd Floor Mount
11/20/13 A 11/20/13 Warren, Ohio 44482 Valve Option Sheet
090115 Page G-37

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

BULL TRUMBULL INDUSTRIES, INC.
Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556

Fax: 330.392.0756 | Youngstown, Ohio 44501
T — www.trumbull-mfg.com

Multi-Purpose ... MANY POSSIBILITIES!

32”7 Ductile Iron Pedestal

TRUMBULL 32” DUCTILE IRON PEDESTALS are designed for
installation in treatment plants and pump stations to allow operation
of valves at a lower elevation.

Pedestals can be adapted for various custom requirements such

as mounting of electric motor operators, manual gear operators, O
or customer-supplied components. Also available in fabricated ﬁ
stainless steel or carbon steel in various heights. Electric Motor Operator
Pedestal Adapter Flg.
Pedestal Dimensions T
8" Dia. g
1 | g
[ ] B
< 7 _f ) E
. 32" Pedestal DI\ L
DUCTILE IRON
CASTING D
for added @t lan _ .
strength AR
T
R Wall Bracket for:
U >-PART Pedestal
M . EPOXY | ¢
B 32 COATING
U Tnemec
L N140-1211 g
L 3V
SLOTTED N iR
BOLT HOLES elescoping Valve
provide adjustability
13/16" to avoid interference
_L with rebar
( ) f —
Pedestal Base Dimensions
7/8" slot width
7-1/4" for 3/4" bolts
square (not supplied) 32" Ductile Iron Pedestal
< ltem number: 367-2417 .
Weight: 43.45 Ibs. LT
8-3/8", max. Typical installation
6-7/8", min
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B u L L TRUMBULL INDUSTRIES, INC,
TR : Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

307 Ductile Iron Indicating Floorstand

TRUMBULL 30" INDICATING FLOORSTANDS are designed for installation in treatment plants and pump stations
to allow operation of valves at a lower elevation. Floorstand body is ductile iron for increased torque capacity.

Set screw secures handwheel to stem. Flange can be machined to facilitate mounting of actuator, if required

(also available with gear operators). Our standard Floorstand is shown below (see page G-28 for custom Floorstand
options). Stocked for "open left" valves; also available for "open right" valves. Standard stem threading allows up to
140 turns; optional threading allows up to 563 turns. Stainless drive pin supplied with assembly.

4 )
BRONZE
BUSHING
30" Floorstand Assembly, DI
“OPEN” LETTERS to center stem
cast in Floorstand
BRONZE
POSITION ,
2-PART EPOXY COATING = b
Tnemec N140-1211 INDICATOR Wall Bracket for Floorstand \-zg
Floorstand Stem & Connector a " -
ALUMINUM “CLOSED” TAG SLOTTED _ﬂzl .
supplied with drive rivets B OLT H OL_ES . e ¥
provide adjustability a
To be field installed based on to avoid interference s
number of valve turns with rebar Adjustable Stem Guide \ LA
>
1-1/4" CARBON STEEL STEM [
extends 20" below mounting CAST IRON STEM Extension Stem & Connector ‘ '
surface; coated with food grade COUPLING D
Xylan 1052 for corrosion pre-drilled to 15/16" .
protection and lubricity diameter for 7/8" O.D. L
For stems requiring more than stem, with pilot hole for o ‘
322 turns, stainless stems will 5/16" stainless drive pin Ea%_;ﬂ‘
be furnished (furnished) T
. . Wrench Nut Coupli o
— Ordering Instructions .\ reneh Rut oupiing iR
Mud Valve I e
1. Quantity required _\ ] i
2. Floorstand item number: 367-2420 Jt = \L <
3. 0.D. of extension stem being used, for drilling e i = T,

of connecting couplings
4, Wall Bracket, if required
a. Ductile iron item number: 367-2451
b. Stainless steel item number: 367-2461

kN

Typical Floorstand installation
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INDICATING FLOORSTAND

30" DUCTILE IRON

"TRUMBULL INDUSTRIES |

P.O. Box 1556
1040 N. Meridian Rd.
Youngstown, Ohio 44501

Drawing Revision:

Rev.

Date
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TRUMBULL

Phone: 330.799.3333
Toll Free: 800.677.1799 | P.O. Box 1556

TRUMBULL INDUSTRIES, INC.
1040 N. Meridian Rd.

Fax: 330.392.0756 | Youngstown, Ohio 44501
www.trumbull-mfg.com

36" Ductile Iron Indicating Floorstand

Sealed Indicator Slot

TRUMBULL 36" DUCTILE IRON INDICATING FLOORSTANDS

are designed for installation in treatment plants and

pump stations to allow operation of valves at a lower elevation. Set screw secures handwheel to stem. Flange can be
machined to facilitate mounting of actuator, if required (also available with gear operators). Stocked for "open left" valves;
also available for "open right" valves. Standard stem threading allows up to 196 turns; optional threading allows up to 784

turns. Stainless drive pin supplied with assembly. Also available
for custom Floorstand options.

B s e N
BRONZE T
” ” BUSHING
to center stem 36" Floorstand Assembly, DI
OPEN” LETTERS »
cast in Floorstand \
BRONZE
POSITION
LEXAN WINDOW INDICATOR = v
seals indicator slot yet cATO Wall Bracket for Floorstand "0
provides view of bronze o
s .. Floorstand Stem & Connector .
position indicator 2-PART ] 3
EPOXY COATING *

ALUMINUM “CLOSED” TAG

supplied with drive rivets SLOTTED ¢

To be field installed based on BOLT H OleS - o,
number of valve turns pr OV’d? quUStab’l’ ty B

to avoid interference Extension Stem & Connector «

with rebar T

1-1/4" CARBON STEEL STEM R
‘;’“e’f'ds ’4;"‘*’,0,:‘;”"3“”“’;9 CAST IRON STEM oy

surface; coated with food grade COUPLING

Xylan 1052 for corrosion
protection and lubricity

For stems requiring more than
448 turns, stainless stems will

be furnished (furnished)

Tnemec N140-1211

pre-drilled to 15/16"
diameter for 7/8" O.D.
stem, with pilot hole for
5/16" stainless drive pin

in cast stainless steel (page G-45 & G-46). See page G-28

Adjustable Stem Guide

Wrench Nut Coupling o

Mud Valve \ A
| VIR

~— Ordering Instructions

1. Quantity required
. Floorstand item number: 367-2421

of connecting couplings
. Wall Bracket, if required
a. Ductile iron item number: 367-2451
b. Stainless steel item number: 367-2461

. O.D. of extension stem being used, for drilling

Typical Floorstand installation

090115
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TR

TRUMBULL

Phone: 330.799.3333
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

UMBULL INDUSTRIES, INC,
1040 N. Meridian Rd.

www.trumbull-mfg.com

36" Ductile Iron Non-Indicating Floorstand

TRUMBULL 36" DUCTILE IRON NON-INDICATING FLOORSTANDS
are designed for installation in treatment plants and pump stations to

allow operation of valves at a lower elevation.

14" HANDWHEEL BRONZE BUSHING
. to center stem
castiron
PEDESTAL
DUCTILE IRON CASTING available for
for added strength separate purchase
2-PART FLOORSTAND

EPOXY COATING illustrated with internal

Tnemec N140-1211 stem, handwheel,

bronze bushing and

connecting coupling
SLOTTED
BOLT HOLES Top of stem is drilled
provide adjustability for handwheel; bottom
to avoid interference of stem is drilled for
with rebar stem coupling

CAST IRON STEM
COUPLING

pre-drilled to 15/16"
diameter for 7/8" O.D.
stem, with pilot hole for
5/16" stainless drive pin
(furnished)

1-1/4" CARBON STEEL STEM
extends 14" below mounting
surface; coated with food grade
Xylan 1052 for corrosion
protection and lubricity

~— Ordering Instructions

1. Quantity required
2. Floorstand item number:
367-2417 (pedestal only)
367-2414 (pedestal, stem, handwheel & coupling)
. If internal stem is required, state:
a. O.D. of extension stem being used,
for drilling of connecting couplings
b. Carbon or stainless steel stem
4. Wall Bracket, if required
a. Ductile iron item number: 367-2451
b. Stainless steel item number: 367-2461

.

090115

Ve

36" Floorstand Assembly

DI, Non-Indicating \

Optional Floorstand Bracket
(see drawing on reverse side?\,

Floorstand Stem \
Floorstand Stem Coupling J([—

Extension Stem —/
Stem Guide —/'E

Frcozcm—

|

Extension Stem Coupling

Mud Valve ™ L

Non-indicating Floorstands can be adapted for
various custom requirements such as:

e Trumbull Valve Position Indicators, 57, 275
or 870 turns (mounted to top flange, with adapter)

* Adapter flange for actuator mounting
* Top flange drilled for customer-supplied actuator
» Gear operators

Also available in indicating styles in ductile iron
(pages G-39 to G-42) and cast stainless steel
(page G-45 to G-46). See page G-28 for custom
Floorstand options.

Page G-43
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B u L L TRUMBULL INDUSTRIES, INC,
TR : Phone: 330.799.3333 | 1040 N. Meridian Rd.
Toll Free: 800.677.1799 | P.O. Box 1556
Fax: 330.392.0756 | Youngstown, Ohio 44501

36" Stainless Indicating Floorstand

Sealed Indicator Slot

TRUMBULL 36” STAINLESS STEEL INDICATING FLOORSTANDS are designed for installation in treatment plants

and pump stations to allow operation of valves at a lower elevation. Stainless steel drive pin secures handwheel to stem.
Flange can be machined to facilitate mounting of actuator, if required (also available with gear operators). Stocked for
"open left" valves; also available for "open right" valves. Standard stem threading allows up to 196 turns; optional
threading allows up to 784 turns. Also available in ductile iron (see page G-41 and G-42). See page G-28 for custom
Floorstand options.

( 1\
BRONZE -=E
BUSHING :
“OPEN” LETTERS
tinFl tand to center stem 36" Floorstand Assembly,
cast in Floorstan T316$S\
BRONZE Wall Bracket for Floorstand — -\q'
POSITION LEXAN WINDOW a
INDICATOR seals indicator slot yet Floorstand Stem & Connector T
provides view of bronze ] ‘L
position indicator
ALUMINUM “CLOSED” TAG e
supplied with drive rivets Adjustable Stem Guide \E A
L4
To be field installed based on SLOTTED aﬁ-:,‘)
number of valve turns BOLT HOLES .
provide adjustability A
to avoid interference Extension Stem & Connector ‘ ‘
with rebar : g
°. o
3 - .
STAINLESS STEEL S
STEM COUPLING 1-1/4" STAINLESS Eéﬁ B
pre-drilled to 15/16" diameter ¢ STEEL STEM -=°
for 7/8" O.D. stem, with pilot = extend; 14" below A
hole for 5/16" s'ta/;less' 77ri\$ o mounting surface Wrench Nut Coupling : J
in (furnishe S
P Mud Valve \ I e
. . t <
— Ordering Instructions N — P mve N
1. Quantity required Cal T e e g ' ¢

2. Floorstand item number: 367-2431

3. O.D. of extension stem being used, for drilling
of connecting couplings
4. Stainless steel Wall Bracket, if required:
item number: 367-2461 RS
\ J Typical Floorstand installation
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Hand Lever

For Quarter-Turn, Above Ground Valves

PLATED CLEVIS PIN
AND COTTER KEY

join handle to head 1"STEEL PIPE HANDLE

12"long; longer lengths

made to order
CAP SCREW
HEAVY DUTY DUCTILE AND JAM NUT
IRON HEA [l) CASTING secure wrench to
stronger, yet ./ghter than valve operating nut
grey iron wrench
Typical Usage —— OPENING IN CASTING
allows for secure fastening

to valve stem

Trumbull Overall Length of
Item No. Length 1" Pipe Weight

367-9986 14-3/4" 12”7 5.00 Ibs.

090115 Page G-47

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it



