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RACCORDI ANTINCENDIO

Giunti serie 1G, 1GS, 1N

Giunti riduzione 1N

Gomiti 90 e 90S

Gomiti a 45°

Unione a Tee 130 e 130S

Riduzioni concentriche

Tappi

Attacchi flangiati

Attacchi filettati

Derivazioni

Compatibile Victaulic
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Data Sheet 8.51
Issue D
Standard Rigid Coupling
Model 1G & 1GS

DS: 8.51

Issue D

22/12/2020

© 2020 Rapidrop

FM VdS
G412020,G412021

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Max. Working  Pressure bar/psi Max End
Load

kN/Lbs

Pipe End
Separation 

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mmUL FM VdS CNBOP

RD1G033 RD1G033G 25  
1

33.7  
1.327 - 20.7

300
16

232
20

290 3.0/680 0-1.6 
0-0.06

59  
2.33

100  
3.94

44  
1.74

2 - 3/8 x 55
2 - M10X57 

RD1G042 RD1G042G 32  
1¼ 

42.4  
1.669

34.5
500

20.7
300

16
232

20
290 4.8/1080 0-1.6 

0-0.06
66  

2.60
109.5  
4.31

45 
1.78 

2 - 3/8 x 55
2 - M10X57

RD1G048 RD1G048G 40  
1½

48.3  
1.900

34.5
500

20.7
300

16
232

20
290 6.3/1420 0-3.2 

0-0.13
72  

2.84
115  
4.53

45  
1.78

2 - 3/8 x 55
2 - M10X57

RD1G060 RD1G060G 50  
2

60.3  
2.375

20.7
300 

20.7
300

16
232

20
290 5.9/1330 0-3.2 

0-0.13
85  

3.35
131  
5.16

45  
1.78

2 - 3/8 x 55
2 - M10X57

RD1G076 RD1G076G 65  
2½

76.1  
3.000

34.5
500

20.7
300

16
232

20
290 9.4/2120 0-3.2 

0-0.13
101  
3.98

147  
5.78

45  
1.77

2 - 3/8 x 55
2 - M10X57

RD1G089 RD1G089G 80  
3

88.9  
3.500

20.7
300 

20.7
300

16
232

20
290 12.8/2885 0-3.2 

0-0.13
115        
4.53

170         
6.69

46            
182

2 - 1/2 x 70 
2 - M12X70

RD1GS089* RD1GS089G* 80  
3

88.9  
3.500

20.7
300 

20.7
300

16
232

20
290 12.8/2885 0-3.2 

0-0.13
114  
4.50

160  
6.30

45  
1.78

2 - 3/8 x 55
2 - M10X57

RD1G114 RD1G114G 100  
4

114.3  
4.500

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
146       
5.75

200       
7.88

52         
2.05

2 - 1/2 x 70 
2 - M12X70

RD1GS114*  RD1GS114G* 100  
4

114.3  
4.500

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
140  
5.51

192  
7.56

50  
1.97

2 - 1/2 x 70 
2 - M12X70

RD1G139  RD1G139G 125  
5

139.7  
5.500

20.7
300 

20.7
300

16
232

20
290 47.5/10680 0-3.2 

0-0.13
170  
6.69

238  
9.37

52  
2.05

2 - 5/8 x 85 
2 - M16X85

RD1G168 RD1G168G 150  
6

168.3  
6.625

20.7
300 

20.7
300

16
232

20
290 46.0/10340 0-3.2 

0-0.13
202.0  
7.95

270  
10.63

52  
2.05

2 - 5/8 x 85 
2 - M16X85

RD1G219 RD1G219G 200  
8

219.1  
8.625

31.0
450 

20.7
300

16
232

20
290 116.9/26280 0-3.2 

0-0.13
260.0  
10.24

346  
13.625

62  
2.44

2 - 3/4 x 115 
2 - M20X115

RD1G273 RD1G273G 250  
10

273.0 
10.750 

20.7
300 

20.7
300

16
232

20
290 121.0/27210 0-3.2 

0-0.13
327  

12.88
420  

16.54
63  

2.48
2 - 7/8 x 125
2 - M22X140

RD1G323 RD1G323G 300  
12 

323.9 
12.750 

20.7
300 

20.7
300 - 20

290 170.3/38280 0-3.2 
0-0.13

378  
14.88

466  
18.35

63  
2.48

2 - 7/8 x 125
2 - M22X140

*Model 1GS - Light Duty Rigid Coupling

A

B C

Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898
 
Gasket Specification
• EPDM, ASTM D2000
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.

Options
• Model 1G - Standard Rigid Coupling
• Model 1GS - Light Duty Rigid Coupling

Finish
• Red painted (RAL 3000) 
• Galvanised
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Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / or 
casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage and pipe 
joint separation. Pipe joint separation may result in significant 
property damage and serious injury.

Caution
Specified Bolt Torque 

ANSI BOLTS

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 30-45 40-60

1/2 80-100 110-135

5/8 100-130 135-175

3/4 130-180 175-245

7/8 180-240 245-325

Check pipe end for proper 
groove dimensions and to 
assure that pipe end is free of 
indentations and projections 
that would prevent proper 
sealing.

Check gasket to be sure it’s 
compatible for the intended 
service. Apply thin lubricant to 
the outside and sealing lips of 
the gasket.

Slip the gasket over one pipe, 
making sure the gasket lip does 
not over-hang the pipe end.

After aligning two pipe ends 
together, pull the gasket into 
position, centering between 
the grooves on each pipe. The 
gasket should not extend into 
the groove on either pipe.

1. Pipe Preparation 2. Lubricate Gasket 3. Gasket Installation 4.Alignment

Remove one bolt&nut and 
loosen the other nut. Place 
one housing over the gasket, 
making sure the housing keys 
fit into the pipe grooves. Swing 
the other housing over the 
gasket and into the grooves on 
both pipes. Re-insert the bolt 
and connect two housings.

5. Housing Installation

Firstly hand tighten nuts and 
make sure oval neck bolt 
completely fits into bolt hole. 
Then securely tighten nuts 
alternatively and equally to the 
specified bolt torque by using 
spanner.

For Rigid Coupling, keep the 
gaps at bolt pads evenly 
spaced. Gaskets can’t be seen 
visually.  

6. Tighten Nuts 7. Assembly Completed 
Rigid Coupling
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FM VdS
��������� G412022

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe 
O.D

mm/in

Max. Working Pressure bar/psi Max End
Load

kN/Lbs

Pipe End
Separation 

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mmUL FM VdS CNBOP

RD1N033 RD1N033G 25  
1

33.7  
1.327 - 20.7

300
16

232
20

290 3.0/680 0-1.6 
0-0.06

55  
2.16

92  
3.62

42  
1.65

2 - 3/8 x 55
2 - M10X57 

RD1N042 RD1N042G 32  
1¼

42.4  
1.669

20.7
300

20.7
300

16
232

20
290 2.9/650 0-1.6 

0-0.06
65  

2.56
104  
4.14

44  
1.74

2 - 3/8 x 55
2 - M10X57 

RD1N048 RD1N048G 40  
1½

48.3  
1.900

20.7
300 

20.7
300

16
232

20
290 3.8/850 0-3.2 

0-0.13
70  

2.75
110  
4.33

44  
1.74

2 - 3/8 x 55
2 - M10X57 

RD1N060 RD1N060G 50  
2

60.3  
2.375

20.7
300 

20.7
300

16
232

20
290 5.9/1330 0-3.2 

0-0.13
83  

3.27
125  
4.92

44  
1.74

2 - 3/8 x 55
2 - M10X57 

RD1N076 RD1N076G 65  
2½

76.1  
3.000

20.7
300 

20.7
300

16
232

20
290 9.4/2120 0-3.2 

0-0.13
100  
3.94

145  
5.71

45  
1.78

2 - 3/8 x 55
2 - M10X57 

RD1N089 RD1N089G 80  
3

88.9  
3.500

20.7
300 

20.7
300

16
232

20
290 12.8/2885 0-3.2 

0-0.13
115  
4.53

160  
6.30

45  
1.78

2 - 1/2 x 70 
2 - M12X70

RD1N114 RD1N114G 100  
4

114.3  
4.500

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
145  
5.71

198  
7.80

50  
1.97

2 - 1/2 x 70 
2 - M12X70

RD1N139 RD1N139G 125  
5

139.7  
5.500

20.7
300 

20.7
300

16
232

20
290 47.5/10680 0-3.2 

0-0.13
169  
6.65

230  
9.06

52  
2.05

2 - 5/8 x 85 
2 - M16X85

RD1N168 RD1N168G 150  
6

168.3  
6.625

20.7
300 

20.7
300

16
232

20
290 46.0/10340 0-3.2 

0-0.13
200  
7.87

265  
10.43

52  
2.05

2 - 5/8 x 85 
2 - M16X85

RD1N219 RD1N219G 200  
8

219.1  
8.625

31.0
450 

20.7
300

16
232

20
290 116.9/26280 0-3.2 

0-0.13
258  

10.24
350  

13.78
60  

2.37
2 - 3/4 x 115 
2 - M20X115

RD1N273 RD1N273G 250  
10

273.0  
10.750

15.5
225 

20.7
300

16
232

20
290 121.0/27210 0-3.2 

0-0.13
337  

13.27
406  

16.00
65  

2.56
2 - 7/8 x 125
2 - M22X140

RD1N323 RD1N323G 300  
12

323.9  
12.750

15.5
225 

20.7
300 - 20

290 170.3/38280 0-3.2 
0-0.13

378  
14.96

465  
18.31

65  
2.56

2 - 7/8 x 125
2 - M22X140

A

B C
Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898
 
Gasket Specification
• EPDM, ASTM D2000
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.

Finish
• Red painted (RAL 3000) 
• Galvanised

Pag. 4 / 23

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

Rometec srl - www.rometec.it - Rometec srl - www.rometec.it - Rometec srl - www.rometec.it

http://www.rometec.it
http://www.rometec.it


Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958

e: rapidrop@rapidrop.com  
w: www.rapidrop.com Page 2 of 2

Rapidrop Global Ltd reserves the right to change the design, materials and specifications without notice to continue product development

Data Sheet 8.50
Issue D
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© 2020 Rapidrop

FM VdS
��������� G412022

Check pipe end for proper 
groove dimensions and to 
assure that pipe end is free of 
indentations and projections 
that would prevent proper 
sealing.

Check gasket to be sure it’s 
compatible for the intended 
service. Apply thin lubricant to 
the outside and sealing lips of 
the gasket.

Slip the gasket over one pipe, 
making sure the gasket lip does 
not over-hang the pipe end.

After aligning two pipe ends 
together, pull the gasket into 
position, centering between 
the grooves on each pipe. The 
gasket should not extend into 
the groove on either pipe.

1. Pipe Preparation 2. Lubricate Gasket 3. Gasket Installation 4.Alignment

Remove one bolt&nut and 
loosen the other nut. Place 
one housing over the gasket, 
making sure the housing keys 
fit into the pipe grooves. Swing 
the other housing over the 
gasket and into the grooves on 
both pipes. Re-insert the bolt 
and connect two housings.

5. Housing Installation

Firstly hand tighten nuts and 
make sure oval neck bolt 
completely fits into bolt hole. 
Then securely tighten nuts 
alternatively and equally to the 
specified bolt torque by using 
spanner.

For Flexible Coupling, two 
housings should be iron to iron 
connected. Gaskets can’t be 
seen visually. 

6. Tighten Nuts 7. Assembly Completed 
Flexible Coupling

Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / or 
casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage and pipe 
joint separation. Pipe joint separation may result in significant 
property damage and serious injury.

Caution
Specified Bolt Torque 

ANSI BOLTS

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 30-45 40-60

1/2 80-100 110-135

5/8 100-130 135-175

3/4 130-180 175-245

7/8 180-240 245-325
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Data Sheet 8.52
Issue D
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FM VdS
G412013

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe 
O.D

mm/in

Max. Working Pressure  bar/psi Max End
Load

kN/Lbs

Pipe End
Separation 

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mmUL FM VdS CNBOP

RD1NR076060 RD1NR076060G 65 × 50 
2½ × 2

76.1 x 60.3  
3.000 × 2.375

20.7
300 

20.7
300

16
232

20
290 9.4-2120 0-3.2 

0-0.13
102  
4.02

144  
5.67

45  
1.78

2 - 3/8 x 55
2 - M10X57 

RD1NR089060 RD1NR089060G 80 × 50  
3 × 2

88.9 x 60.3  
3.500 × 2.375

20.7
300 

20.7
300

16
232

20
290 12.8/2885 0-3.2 

0-0.13
115  
4.53

168  
6.61

46  
1.81

2 - 1/2 x 70 
2 - M12X70

RD1NR089076 RD1NR089076G 80 × 65  
3 × 2½

88.9 x 76.1  
3.500 × 3.000

20.7
300 

20.7
300

16
232

20
290 12.8/2885 0-3.2 

0-0.13
115  
4.53

172  
6.77

46  
1.81

2 - 1/2 x 70 
2 - M12X70

RD1NR114060 RD1NR114060G 100 × 50  
4 × 2

114.3 × 60.3  
4.500 × 2.375

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
144  
5.67

198  
7.80

50  
1.97

2 - 1/2 x 70 
2 - M12X70

RD1NR114076 RD1NR114076G 100 × 65  
4 × 2½

114.3 × 76.1  
4.500 × 3.000

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
144  
5.67

202  
7.95

50  
1.97

2 - 1/2 x 70 
2 - M12X70

RD1NR114089 RD1NR114089G 100 × 80  
4 × 3

114.3 × 88.9  
4.500 × 3.500

20.7
300 

20.7
300

16
232

20
290 21.2/4770 0-3.2 

0-0.13
148  
5.83

198  
7.80

50  
1.97

2 - 1/2 x 70 
2 - M12X70

RD1NR168089 RD1NR168089G 150 × 80  
6 × 3

168.3 × 88.9  
6.625 × 3.500

20.7
300 

20.7
300 - 20

290 46.0/10340 0-3.2 
0-0.13

200  
7.87

268  
10.55

51  
2.01

2 - 5/8 x 85 
2 - M16X85

RD1NR168114 RD1NR168114G 150 × 100  
6× 4

168.3 × 114.3  
6.625 × 4.500

20.7
300 

20.7
300

16
232

20
290 46.0/10340 0-3.2 

0-0.13
202.5  
7.97

268  
10.55

52.5  
2.07

2 - 5/8 x 85 
2 - M16X85

RD1NR219168 RD1NR219168G 200 × 150  
8 × 6

219.1× 168.3  
8.625 × 6.625

20.7
300 

20.7
300 - 20

290 77.8/17500 0-3.2 
0-0.13

260  
10.24

338  
13.31

60  
2.36

2 - 3/4 x 115 
2 - M20X115

B
A

C

Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898

Gasket Specification
• EPDM, ASTM D2000
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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FM VdS
G412013

Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / or 
casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage and pipe 
joint separation. Pipe joint separation may result in significant 
property damage and serious injury.

Caution
Specified Bolt Torque 

ANSI BOLTS

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 30-45 40-60

1/2 80-100 110-135

5/8 100-130 135-175

3/4 130-180 175-245

7/8 180-240 245-325

Check pipe end for proper 
groove dimensions and to 
assure that pipe end is free of 
indentations and projections 
that would prevent proper 
sealing.

Check gasket to be sure it’s 
compatible for the intended 
service. Apply thin lubricant to 
the outside and sealing lips of 
the gasket.

Slip the gasket over one pipe, 
making sure the gasket lip does 
not over-hang the pipe end.

After aligning two pipe ends 
together, pull the gasket into 
position, centering between 
the grooves on each pipe. The 
gasket should not extend into 
the groove on either pipe.

1. Pipe Preparation 2. Lubricate Gasket 3. Gasket Installation 4.Alignment

Remove one bolt&nut and 
loosen the other nut. Place 
one housing over the gasket, 
making sure the housing keys 
fit into the pipe grooves. Swing 
the other housing over the 
gasket and into the grooves on 
both pipes. Re-insert the bolt 
and connect two housings.

5. Housing Installation

Firstly hand tighten nuts and 
make sure oval neck bolt 
completely fits into bolt hole. 
Then securely tighten nuts 
alternatively and equally to the 
specified bolt torque by using 
spanner.

For Flexible Coupling, two 
housings should be iron to iron 
connected. Gaskets can’t be 
seen visually. 

6. Tighten Nuts 7. Assembly Completed 
Flexible Coupling
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958
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Data Sheet 8.53
Issue C
Grooved 90º Elbow
Model 90 & 90S

DS: 8.53

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412017

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Max. Working Pressure bar/psi Dimensions
L

mm/inUL FM VdS

RD90L033 RD90L033G 25  
1

33.7  
1.315

34.5
500

34.5
500

16
232

57  
2.24

RD90L042 RD90L042G 32  
1¼

42.4  
1.660

34.5
500

34.5
500

16
232

70  
2.75

RD90L048 RD90L048G 40  
1½

48.3  
1.900

34.5
500

34.5
500

16
232

70  
2.75

RD90S060* RD90S060G* 50  
2

60.3  
2.375

20.7
300

20.7
300

16
232

70  
2.75

RD90S076* RD90S076G* 65  
2½

76.1  
3.000

20.7
300

20.7
300

16
232

76  
3.00

RD90S089* RD90S089G* 80  
3

88.9  
3.500

20.7
300

20.7
300

16
232

85.5  
3.37

RD90S114* RD90S114G* 100  
4

114.3  
4.500

20.7
300

20.7
300

16
232

101  
3.98

RD90S139* RD90S139G* 125  
5

139.7  
5.500 - 20.7

300
16

232
124  
4.88

RD90S168* RD90S168G* 150  
6

168.3  
6.625

20.7
300

20.7
300

16
232

140  
5.50

RD90S219* RD90S219G* 200  
8

219.1  
8.625

20.7
300

20.7
300

16
232

165  
6.50

RD90L273 RD90L273G 250  
10

273.0  
10.750

20.7
300

34.5
500

16
232

229  
9.00

RD90L323 RD90L323G 300  
12

323.9  
12.750

15.5
225

34.5
500

16
232

254  
10.00

*Model 90S - 90º short radius elbow

L

LMaterial Specification
• Ductile Iron - ASTM A536

Options
• Model 90 - 90° Elbow
• Model 90S - 90° Short Radius Elbow
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958

e: rapidrop@rapidrop.com  
w: www.rapidrop.com Page 1 of 1

Rapidrop Global Ltd reserves the right to change the design, materials and specifications without notice to continue product development

Data Sheet 8.55
Issue C
Grooved 45º Elbow
Model 120

DS: 8.55

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412017

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Working Pressure bar/psi Dimensions
L

mm/inUL FM VdS

RD120L033 RD120L033G 25  
1

33.7  
1.315

34.5
500

34.5
500

16
232

44.5  
1.75

RD120L042 RD120L042G 32  
1¼

42.4  
1.660

34.5
500

34.5
500

16
232

44.5  
1.75

RD120L048 RD120L048G 40  
1½

48.3  
1.900

34.5
500

34.5
500

16
232

44.5  
1.75

RD120L060 RD120L060G 50  
2

60.3  
2.375

34.5
500

34.5
500

16
232

51  
2.00

RD120L076 RD120L076G 65  
2½

76.1  
3.000

34.5
500

34.5
500

16
232

57  
2.24

RD120L089 RD120L089G 80  
3

88.9  
3.500

34.5
500

34.5
500

16
232

63.5  
2.50

RD120L114 RD120L114G 100  
4

114.3  
4.500

34.5
500

34.5
500

16
232

76  
3.00

RD120L139 RD120L139G 125  
5

139.7  
5.500

34.5
500

34.5
500

16
232

82.5  
3.25

RD120L168 RD120L168G 150  
6

168.3  
6.625

34.5
500

34.5
500

16
232

89  
3.50

RD120L219 RD120L219G 200 
8

219.1  
8.625

34.5
500

34.5
500

16
232

108  
4.25

RD120L273 RD120L273G 250  
10

273.0  
10.750

34.5
500

34.5
500

16
232

120.5  
4.75

RD120L323 RD120L323G 300  
12

323.9  
12.750

34.5
500

34.5
500

16
232

133  
5.25 

L

L

Material Specification
• Ductile Iron - ASTM A536
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958

e: rapidrop@rapidrop.com  
w: www.rapidrop.com Page 1 of 1

Rapidrop Global Ltd reserves the right to change the design, materials and specifications without notice to continue product development

Data Sheet 8.56
Issue C
Equal Tee
Model 130 & 130s

DS: 8.56

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412017

L

L
L

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Working Pressure bar/psi Dimensions
L

mm/inUL FM VdS

RD130L033 RD130L033G 25  
1

33.7 
1.315 - 34.5

500
16

232
57 

2.24

RD130L042 RD130L042G 32 
1¼

42.4 
1.660

34.5
500

34.5
500

16
232

70 
2.75

RD130L048 RD130L048G 40 
1½

48.3 
1.900

34.5
500

34.5
500

16
232

70 
2.75

RD130S060* RD130S060G* 50  
2

60.3  
2.375

20.7
300

20.7
300

16
232

70  
2.75

RD130S076* RD130S076G* 65  
2½

76.1  
3.000

20.7
300

20.7
300

16
232

76  
3.00

RD130S089* RD130S089G* 80  
3

88.9  
3.500

20.7
300

20.7
300

16
232

85.5  
3.37

RD130S114* RD130S114G* 100  
4

114.3  
4.500

20.7
300

20.7
300

16
232

101  
3.98

RD130S139* RD130S139G* 125  
5

139.7  
5.500 - 20.7

300
16

232
124  
4.88

RD130S168* RD130S168G* 150  
6

168.3  
6.625

20.7
300

20.7
300

16
232

140  
5.50

RD130S219* RD130S219G* 200  
8

219.1  
8.625

20.7
300

20.7
300

16
232

175  
6.89

RD130L273 RD130L273G 250  
10

273.0 
10.750

34.5
500

34.5
500

16
232

229 
9.00

RD130L323 RD130L323G 300 
12

323.9 
12.750

34.5
500

34.5
500

16
232

254 
10.00

* Model 130S - Short Radius Tee

Material Specification
• Ductile Iron - ASTM A536

Options
• Model 130 - Equal Tee
• Model 130S - Short Radius Tee

Finish
• Red painted (RAL 3000) 
• Galvanised
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958
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Data Sheet 8.65
Issue C
Grooved Concentric Reducer
Model 240

DS: 8.65

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412015

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Max. Working Pressure bar/psi Dimensions
mm/inUL FM VdS

RD240G042033 RD240G042033G 32 x 25
1¼ x 1

42.4 x 33.7
1.660 x 1.315

34.5
500

34.5
500

16
232

64
2.50

RD240G048033 RD240G048033G 40 x 25
1½ x 1

48.3 x 33.7
1.900 x 1.315

34.5
500

34.5
500

16
232

64
2.50

RD240G048042 RD240G048042G 40 x 32
1½ x 1¼

48.3 x 42.4
1.900 x 1.660

34.5
500

34.5
500

16
232

64
2.50

RD240G060042 RD240G060042G 50 x 32
2 x 1¼

60.3 x 42.4
2.375 x 1.660

34.5
500

34.5
500

16
232

64
2.50

RD240G060048 RD240G060048G 50 x 40
2 x 1½

60.3 x 48.3
2.375 x 1.900

34.5
500

34.5
500

16
232

64
2.50

RD240G076048 RD240G076048G 65 x 40
2½ x 1½

76.1 x 48.3
3.000 x 1.900

34.5
500

34.5
500

16
232

64
2.50

RD240G076060 RD240G076060G 65 x 50
2½ x 2

76.1 x 60.3
3.000 x 2.375

34.5
500

34.5
500

16
232

64
2.50

RD240G089048 RD240G089048G 80 x 40
3 x 1½

88.9 x 48.3
3.500 x 1.900

34.5
500

34.5
500

16
232

64
2.50

RD240G089060 RD240G089060G 80 x 50
3 x 2

88.9 x 60.3
3.500 x 2.375

34.5
500

34.5
500

16
232

64
2.50

RD240G089076 RD240G089076G 80 x 65
3 x 2½

88.9 x 76.1
3.500 x 3.000

34.5
500

34.5
500

16
232

64
2.50

RD240G114048 RD240G114048G 100 x 40
4 x 1½

114.3 x 48.3
4.500 x 1.900

34.5
500

34.5
500

16
232

76
3.00

RD240G114060 RD240G114060G 100 x 50
4 x 2

114.3 x 60.3
4.500 x 2.375

34.5
500

34.5
500

16
232

76
3.00

RD240G114076 RD240G114076G 100 x 65
4 x 2½

114.3 x 76.1
4.500 x 3.000

34.5
500

34.5
500

16
232

76
3.00

RD240G114089 RD240G114089G 100 x 80
4 x 3

114.3 x 88.9
4.500 x 3.500

34.5
500

34.5
500

16
232

76
3.00

L

Material Specification
• Ductile Iron - ASTM A536
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958

e: rapidrop@rapidrop.com  
w: www.rapidrop.com Page 2 of 2

Rapidrop Global Ltd reserves the right to change the design, materials and specifications without notice to continue product development

Data Sheet 8.65
Issue C
Grooved Concentric Reducer
Model 240

DS: 8.65

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412015

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

 Max. Working Pressure bar/psi Dimensions
mm/inUL FM VdS

RD240G139060 RD240G139060G 125 x 50
5 x 2

139.7 x 60.3
5.500 x 2.375

25.2
365

34.5
500 - 89

3.50

RD240G139076 RD240G139076G 125 x 65
5 x 2½

139.7 x 76.1
5.500 x 3.000

20.7
300

34.5
500

16
232

89
3.50

RD240G139089 RD240G139089G 125 x 80
5 x 3

139.7 x 88.9
5.500 x 3.500

34.5
500

34.5
500

16
232

89
3.50

RD240G139114 RD240G139114G 125 x 100
5 x 4

139.7 x 114.3
5.500 x 4.500

34.5
500

34.5
500

16
232

89
3.50

RD240G168089 RD240G168089G 150 x 80
6 x 3

168.3 x 88.9
6.625 x 3.500

34.5
500

34.5
500

16
232

102
4.00

RD240G168114 RD240G168114G 150 x 100
6 x 4

168.3 x 114.3
6.625 x 4.500

34.5
500

34.5
500

16
232

102
4.00

RD240G168139 RD240G168139G 150 x 125
6 x 5

168.3 x 139.7
6.625 x 5.500

34.5
500

34.5
500

16
232

102
4.00

RD240G219114 RD240G219114G 200 x 100
8 x 4

219.1 x 114.3
8.625 x 4.500

34.5
500

34.5
500

16
232

127
5.00

RD240G219168 RD240G219168G 200 x 150
8 x 6

219.1 x 168.3
8.625 x 6.625

34.5
500

34.5
500

16
232

127
5.00

RD240G273168 RD240G273168G 250 x 150
10 x 6

273.0 x 168.3
10.750 x 6.625

20.7
300

20.7
300

16
232

152
6.00

RD240G273219 RD240G273219G 250 x 200
10 x 8

273.0 x 219.1
10.750 x 8.625

20.7
300

20.7
300

16
232

152
6.00

L
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Rapidrop Global Ltd
T: +44 (0) 1733 847 510  F: +44 (0) 1733 553 958
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Rapidrop Global Ltd reserves the right to change the design, materials and specifications without notice to continue product development

Data Sheet 8.68
Issue C
End Cap 
Model 300

DS: 8.68

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412017

L

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Working Pressure bar/psi Dimensions
mm/inUL FM VdS

RD300P033 RD300P033G 25 
1 

33.7 
1.315 - - 16

232
22.1 
0.87 

RD300P042 RD300P042G 32 
1¼ 

42.4 
1.660 

34.5
500

34.5
500

16
232

23.5 
0.93 

RD300P048 RD300P048G 40 
1½ 

48.3 
1.900 

34.5
500

34.5
500

16
232

23.5 
0.93 

RD300P060 RD300P060G 50 
2 

60.3 
2.375 

34.5
500

34.5
500

16
232

23.5 
0.93 

RD300P076 RD300P076G 65 
2½ 

76.1 
3.000 

34.5
500

34.5
500

16
232

24.5 
0.96 

RD300P089 RD300P089G 80 
3 

88.9 
3.500 

34.5
500

34.5
500

16
232

24 
1.00 

RD300P114 RD300P114G 100 
4 

114.3 
4.500 

34.5
500

34.5
500

16
232

27 
1.06 

RD300P139 RD300P139G 125 
5 

139.7 
5.500 

34.5
500

34.5
500

16
232

25.5 
1.00 

RD300P168 RD300P168G 150 
6 

168.3 
6.625 

34.5
500

34.5
500

16
232

24.5 
0.97 

RD300P219 RD300P219G 200 
8 

219.1 
8.625 

34.5
500

34.5
500

16
232

30.5 
1.20 

RD300P273 RD300P273G 250 
10 

273.9
10.750

34.5
500

34.5
500

16
232

32
1.26

RD300P323 RD300P323G 300 
12 

323.9
12.750

34.5
500

34.5
500

16
232

32
1.26

Material Specification
• Ductile Iron - ASTM A536
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Rapidrop Global Ltd
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Data Sheet 8.71
Issue C
One Piece Grooved-Flange Adaptor
Model 321G PN16

DS: 8.71

Issue C

08/10/2019

© 2019 Rapidrop

FM VdS
G412016

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe
O.D

mm/in

Max. Working Pressure bar/psi Dimensions Bolt Size

L
mm/in

X
mm/in

Y
mm/in

Z
mm/in

No.-Size
mmUL FM VdS

RD321G060 RD321G060G 50
2

60.3
2.375

20.7
300

34.5
500

16
232

65
2.559

165
6.50

125
4.92

16
0.63 4 - M12

RD321G076 RD321G076G 65
76.1

76.1
3.000

20.7
300

34.5
500

16
232

65
2.559

185
7.28

145
5.70

16
0.63 4 - M12

RD321G089 RD321G089G 80
3

88.9
3.500

20.7
300

34.5
500

16
232

65
2.559

200
7.87

160
6.30

16
0.63 8 - M16

RD321G114 RD321G114G 100
4

114.3
4.500

20.7
300

34.5
500

16
232

70
2.756

220
8.66

180
7.09

16
0.63 8 - M16

RD321G168 RD321G168G 150
6

168.3
6.625

20.7
300

34.5
500

16
232

70
2.756

285
11.22

240
9.45

18
0.71 8 - M20

RD321G219 RD321G219G 200
8

219.1
8.625

20.7
300

34.5
500

16
232

80
3.150

340
13.39

295
11.61

19
0.75 12 - M20

RD321G273 RD321G273G 250
10

273.0
10.750

15.5
225

20.7
300

16
232

85
3.346

405
15.94

355
13.98

21
0.83 12 - M24

Y
X

LZ

Material Specification
• Ductile Iron - ASTM A536
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Data Sheet 8.72
Issue B
Cap with Eccentric Hole
Model 300PX

DS: 8.72

Issue B

08/10/2019

© 2019 Rapidrop

FM

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Pipe 
O.D

mm/in

Max. Working Pressure bar/psi Dimensions
mm/inUL FM

RD300PX089040 RD300PX089040G 80 x 40 
3 x 1½ 

88.9 x 48.3 
3.500 x 1.900 

25.2
365

34.5
500

23.5 
0.925 

RD300PX089050 RD300PX089050G 80 x 50
3 x 2 

88.9 x 60.3 
3.500 x 2.375 

25.2
365

34.5
500

23.5 
0.925 

RD300PX114040 RD300PX114040G 100 x 40 
4 x 1½ 

114.3 x 48.3 
4.500 x 1.900 

25.2
365

34.5
500

25.4 
1.00 

RD300PX114050 RD300PX114050G 100 x 50 
4 x 2 

114.3 x 60.3 
4.500 x 2.375 

25.2
365

34.5
500

25.4 
1.00 

RD300PX139040 RD300PX139040G 125 x 40 
5 x 1½ 

139.7 x 48.3 
5.500 x 1.900 

25.2
365

34.5
500

25.4 
1.00 

RD300PX139050 RD300PX139050G 125 x 50 
5 x 2 

139.7 x 60.3 
5.500 x 2.375 

25.2
365

34.5
500

25.4 
1.00 

RD300PX168040 RD300PX168040G 150 x 40 
6 x 1½ 

168.3 x 48.3 
6.625 x 1.900 

25.2
365

34.5
500

25.4 
1.00 

RD300PX168050 RD300PX168050G 150× 50 
6× 2 

168.3 x 60.3 
6.625 x 2.375 

25.2
365

34.5
500

25.4 
1.00 

RD300PX219040 RD300PX219040G 200 x 40 
8 x 1½ 

219.1× 48.3 
8.625× 1.900 

20.7
300

20.7
300

30.2 
1.19 

RD300PX219050 RD300PX219050G 200 x 50 
8× 2 

219.1× 60.3 
8.625× 2.375 

20.7
300

20.7
300

30.2 
1.19 

L

Material Specification
• Ductile Iron - ASTM A536
 
Finish
• Red painted (RAL 3000) 
• Galvanised
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Issue D
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FM VdS
G412019

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal Size
mm/in

Hole Dia
mm/in

+1.6,0/+0.063,0

Max. Working Pressure bar/psi Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mmUL FM VdS CNBOP

RD3L3215 RD3L3215G 32 x 15 
1¼ x ½

30 
1.18

20.7
300

20.7
300

16
232

20
290

54.4 
2.14

88.9 
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L3220 RD3L3220G 32 x 20 
1¼ x ¾

30 
1.18

20.7
300

20.7
300

16
232

20
290

54.4 
2.14

88.9 
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L3225 RD3L3225G 32 x 25
1¼ x 1

30 
1.18

20.7
300

20.7
300

16
232

20
290

57.7 
2.27

88.9 
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L4015 RD3L4015G 40 x 15
1½ x ½

30 
1.18

20.7
300

20.7
300

16
232

20
290

57.7 
2.27

88.9 
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L4020 RD3L4020G 40 x 20 
1½ x ¾

30 
1.18

20.7
300

20.7
300

16
232

20
290

57.7 
2.27

88.9
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L4025 RD3L4025G 40 x 25 
1½ x 1

30 
1.18

20.7
300

20.7
300

16
232

20
290

60.8 
2.39

88.9
3.50

57.2
2.25

3/8 x 73
M10X73

RD3L5015 RD3L5015G 50 x 15 
2 x ½

30 
1.18

20.7
300

20.7
300

16
232

20
290

63.3 
2.49

95.3
3.75

57.2
2.25

3/8 x 90
M10X90

RD3L5020 RD3L5020G 50 x 20 
2 x ¾

30 
1.18

20.7
300

20.7
300

16
232

20
290

63.3 
2.49

95.3
3.75

57.2
2.25

3/8 x 90
M10X90

RD3L5025 RD3L5025G 50 x 25 
2 x 1

30 
1.18

20.7
300

20.7
300

16
232

20
290

66.6 
2.62

95.3
3.75

57.2
2.25

3/8 x 90
M10X90

RD3L7615 RD3L7615G 65 x 15 
2½ x ½

30 
1.18

20.7
300

20.7
300

16
232

20
290

69.9 
2.75

108.0
4.25

57.2 
2.250

3/8 x 105
M10X105

RD3L7620 RD3L7620G 65 x 20 
2½ x ¾

30 
1.18

20.7
300

20.7
300

16
232

20
290

69.9 
2.75

108.0
4.25

57.2
2.250

3/8 x 105
M10X105

RD3L7625 RD3L7625G 65 x 25 
2½ x 1

30 
1.18

20.7
300

20.7
300

16
232

20
290

73.2 
2.88

108.0
4.25

57.2
2.25

3/8 x 105
M10X105

Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898

Gasket Specification
• EPDM, ASTM D2000  
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.

Finish
• Red painted (RAL 3000) 
• Galvanised
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Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / or 
casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage and pipe 
joint separation. Pipe joint separation may result in significant 
property damage and serious injury.

Caution Specified Bolt Torque

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 20-30 30-40

1/2 80-100 110-135

5/8 100-130 135-175

3/4 - -

7/8 - -

Clean the gasket sealing surface within 
16mm of the hole and visually inspect 
the sealing surface for defects that may 
prevent proper sealing of the gasket. 
Don’t drill the hole on weld line.

If any burrs or slug exists at the pipe hole, 
please remove them before assembly, to 
protect the gasket and avoid leakage.

Insert the gasket into outlet housing 
properly. Align outlet housing over the 
pipe hole making sure that the locating 
collar is in the pipe hole.

1. Pipe Preparation 2. Remove Burrs 3. Gasket Installation

Attach the U-bolt from the other side 
and tighten the nuts finger tight.

4. Alignment

Alternatively and evenly tighten the nuts 
to the specified bolt torque.

Assembly completed.

5. Tighten Nuts 6. Assembly Completed
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FM VdS
G412018

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe
O.D

mm/in

Working Pressure bar/psi Hole Dia
mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

D
mm/in

No.-Size
mmUL FM VdS CNBOP

RD3G060042 RD3G060042G 50 × 32  
2 × 1¼

 60.3 × 42.4 
2.375 × 1.660 

20.7
300

20.7
300

16
232

20
290

45  
1.75

116 
4.57 

76 
2.99 

69.5 
2.74

39 
1.54 

3/8 × 55
M10X57

RD3G060048 RD3G060048G 50 × 40 
2 × 1½

60.3 × 48.3 
2.375 × 1.900

20.7
300

20.7
300

16
232

20
290

45 
1.75

116 
4.57

76 
2.99

69.5 
2.74

39 
1.54

3/8 × 55
M10X57

RD3G076042 RD3G076042G 65 x 32  
2½ x 1¼

76.1 × 42.4 
3.000 × 1.660

20.7
300

20.7
300

16
232

20
290

51  
2.00

137 
5.39

84.5 
3.33

78 
3.07

49.5 
1.95

1/2 × 70
M12X70

RD3G076048 RD3G076048G 65 x 40  
2½ x 1½

76.1 × 48.3 
3.000 × 1.900

20.7
300

20.7
300

16
232

20
290

51  
2.00

137 
5.39

84.5 
3.33

78 
3.07

49.5 
1.95

1/2 × 70
M12X70

RD3G089042 RD3G089042G 80 × 32  
3 × 1¼

88.9 × 42.4 
3.500 × 1.660

20.7
300

20.7
300

16
232

20
290

51  
2.00

152 
5.98

85.5 
3.37

84.5 
3.33

56.5 
2.22

1/2 × 75
M12X76

RD3G089048 RD3G089048G 80 × 40  
3 × 1½

88.9 × 48.3 
3.500 × 1.900

20.7
300

20.7
300

16
232

20
290

51  
2.00

152 
5.98

85.5 
3.37

84.5 
3.33

56.5 
2.22

1/2 × 75
M12X76

RD3G089060 RD3G089060G 80 × 50  
3 × 2

88.9 × 60.3 
3.500 × 2.375

20.7
300

20.7
300

16
232

20
290

64  
2.50

152 
5.98

98 
3.86

84.5 
3.33

56.5 
2.22

1/2 × 75
M12X76

RD3G114042 RD3G114042G 100 x 32  
4 x 1¼

114.3 x 42.4 
4.500 x 1.660

20.7
300

20.7
300

16
232

20
290

51  
2.00

188  
7.40

89  
3.50

102  
4.02

70  
2.76

1/2 × 75
M12X76

RD3G114048 RD3G114048G 100 × 40  
4 × 1½

114.3 × 48.3 
4.500 × 1.900

20.7
300

20.7
300

16
232

20
290

51  
2.00

188 
7.40

89 
3.50

102 
4.02

70 
2.76

1/2 × 75
M12X76

RD3G114060 RD3G114060G 100 × 50  
4 × 2

114.3 × 60.3 
4.500 × 2.375

20.7
300

20.7
300

16
232

20
290

64  
2.50

188 
7.40

104.5 
4.11

102 
4.02

70 
2.76

1/2 × 75
M12X76

RD3G114076 RD3G114076G 100 × 65  
4 × 2½

114.3 × 76.1 
4.500 × 3.000

20.7
300

20.7
300

16
232

20
290

70  
2.75

188 
7.40

104.5 
4.11

102 
4.02

70 
2.76

1/2 × 75
M12X76

RD3G114089 RD3G114089G 100 × 80  
4 × 3

114.3 × 88.9 
4.500 × 3.500

20.7
300

20.7
300

16
232

20
290

89  
3.5

188 
7.40

125 
5.03

102 
4.02

70 
2.76

1/2 × 75
M12X76

 B 

 C
 

 D
 

Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898

Gasket Specification
• EPDM, ASTM D2000
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.

Finish
• Red painted (RAL 3000) 
• Galvanised

 A 
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FM VdS
G412018

 A  B 

 C
 

 D
 

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe
O.D

mm/in

Working Pressure bar/psi Hole Dia
mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

D
mm/in

No.-Size
mmUL FM VdS CNBOP

RD3G139060 RD3G139060G 125 × 50  
5 × 2 

139.7 × 60.3 
5.500 × 2.375

20.7
300

20.7
300

16
232

20
290

64  
2.5

221.5 
8.72

112.5 
4.43

118 
4.65

84 
3.31

5/8 × 85
M16X85

RD3G139076 RD3G139076G 125 × 65  
5 x 2½

139.7 × 76.1 
5.500 × 3.000

20.7
300

20.7
300

16
232

20
290

70  
2.75

221.5 
8.72

112.5 
4.43

118 
4.65

84 
3.31

5/8 × 85
M16X85

RD3G139089 RD3G139089G 125 × 80  
5 x 3

139.7 × 88.9 
5.500 × 3.500

20.7
300

20.7
300

16
232

20
290

89  
3.5

221.5 
8.72

132 
5.20

118 
4.65

84 
3.31

5/8 × 85
M16X85

RD3G168042 RD3G168042G 150 x 32 
6 x 1¼

168.3 × 42.4 
6.500 × 1.660

20.7
300

20.7
300 - 20

290
51 

2.00
240 
9.45

92.5 
3.64

126 
4.96

96.5 
3.80

5/8 × 105
M16X108

RD3G168048 RD3G168048G 150 × 40  
6 × 1½

168.3 × 48.3 
6.500 × 1.900

20.7
300

20.7
300

16
232

20
290

51  
2.00

247 
9.72

95 
3.74

128 
5.04

98.5 
3.88

5/8 × 105
M16X108

RD3G168060 RD3G168060G 150 × 50  
6 × 2

168.3 × 60.3 
6.625 × 2.375

20.7
300

20.7
300

16
232

20
290

64  
2.5

247 
9.72

114 
4.49

134 
5.28

98.5 
3.88

5/8 × 105
M16X108

RD3G168076 RD3G168076G 150 × 65 
6× 2½

168.3 × 76.1 
6.625 × 3.000

20.7
300

20.7
300

16
232

20
290

70 
2.75

247 
9.72

112.5 
4.43

135 
5.32

98.5 
3.88

5/8 × 105
M16X108

RD3G168089 RD3G168089G 150 × 80 
6 × 3

168.3 × 88.9 
6.625 × 3.500

20.7
300

20.7
300

16
232

20
290

89 
3.50

247 
9.72

160 
6.30

141 
5.55

98.5 
3.88

5/8 × 105
M16X108

RD3G168114 RD3G168114G 150 × 100 
6 × 4

168.3 × 114.3 
6.625 × 4.500

20.7
300

20.7
300

16
232

20
290

114 
4.50

247 
9.72

156.5 
6.16

138 
5.43

98.5 
3.88 

5/8 × 105
M16X108

RD3G219076 RD3G219076G 200 x 65 
8 × 2½

219.1 × 76.1 
8.625 × 3.000

20.7
300

20.7
300

16
232

20
290

70 
2.75

320 
12.60

118 
4.65

158 
6.22

125 
4.92 

3/4 × 115
M20X115

RD3G219089 RD3G219089G 200 × 80 
8 × 3

219.1 × 88.9 
8.625 × 3.500

20.7
300

20.7
300

16
232

20
290

89 
3.50

320 
12.60

136.5 
5.37

161 
6.34

125 
4.92 

3/4 × 115
M20X115

RD3G219114 RD3G219114G 200 × 100 
8 × 4

219.1 × 114.3 
8.625 × 4.500

20.7
300

20.7
300

16
232

20
290

114 
4.50

320 
12.60

162 
6.38

161 
6.34

125 
4.92

3/4 × 115
M20X115
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Clean the gasket sealing surface within 
16mm of the hole and visually inspect 
the sealing surface for defects that may 
prevent proper sealing of the gasket. 
Don’t drill the hole on weld line.

If any burrs or slug exists at the pipe hole, 
please remove them before assembly, to 
protect the gasket and avoid leakage.

Insert the gasket into outlet housing 
making sure the tab in the gasket line up 
with the tab recesses in the housing. Align 
outlet housing over the pipe hole making 
sure that the locating collar is in the pipe 
hole.

1. Pipe Preparation 2. Remove Burrs 3. Gasket installation

Align the strap around the pipe, inser the 
bolts and tighten the nuts finger tight.

4. Alignment

Alternatively and evenly tighten the nuts 
to the specified bolt torque.

There should be even gaps on two sides 
between upper and lower housings.

5. Tighten Nuts 6. Assembly completed

Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / 
or casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage 
and pipe joint separation. Pipe joint separation may result in 
significant property damage and serious injury.

Caution Specified Bolt Torque
ANSI BOLTS

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 30-45 40-60

1/2 80-100 110-135

5/8 100-130 135-175

3/4 - -

7/8 - -
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 A  B 

 C
 

 D
 

Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe
O.D

mm/in

Max. Working Pressure bar/psi Hole Dia
mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

D
mm/in

No.-Size
mmUL FM VdS CNBOP

RD3J060025 RD3J060025G 50 × 25 
2 × 1

60.3 × 33.7 
2.375 × 1.315

20.7
300

20.7
300

16
232

20
290

38 
1.50

116 
4.57

68 
2.68

60 
2.36

39 
1.54

 3/8 × 55
M10X57

RD3J060032 RD3J060032G 50 x 32 
2 × 1¼

60.3 × 42.4 
2.375 × 1.660

20.7
300

20.7
300

16
232

20
290

45 
1.75

116 
4.57

76 
2.99

65 
2.56

39 
1.54

3/8 × 55
M10X57

RD3J060040 RD3J060040G 50 × 40 
2 × 1½

60.3 × 48.3 
2.375 × 1.900

20.7
300

20.7
300

16
232 - 45 

1.75
116 
4.57

76 
2.99

65 
2.56

39 
1.54

3/8 × 55
M10X57

RD3J076032 RD3J076032G 65 × 32 
76.1 × 1¼

76.1 × 42.4 
3.000 × 1.660

20.7
300

20.7
300

16
232

20
290

51 
2.00

137 
5.39

84.5 
3.33

75 
3.05

49.5 
1.95

1/2 × 70
M12X70

RD3J076040 RD3J076040G 65 × 40 
76.1 × 1½

76.1 × 48.3 
3.000 × 1.900

20.7
300

20.7
300

16
232

20
290

51 
2.00

137 
5.39

84.5 
3.33

61.5 
2.42

49.5 
1.95

1/2 × 70
M12X70

RD3J089025 RD3J089025G 80 × 25 
3 × 1

88.9 × 33.7 
3.500 × 1.315

20.7
300

20.7
300

16
232

20
290

38 
1.50

152 
5.98

72.5 
2.85

80 
3.15

56.5 
2.22

1/2 × 75
M12X76

RD3J089032 RD3J089032G 80 × 32 
3 × 1¼

88.9 × 42.4 
3.500 × 1.660

20.7
300

20.7
300

16
232 - 51 

2.00
152 
5.98

85.5 
3.37

80 
3.15

56.5 
2.22

1/2 × 75
M12X76

RD3J089040 RD3J089040G 80 × 40 
3 × 1½

88.9 × 48.3 
3.500 × 1.900

20.7
300

20.7
300

16
232

20
290

51 
2.00

152 
5.98

85.5 
3.37

80 
3.15

56.5 
2.22

1/2 × 75
M12X76

RD3J089050 RD3J089050G 80 × 50 
3 × 2

88.9 × 60.3 
3.500 × 2.375

20.7
300

20.7
300

16
232

20
290

64 
2.50

152 
5.98

98 
3.86

80 
3.15

56.5 
2.22

1/2 × 75
M12X76

RD3J114025 RD3J114025G 100 × 25 
4 × 1

114.3 × 33.7 
4.500 × 1.315

20.7
300

20.7
300

16
232

20
290

38 
1.50

188 
7.40

78.5 
3.09

93 
3.66

70 
2.76

1/2 × 75
M12X76

RD3J114032 RD3J114032G 100 × 32 
4 × 1¼

114.3 × 42.4 
4.500 × 1.660

20.7
300

20.7
300

16
232

20
290

51 
2.00

188 
7.40

89 
3.50

95 
3.74

70 
2.76

1/2 × 75
M12X76

Material Specification
• Body - Ductile Iron, ASTM A536
• Bolts and nuts - Mild steel Zinc Plated, ASTM A183, ISO898
 
Gasket Specification
• EPDM, ASTM D2000  
Temperature range -34°C to +110°C (-30°C to +230°F).
Recommended for hot water service within specified temperature 
range plus a variety of diluted acids, oil free air and many 
chemical services. Not recommended for petroleum service.

Finish
• Red painted (RAL 3000) 
• Galvanised
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Model 
Number
(Red Painted)

Model 
Number
(Galvanised)

Nominal 
Size

mm/in

Pipe
O.D

mm/in

Working Pressure bar/psi Hole 
Dia

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

D
mm/in

No.-Size
mmUL FM VdS CNBOP

RD3J114040 RD3J114040G 100 × 40 
4 × 1½

114.3 × 48.3 
4.500 × 1.900

20.7
300

20.7
300

16
232 - 51 

2.00
188 
7.40

89 
3.50

97 
3.82

70 
2.76

1/2 × 75
M10X76

RD3J114050 RD3J114050G 100 × 50 
4 × 2

114.3 × 60.3 
4.500 × 2.375

20.7
300

20.7
300

16
232 - 64 

2.50
188 
7.40

104.5 
4.11

100 
3.94

70 
2.76

1/2 × 75
M10X76

RD3J114065 RD3J114065G 100 × 65 
4 × 2½

114.3 × 76.1 
4.500 × 3.000

20.7
300

20.7
300

16
232

20
290

70 
2.75

188 
7.40

104.5 
4.11

102 
4.02

70 
2.76

1/2 × 75
M10X76

RD3J114080 RD3J114080G 100 × 80 
4 × 3

114.3 × 88.9 
4.500 × 3.500

20.7
300

20.7
300

16
232

20
290

89 
3.50

188 
7.40

128 
5.039

102 
4.02

70 
2.76

1/2 × 75
M10X76

RD3J139042 RD3J139042G 125 × 32 
139.7 × 1¼

139.7 × 42.4 
5.500 × 1.660

20.7
300

20.7
300

16
232

20
290

51 
2.00

221.5 
8.72

95 
3.74

112 
4.41

84 
3.31

5/8 × 105
M16X105

RD3J168032 RD3J168032G 150 × 32 
6 × 1¼

168.3 × 42.4 
6.500 × 1.660

20.7
300

20.7
300

16
232

20
290

51 
2.00

247 
9.72

95 
3.74

122 
4.80

98.5 
3.88

5/8 × 105
M16X105

RD3J168040 RD3J168040G 150 × 40 
6 × 1½

168.3 × 48.3 
6.500 × 1.900

20.7
300

20.7
300

16
232

20
290

51 
2.00

247 
9.72

95 
3.74

122 
4.80

98.5 
3.88

5/8 × 105
M16X105

RD3J168050 RD3J168050G 150 × 50 
6 × 2

168.3 × 60.3 
6.625 × 2.375

20.7
300

20.7
300

16
232 - 64 

2.50
247 
9.72

112.5 
4.43

132 
5.20

98.5 
3.88

5/8 × 105
M16X105

RD3J168065 RD3J168065G 150 × 65 
6 × 2½

168.3 × 76.7 
6.625 × 3.000

20.7
300

20.7
300

16
232

20
290

70 
2.75

247 
9.72

112.5 
4.43

132 
5.20

98.5 
3.88

5/8 × 105
M16X105

RD3J168080G RD3J168080G 150 × 80 
6 × 3

168.3 × 88.9 
6.625 × 3.500

20.7
300

20.7
300

16
232

20
290

89 
3.50

247 
9.72

132 
5.20

140 
5.51

98.5 
3.88

5/8 × 105
M16X105

RD3J219050 RD3J219050G 200 × 50 
8 × 2

219.1 × 60.3 
8.625 × 2.375

20.7
300

20.7
300

16
232

20
290

64 
2.50

320 
12.60

117 
4.61

160 
6.30

125 
4.92

3/4 × 115
M20X115

RD3J219065 RD3J219065G 200 × 65 
8 × 2½

219.1 × 76.1 
8.625 × 3.000

20.7
300

20.7
300

16
232

20
290

70 
2.75

320 
12.60

118 
4.65

160 
6.30

125 
4.92

3/4 × 115
M20X115

RD3J219080 RD3J219080G 200 × 80 
8 × 3

219.1× 88.9 
8.625 × 3.500

20.7
300

20.7
300

16
232

20
290

89 
3.50

320 
12.60

136.5 
5.37

160 
6.30

125 
4.92

3/4 × 115 
M20X115

 A  B 

 C
 

 D
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Clean the gasket sealing surface within 
16mm of the hole and visually inspect 
the sealing surface for defects that may 
prevent proper sealing of the gasket. 
Don’t drill the hole on weld line.

If any burrs or slug exists at the pipe hole, 
please remove them before assembly, to 
protect the gasket and avoid leakage.

Insert the gasket into outlet housing 
making sure the tab in the gasket line up 
with the tab recesses in the housing. Align 
outlet housing over the pipe hole making 
sure that the locating collar is in the pipe 
hole.

1. Pipe Preparation 2. Remove Burrs 3. Gasket installation

Align the strap around the pipe, inser the 
bolts and tighten the nuts finger tight.

4. Alignment

Alternatively and evenly tighten the nuts 
to the specified bolt torque.

There should be even gaps on two sides 
between upper and lower housings.

5. Tighten Nuts 6. Assembly completed

Proper torquing of bolts is required to obtain specified performance.

• Over torquing the bolts may result in damage to the bolt and / 
or casting which could result in pipe joint separation.

• Under torquing the bolts may result in lower pressure retention 
capabilities, lower bend load capabilities, joint leakage 
and pipe joint separation. Pipe joint separation may result in 
significant property damage and serious injury.

Caution Specified Bolt Torque
ANSI BOLTS

Bolt Size
Inch

Specified Bolt Torque

Lbs-Ft. N.m

3/8 30-45 40-60

1/2 80-100 110-135

5/8 100-130 135-175

3/4 - -

7/8 - -
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