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LINED DOUBLE WINDOW SIGHT FLOW INDICATORS

~ Dimensional Table N
‘ @0D
Size ODyz3) PCD Hino,) H DIA L (x3) | @PCD
25NB 108 79 4 16 131 ‘
40NB 127 98 4 16 169 %
50NB 152 121 4 19 182 =
80NB 191 152 4 19 207
- 100NB 229 191 8 19 233
150NB 279 241 8 22 274
200NB 343 298 8 22 610
250NB 406 362 12 25 742
300NB 483 432 12 25 862
350NB 533 476 12 29 994
400NB 597 540 16 29 1114
-
-~ Material Specification ~
No. DESCRIPTION Qty. MATERIAL
1 BODY 1 SGl/MS,/CF8,/CF8M,/ CF3M,/CG3M
2 LINING 1 FEP/PFA
- 3 TOUGHENED GLASS 2 BOROSILICATE 3.3/S0DA LIME
4 GASKET 4 PTFE
5 CONNECTORS 2 SGlI/MS/CF8,/CF8M/CF3M/CG3M
6 FASTENERS - Gl/A2/CF8
- /

Salient Features:

1. Suitable for all media including corrosive, high purity and highly permeating fluids
2. Horizontal and vertical installation
3 Can withstand hish temneratures uinto 200 °C (PFA)
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PP DOUBLE WINDOW SIGHT FLOW INDICATORS

. Dimensional Table \
Size ODqz3) PCD Hmnoy H DIA L (z3)
25NB 108 79 4 16 183
40NB 127 98 4 16 190
50NB 152 121 4 19 213
80NB 191 152 4 19 245
100NB 229 191 8 19 260
150NB 279 241 8 2o 320
\_ J
-~ Material Specification ~N
No. DESCRIPTION  Gty. MATERIAL
1 BODY 1 PP
- 2 TOUGHENED GLASS 2 BOROSILICATE 3.3,/SODA LIME
3 GASKET 4 SILICON
4 CONNECTORS 2 PP
5 FASTENERS . A2/CF8

Salient Features:

1. Strong and durable Design
2. Ideal for usage in corrosive conditions
3. Snecial sizes can be nrovided on reauest
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LINED SS TUBULAR SIGHT FLOW INDICATORS

~— Dimensional Table N
@oD
Si 0Dz PCD Hino. H DIA L
ize (£3) (No) (+3) JPCD
15NB 90 60 4 16 175
20NB 100 70 4 16 175 % ;@::%
K 7
25NB 108 79 4 16 180 Z Z
7 7
40NB 127 98 4 16 185 2 7
7 7
50NB 152 121 4 19 190 A A
7 7
65NB 180 140 4 19 195 Zi Zi
K K
80NB 191 152 4 19 200 P A L
7 7
100NB 229 191 8 19 200 7 2
7 7
150NB 279 241 8 22 210 Z A
7 7
200NB 343 298 8 22 210 7 2
7 7
250NB 406 362 12 25 220 %
300NB 483 432 12 29 220 =1
350NB 533 476 12 29 230
400NB 597 540 16 29 230
- Y
~ Material Specification ~
No. DESCRIPTION Qty. MATERIAL
1 FLANGE 2 CF8/CF8M/CF3M,/CG3M
2 LINING 1 FEP/PFA
3 GASKET 2 PTFE
4 GLASS TUBE 1 BOROSILICATE 3.3
5 TIE ROD - A2,/CF8/CF8M
5] FASTENERS - A2/CF8
7 SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC

-

Salient Features:

*Provided on Request

1. Suitable for observing flow of corrosive media
2. All wetted parts are borosilicate and FEP/PFA (PTFE)

2 Hiash Dracciira iinta 10har ran ha manifarctiirad
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LINED MS TUBULAR SIGHT FLOW INDICATORS

~— Dimensional Table N
| @O0D
Si 0Dz PCD Hino. H DIA L
ize (£3) (No) (+3) JPCD
15NB 90 60 4 16 175
20NB 100 70 4 16 175 V ;%::%
K 7
25NB 108 79 4 16 180 Z Z
7 7
40NB 127 98 4 16 185 2 7
7 7
50NB 152 121 4 19 190 A A
7 7
65NB 180 140 4 19 195 Zi Zi
K K
80NB 191 152 4 19 200 P A L
7 7
100NB 229 191 8 19 200 7 2
7 7
150NB 279 241 8 22 210 Z A
7 7
200NB 343 298 8 22 210 7 2
7 7
250NB 406 362 12 25 220 % % ﬁ
300NB 483 432 12 29 220 e —+—— 1
350NB 533 476 12 29 230
400NB 597 540 16 29 230
- Y
~ Material Specification ~N
No. DESCRIPTION Qty. MATERIAL
1 FLANGE 2 MS
2 LINING 1 FEP/PFA
3 GASKET 2 PTFE
4 GLASS TUBE 1 BOROSILICATE 3.3
5 TIE ROD - Gl
5] FASTENERS - Gl
7 SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC

-

Salient Features:

*Provided on Request

5. Suitable for operations upto 200 °C
6. All sight glass Spark Tested at 15KVA

7 Induictrial ica: Arid trancfar aaricultiira hlaach rhamirale cainictie and allkali
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SS ALLEN KEY WITH T-BUSH TUBULAR SIGHT FLOW INDICATORS

Dimensional Table @OD
\

Size ODx3) PCD Hmnoy H DIA L (z3) @PCD

15NB 90 60 4 16 185 %J/@g %::@
20NB 100 70 a 16 185 f g

25NB 108 79 4 16 185

40NB 127 98 4 16 185

50NB 152 121 4 19 185

65NB 180 140 4 19 185 L
80NB 191 152 4 19 185
100NB 229 191 8 19 185
150NB 279 241 8 22 185
200NB 343 298 8 22 195 g ;
250NB 406 362 12 25 200 V i 1% ar i

A2 7Y
300NB 483 432 12 29 205 ‘ WM Mﬁ‘ -
350NB 533 476 12 29 210 @H
400NB 597 540 16 29 215
\_ J
~ Material Specification ~

No. DESCRIPTION Qty. MATERIAL

1 FLANGE 2 CF8/CF8M/CF3M

2 T-BUSH 2 PTFE

3 GASKET 4 PTFE

4 GLASS TUBE 1 BOROSILICATE 3.3

5 TIE ROD - A2,/CF8/CF8M

5] FASTENERS - A2/CF8

7 SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC

-

Salient Features:

*Provided on Request

1. Cost effective design for corrosive fluids
2. Repair and maintenance can be easily carried-out at site.

2 Ciictam fara tn fars lanathc 1intn 1ENNMmM availa
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MS ALLEN KEY WITH T-BUSH TUBULAR SIGHT FLOW INDICATORS

e Dimensional Table 2 20D
Size ODqz3) PCD Hino, H DIA L (z3) @PCD
15NB 90 60 4 16 185 %J/@% %::@
20NB 100 70 a 16 185 f g
25NB 108 79 4 16 185
40NB 127 98 4 16 185
50NB 152 121 4 19 185
B65NB 180 140 4 19 185 L
80NB 191 152 4 19 185
100NB 229 191 8 19 185
150NB 279 241 8 22 185
200NB 343 298 8 22 195 g ;
250NB 406 362 12 25 200 V i 1% ar i
A 7Y
300NB 483 432 12 29 205 ‘ WM MW‘ -
350NB 533 476 12 29 210 @H
400NB 597 540 16 29 215
\_ J
~ Material Specification ~N
No. DESCRIPTION Qty. MATERIAL
1 FLANGE 2 MS
2 T-BUSH 2 PTFE
3 GASKET 4 PTFE
4 GLASS TUBE 1 BOROSILICATE 3.3
5 TIE ROD - Gl
5] FASTENERS - Gl
\ 7 SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC

*Provided on Request

Salient Features:

5. Additional safety by Acrylic Protection Tube
6. Toughened Glass Tube available on request

7 FEacvinctallatian in Harizantal and \/artical linac
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MS CHECK-NUT TUBULAR SIGHT FLOW INDICATORS

@0oD
JPCD
~— Dimensional Table N %g
Size ODz3) PCD Hmney H DIA L (z3) V Fr iy —%
15NB 90 60 4 16 192 :
20NB 100 70 4 16 192 /
25NB 108 79 4 16 192 §
40NB 127 98 4 16 192 : |
S50NB 152 121 4 19 192 :
B5NB 180 140 4 19 192 :
8ONB 191 152 4 19 200 f
100NB 229 191 8 19 200 E
150NB 279 241 8 22 200 7 i f
N J ] T
I
OH
-~ Material Specification ~
No.  DESCRIPTION Gty.  MATERIAL
1 FRAME 1 MS
2 TBUSH 2 PTFE
- 3 GASKET 4 PTFE
4  GLASSTUBE 1 BOROSILICATE 3.3
5  SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC
\- J

*Provided on Request

Salient Features:

1. Cost effective design for corrosive fluids

2. Repair and maintenance can be easily carried-out at site.
2 Ciictam faro tn faro lanathe 1inta 1RNNMmM awvailahla
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TC END TUBULAR SIGHT FLOW INDICATORS

. . 20D
~ Dimensional Table N\ ‘
Size ODyx3) Lz3)
15NB 25 225 uspnl /
20NB 25 225 Z
25NB 50 225 ’ /
40NB 50 225 ; ‘
50NB 63 225 y . L
B5NB 76 225 ; ‘
80NB 90 225 ’ 4
100NB 118 225 /
150NB 168 210 ol y
200NB 217 210
N\ J
~ Material Specification ~
No.  DESCRIPTION Qty. MATERIAL
1 TC FLANGE 2 CF8,/CF8M,/CF3M
2 GASKET 2 PTFE
- 3 GLASS TUBE 1 BOROSILICATE 3.3
4 TIE ROD - A2/CF8
5 FASTENERS - A2/CF8
B SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC
- J

*Provided on Request

Salient Features:

1. Suitable for Dairy and Food Industries
2. Quick fixing and quick cleaning can be done easily
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AZEOTROPIC SEPARATION TUBULAR SIGHT FLOW INDICATORS

’ 9
!
IRZ 7z
‘ |
{ ] TAH
. . =~ i "741;;@
~— Dimensional Table N : :
Dimensions can be customised and we can design as per
customer’s requirement. g
- J
/, | Lo
el R N
= \ \
-
-~ Material Specification ~ '
No. DESCRIPTION Qty. MATERIAL
1 SEPARATION FLANGE 2 CF8,/CF8M/CF3M
2 GASKET 2 PTFE
3 GLASS TUBE 1 BOROSILICATE 3.3
4 TIE ROD - A2/CF8
5 FASTENERS - A2/CF8
S] SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC
- J

*Provided on Request

Salient Features:

1. Custom sizes and custom designs available
2. Diameters upto 400NB can be manufactured

2 llcad far canaratinag diffarant rhamirale hacad an dancih
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LINED AZEOTROPIC SEPARATION TUBULAR SIGHT FLOW INDICATORS

Dimensional Table ~

Dimensions can be customised and we can design as per
customer’s requirement.

g

S ———
[

-t

J )
p=
~ Material Specification ~
No. DESCRIPTION Qty. MATERIAL
1 SEPARATION FLANGE 2 CF8/CF8M/CF3M
2 LINING - PFA/FEP
3 GASKET 2 PTFE
- 4 GLASS TUBE 1 BOROSILICATE 3.3
5 TIE ROD - A2/CF8
5] FASTENERS - A2/CF8
7 SAFETY SHIELD* 1 POLYCARBONATE/ACRYLIC
.
Salient Features: *Provided on Request

4. Flange-end with PFA lining to suit corrosive process can be supplied
5. Different MOCs such as MS, SS along with FEP/PFA lining can be fabricated

A Qafatu Chiald ran ha nravidad An ranniact
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PP TUBULAR SIGHT FLOW INDICATORS

@0oD
@PCD
~— Dimensional Table ~
Size ODqx3) PCD Hino, H DIA L (z3) \% g
|
25NB 108 79 4 16 190 N
|
40NB 127 98 4 16 190 N
|
50NB 152 121 4 19 190 N L
|
65NB 180 140 4 19 200 N
8ONB 191 152 4 19 200 N
100NB 229 191 8 19 200 N
150NB 279 241 8 22 200 N
\_ _J
ZH
~ Material Specification ~ -
No.  DESCRIPTION Gty.  MATERIAL
1 FLANGE 2 PP
2 GASKET 2 PTFE
3 GLASS TUBE 1 BOROSILICATE 3.3
4  TEROD - Gl/PP/A2/CF8
5 FASTENERS - Gl/A2/CF8
6  SAFETY SHIELD* 1 POLYCARBONATE,/ACRYLIC .
- J

*Provided on Request

Salient Features:

1. Strong and durable Design
2. Ideal for usage in corrosive conditions

2 Qnoarial cizvac ran ha nravidad An raniiac
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