VALVULA RETENCION A.304 W4473104 12" 25 145 43 0,090
Construccion A.304 - asiento VITON, bajo demanda EPDM. "
Rosca cilindrica GAS 1SO 288. Opcional NPT, et o =2 = ARG
Temp. de trabajo. VITON -25° +150° W4473106 ik 42 24 705 0,327
Ei=al W4473107 11/4" 52 32 73 0,649
CHECK VALVE A.304 W4473108 11/2" 65 395 73 0613
Constr. A.304 - VITON, optional EPDM. "
Gas threaded ends 150 288. Also available NPT thread. W4473109 2 75 48 875 1023
Working temp. VITON -25°C +150°C
PN - 40
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CoDIGO MEDIDA D d L PESO
FIG. W44732 CODE SIZE(R) mm mm mm WEIGHT
VALVULA RETENCION A.316 W4473204 2" 25 145 43 0,090
Construccion A.316 - asiento EPDM, bajo demanda vitén. "
Rosca cilindrica GAS I1SO 288. Opcional NPT. W4475205 3/4 33 19 59 0176
Temp. de trabajo. VITON -25° +150° W4473206 i* 42 24 705 0,327
PN - 63 (1000 PSI)
W4473207  11/4" 52 32 73 0,649
CHECK VALVE A.316 "
Constr. A316 - EPDM seat , optional viton. W4475208 1172 65 395 73 0613
Gas threaded ends SO 288. Also available NPT thread. W4473209 2" 73 48 875 1,023
Working temp. VITON -25°C +150°C
PN - 63 (1000 PSI)
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CODIGO MEDIDA L H PESO
FIG. WR2430 CODE SIZE(R) mm mm WEIGHT
VALVULA RETENCION A CLAPETA OSCILANTE PN-16 WR243004 2" 65 44 0312
Construccign inox. CFBM [(A316 "
l])untads PTFéE coge:;?n rosca SECDIN 259 WR243005 3/4 80 53 0490
resion max: 1 cm_al "
10 kg/em. 3 180°C WR243006 1 90 58 0724
Temp. min: -30°C WR243007 11/4" 105 62 1042
SWING CHECK VALVE PN-16 WR243008 31 100 75 1650
Constr.5tainless steel CFBM (A.316.) investment casting WR243009 141 78 72392
Seals: PTFE. Gas threaded ends DIN 259
Max. pressure : 16 kg/cm_ 0 120°C
10 kgfem_ a 180°C
Min. temp: -30°C
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FIG. WR2440 CODE SIZE(R) mm mm WEIGHT FIG. WR2445 CODE SIZE(R] mm mm WEIGHT

VALVULA RETENCION "CROMAX" - "IDRIA" WR244002 1/48" 32 54 0136 VALVULA RETENCION "CROMAX" - "IDRIA™ WR2 44502 14" 32 54 0136

Construccion A.304 - asiento viton. Extremos roscados " onstruccion AJ16 - ashento vitdn. Extremos rescados WR244503 /e 32 54 0122

DIN 2999.Temp.de trabajo, min. -25°C -max. +150°C VEIsA000 >8 s DIN 1995 Temp.de trabajo, min. -25°C -mdx. +150°C -

Presién de trabajo, 16 bar.Presién de apertura 0,03 bar. WR244004 1/2" 32 54 0,093 Eres!dn de tra':a:Jn. 16 bar. WR244504 12 32 54 0,093
WR244005  3/4" 44 68 0,142 e WR244505 34" 46 68 0,142

"CROMAX" CHECK VALVE "IDRJA" “ " " " - "
Constr.A.304 - viton seat.Gas threaded ends DIN 2999 WR244006 1 53 83 0167 CROMAN™ CHECK VALVE "IDRIA WH2AL506 X 53 85, Q167

Constr, A 316 - wifon seal. Las threaded ends IN 2099

Working temp.min. -25°C + 150°C .Working pressure : 16 bar WR244007 1 1/4" 62 102 0270 Warking temp. min, -25°C + 150°C WR244507  11/4" 62 102 0270
Opening pressure: 0,03 bar. - Working pressure: 18 bar WR244508 11/2" 78 115 0.u08

WR244008 11/2" 78 115 0,408 ORI e (O3 B "
WR244010 21/2" 108 145 1,200 WR244510 212" 108 145 1200
WR244011 128 160 1973 ~ .—f-‘-._l WR244511 I 128 160 1973

m =3
CODIGD MEDIDA 3 C PESD FIG, WR2Z54T II'I".".'-'.IF SITEFAY mm mm  WEIGHT
FIC. WR2442 CODE SIZE(A} mm  mm WEIGHT FILTRO VALVULA RETENCION INOK A.316 WACATOR04  1/2* 32 100 0016
FILTRO VALVULA RETENCION INOK A.304 W4C470104 12" 565 175 0016 “3;2':?.:;'. wﬁﬁ::dlldMlﬁEﬂ'rH"ubrmwdm WACA70205 344" 42 121 0022
Cieadar Bt b WAL G S AR S TN LR Diémetro malla : 1/2° 2 2% méx. 1 mm WSC470206  1° 52 143 0034
Eli:lgﬁrruﬁwallha: llg 32" mas 1 mm. WaL4T0106 1" 700 285 0034 2 172" a &% md 1.9 rm WAECATOZOT 116" A7 168 0054
SRS W4C470107 114" BOD 365 0054 W4CAT0208 1L/2° 77 191 0064
STRAINER FOR CHECK VALVE WaCs70108 112" 200 425 Q064 W4C470209  2°  BE 206 0096
B L PR e T it et i WACATOZI0 2172 108 244 0136
rr ol el WaC470110 24/2" 1150 705 0136 W4C470211 3= 128 370 0156
WaC470112 & 1450 1085 0,202
=
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