oz Single and Dual Pressure Switches

High Reliability . . . Repetitive Accuracy within +1% Cce
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Dimensions and construction detail. Shown is model 1627. Model 1626 is
identical except has single snap switch on right side.

Our old faithful switch design is still best where highest precision
combined with diaphragm sealed leak proof construction and mount-
ing simplicity are required. Model 1626 and 1627 differential pressure
switches are identical in design and construction except that Model
1626 has a single electric switch and Model 1627 has dual electric
switches. Model 1627 can therefore provide dual control when
required. It can be set to open or close two independent electrical cir-
cuits, each preset for its own actuation pressure. Both units have
diaphragm sealed motion take outs providing maximum protection
against leakage.

1626 (All Models) .......cccveveene. 1627 (All Models).......cccoovvevrrrnnnn.
Mil Option (1626) ... " Mil Option (1627)...
WP HOUSING ... EXPL HOUSING ...

SPECIAL MODELS AVAILABLE

Environmental (MIL) Construction. Can be furnished with a special snap
switch sealed against the environment for temperatures down to -65°F, high
humidity, exposure to fungus, and/or for military applications. Dead band is
slightly greater and some lower set points may not be available. Specify
Model 1626 or 1627 — (Range No.) — “MIL” and required set point in order-
ing.

HOUSINGS FOR USE WITH SERIES 1620 SWITCHES

SPECIFICATIONS

Service: Air and non-combustible,
compatible gases.

Wetted Materials: Consult Factory.
Temperature Limits: -30 to 130°F
(-34.4 to 54.4°C). Low temp. option
-65 to 130°F (-53.9 to 54.4°C).
Pressure Limits: Max. 50 in. w.c.
(12.44 kPa) continuous, 2 psig
(13.79 kPa) surge.

Switch Type: 1626, Single-pole
double-throw (SPDT); 1627, two
Single-pole double-throw (SPDT) .
Repeatability: +/-1%.

CAUTION: FOR USE ONLY WITH Al

Electrical Rating: 15 A @ 120-480
VAC, 60 Hz. Resistive, 1/8 HP @

125 VAC,1/4 HP @ 250 VAC, 60 Hz.

Electrical Connections: 3 screw
type, common, normally open and
normally closed.

Process Connections: 1/8" female
NPT.

Mounting Orientation: Diaphragm
in vertical position. Consult factory
for other position orientations.

Set Point Adjustment: Screw
Adjustment.

Weight: Model 1626, 3 Ib, 9.8 0z
(1.64 kg); Model 1627, 3 Ib, 11.8 oz
(1.69 kg).

Agency Approvals: CE.

R OR COMPATIBLE GASES.

STOCKED MODELS
Model
Number nﬂgﬁ"ﬂhu Adj. Diff. Between
(1626 shown, Operating Range Set Points
1627 similar) Inches, w.c. Min. | Max. (1627 Only)
1626-1 15t01.5 10 | .20 0.5
1626-5 5 t06.0 A5 | .35 1.2
1626-10 2.0 to11 25 | .65 2.3
1626-20 8.0 to24 50 |1.20 5.0

Weatherproof Housing
16-ga. steel enclosure for unusually wet or oily conditions. Withstands
200 hour salt spray test. Gasketed cover. Weight, 20 Ibs. Switch must
be installed at factory. Specify “WP” in addition to switch catalog num-
ber.
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Explosion-proof Housing

Killark cast alum. housing No. GRH with flat cover for No. 1626 and 1627

switches rated for Class |, Div. 1 & 2, Groups

C, D; Class Il, Div. 1 & 2,

Groups E, F, G; Class Il and NEMA 7 CD, 9 EFG. Approximate weight 47
Ibs. Specify “EXPL” in addition to switch catalog number.

27/16 [11.11]
/" MOUNTING HOLE

(3 TYP4PLACES 3/4 FEMALE

T —1
- ‘ T
11
=88 1279.40] / \
BREATHER |

g

NPT ELEC.
CONN.

1/8 FEMALE NPT -
HIGH PRESS. []
CONN.

)b |

8 6
8] [152.40]

et N "1/8
1_5[1/2 Koyt
[139.70] 13-5/8
‘ ) 13’9 70] B \ /
| te

312 I_ E 10-3/4 [273.05],
[88.90] 12 [304.80]

1/8 FEMALE NPT
®| LOW PRESS. 24
CONN. 24
1-3/4 [44.45] 372 [ 1909]
CLEARANCE FOR -1/4) 88.90]|

8-1
COVER REMOVAL [209.5]

Dwyer Instruments, Inc./P.0. Box 373/Michigan City, IN 46361/Phone 219 879-8000/Fax 219 872-9057 « U.K. Phone 44 1 494-461707 « Australia Phone 61 2 4272-2055 53

ainssaid



