
CALL TO ORDER:     U.S. Phone 219 879-8000     •     U.K. Phone (+44) (0)1494-461707     •     Asia Pacific Phone 61 2 4272-2055 313
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Digital Temper atur e Sw itch Pr obes
Pr obes to Be Used w ith TS, TS2, TSX, TSS2, and TSWB

LENGTH
1-9/16
[39.69]

Ø1/4
[Ø6.35

1-9/16
[39.69]

Ø1/4
[Ø6.35

1
[25.4]

Ø1/4
[Ø6.35]

Ø1/4
[Ø6.351-9/16

[39.69]

SPECIFICATIONS

Sensor: PTC or NTC (depending on model).

Operating Temperature: 

TS-1, TS-2, TS-6: -58 to 302˚F (-50 to 150˚C)

TS-5, TS-7: -58 to 221˚F (-50 to 105˚C).

Accuracy: ±2˚C at 25˚C.

Response Time: 15 seconds (in air).

Cable: PVC or silicone (depending on model).

Protection: IP67.

Model

TS-1

TS-11

TS-2

TS-21

TS-5

TS-51

TS-6

TS-61

TS-7

TS-71

Sensor

PTC

PTC

PTC

PTC

PTC

PTC

PTC

PTC

NTC

NTC

Cap Material

Brass

Brass

Stainless Steel

Stainless Steel

PVC

PVC

Polyamide Resin Coated Brass

Polyamide Resin Coated Brass

None

None

TS-W

2
[50.80]

1-57/64
[48.01]

13/32
[10.29]7/8 

[22.22]
HEX

15/64
[5.84] 25/32

[19.81]

1/2 NPT

Ø17/64
[6.63]

Ø35/64
[13.97]

Ø15/32
[11.79] 

TS-1 OR TS-11

TS-2 OR TS-21

TS-5 OR TS-51

TS-6 OR TS-61

TS-7 OR TS-71

ACCESSORIES

TS-W, Brass Thermowell

TS2-K, Configuration Key

Length 

ft (m)

5 (1.5)

10 (3)

5 (1.5)

10 (3)

5 (1.5)

10 (3)

5 (1.5)

10 (3)

5 (1.5)

10 (3)
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